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IP Code (Ingress Protection Rating):   classifies and rates the de-
gree of protection provided against the intrusion of solid objects, 
dust, accidental contact, and water in mechanical casings and 
with electrical enclosures.

The CE marking indicates a product’s compliance with EU legisla-
tion and so enables the free 
movement of products within the European market. 

Directive on the restriction of the use of certain hazardous 
substances in electrical and electronic equipment.

Independant for installation at sight without any 
additional protective cover.

Indoor application.

Outdoor application.

30°

Maximum tilting angle. 

355°
Maximum turning angle.

0.8 m

Minimum distance: lamp - object.

Suitable for installations on regulary flammable surfaces.

Ø 65mm Cutout size in round shape.

65*65mm Cutout size in square/rectangle shape.

Indoor and outdoor application.

Protection Class I: These appliances must have their chassis con-
nected to electrical earth by an earth conductor.

Protection Class II: Double insulated electrical appliance does not 
require a safety connection to electrical earth.

Protection Class III: The appliance are supplied from a separated/
safety extra-low voltage (SELV) power source.

No protection against contact and ingress of objects.

No protection against contact and ingress of liquid.

Liquid ingress protection against drippling water.

Liquid ingress protection against drippling water
when tilted up to 15°.

Liquid ingress protection against spraying water.

Liquid ingress protection against splashing of water.

Liquid ingress protection against water jets.

Liquid ingress protection against powerful water jets.

Liquid ingress protection against immersion up to 1m.

Liquid ingress protection against immersion beyond 1m.

Solid particle protection against object size bigger than 50mm.

Solid particle protection against object size bigger than 12.5mm.

Solid particle protection against object size bigger than 2.5mm.

Solid particle protection against object size bigger than 1mm.

Dust protected: Ingress of dust is not entirely prevented, but 
it must not enter in sufficient quantity to interfere with the 
satisfactory operation of the equipment; complete protection 
against contact.

Dust tight: No ingress of dust; complete protection against 
contact.

TECHNICAL Legend

R0

Bendable in a Radius of max 0mm, only in perpendicular direction to the 
reel.

R100

Bendable in a Radius of max 100mm, only in direction of the reel.

Do not expose to direct sunlight.
UV
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OPTIONAL LEGEND

Play part in reducing our collective ecological footprint. Fixtures with this sticker have 
a minimal  efficiency of 120lm/W and help reduce energy consumption, while improving 
the world.  

Products with this symbol are compatible with a Premium Colour LED module (retail fashion)

Products with this symbol are compatible with a Premium White LED module (retail fashion)

Products with this symbol are compatible with a FRESH LED module (retail food)

Products with this symbol are compatible with a BREAD LED module (retail food)

Products with this symbol are compatible with a CHEESE LED module (retail food)

Products with this symbol are compatible with a FISH LED module (retail food)

Products with this symbol are compatible with a MEAT LED module (retail food)

Products with this symbol are compatible with a HUMAN CENTRIC LIGHTING LED module such as
TUNABLE WHITE AND BIO UP  (office & public)

Products with this symbol are compatible with a ART module for a great artistic appearance. (hospitality and 
residential)

Products with this symbol are (individually or through mains) compatible with Casambi

Stores 
Stand construction 

Showrooms

Hospitality 
Residential buildings  

Luxury residences 
Atmospheric office spaces

Office environments
Working environments

Housing projects
Schools 

Sport centres
healthcare environments

Public indoor areas
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•  High Comfort 
•  Full Aluminium housing
•  Changable reflector 
•  Extension ring available for refurbish-

ment purposes. 

•  High Output
•  Low heatsink design
•  Changable reflector 
•  IP44

PG. 38-40PG. 38-40PG. 34-36PG. 34-36

•  High quality lighting
•  CRI 90
•  Low glare - deep reflector
•  Casambi available

• Dim to warm 30001800K
•  Smooth dim curve
•  Cri 90
•  Casambi available

•  IP 65 spotlight
•  Waterproof
•  CRI 90

•  Minimalistic design
•  Changeble lens optic 
•  Easy integration with furniture

•  Ultra flat design
•  Easy integration with furniture

•  Versatile recessed spot for hospitality 
purposes 

•  Compact design  

• Recessed versatile aimability
• High Output
• Three different sizes
• Casambi available  

• Turn/ tiltable
• High quality lighting
• CRI 90
• Low glare - deep reflector
• Casambi available

• Capable of 4000+ lumen compact design
• High efficiency
• Low glare because of deep reflector
• Turnable without extra visible ring 

  

• Capable of 6000+ lumen
• High efficiency
• Low glare because of deep reflector
• Turnable without extra visible ring 

 

• Capable of 6000+ lumen
• High efficiency
• Cardanic flexibility 

 

• Capable of 4000+ lumen 
• Compact design
• High efficiency
• Low glare - deep reflector
• Cardanic flexibility 

 

• High comfort 
• Modern easthetic
• Casambi available  

• Wide beam reflector for even 
 illumination of large areas

• High efficiency
• Unique design 

• Casambi available
• Sleek design
• High efficiency

RECESSED PANELS

PG. 60PG. 60

PG. 64PG. 64

PG. 70-74PG. 70-74

PG. 62PG. 62

PG. 58PG. 58

PG. 42-46PG. 42-46 PG. 48-56PG. 48-56

PG. 68PG. 68

PG. 117PG. 117 PG. 119PG. 119

PG. 98-100PG. 98-100

PG. 92-94PG. 92-94

PG. 84-86PG. 84-86

PG. 96PG. 96

PG. 88-90PG. 88-90

• High Output
• Diecast fixture
• Heatsink not visible when tilted all the 

way out from ceiling.      

• Capable of 6000+ lumen
• High efficiency
• Low glare because of deep 

reflector 
 

PG. 76-78PG. 76-78 PG. 82PG. 82
ASTA  L EDLYNX I I

PG. 124PG. 124PG. 123PG. 123

• Casambi available
• Configurate your own
• As Pendant, Surface or Tracklight
• Sleek and modern direct light
• Available with Bioup & Tunable white

• Casambi available
• Configurate your own
• As Pendant or Tracklight
• Artistic direct an indirect light up/down
• Available with Bioup & Tunable white

PG. 103-114PG. 103-114



• Phase cut dimmable
• Cri 90
• Lens optic
• Modern design

• Modern design
• 4 sizes
• Wall & ceiling mounted
• CCT and output Switchable
• Standard dali dimmable

• Modern design
• 4 sizes
• Pendant mounted
• CCT and output Switchable
• Standard Dali dimmable

• Unique 50 mm connector
• High efficiency
• Spot modules available
• Casambi dimmable

• 6000+ lumen output
• High efficiency
• Customizable pendant
• Low glare 

• Round decorative led panel
• Casambi available

       PENDANT FIXTURES   

       SURFACE FIXTURES   

• 3 drifferent wattages available
• High CRI
• Standard adapter
• Primary dimmable
• Casambi available through mains

• Premium white module included
• High performance & efficiency
• Up to 154lm/w
• Trending and durable design
• Not dimmable

• Wide beam reflector for even 
• Illumination of large areas
• High efficiency
• Unique design 

Casambi through mains

Casambi through mains

• Dipswitch to control output and wattage
• High efficiency up to 148lm/w
• Plug and play installation

• Internal driver through design
• High efficiency
• Casambi dimmable

• Phase cut dimmable
• Cri 90
• Lens optic
• Modern design
• Casambi through mains

• Perfect fort limited spaces
• High performance & efficiency
• Compact design
• Not dimmable

• Phase cut dimmable
• Cri 90
• Lens optic
• Modern design
• Casambi through mains

       TRACKLIGHTS   

       TRACK SYSTEMS  

PG. 177PG. 177

PG. 169PG. 169

PG. 163PG. 163

PG. 188PG. 188

PG. 181PG. 181

PG. 187PG. 187

PG. 171-173PG. 171-173

PG. 165-167PG. 165-167

PG. 155-159PG. 155-159

PG. 185PG. 185

PG. 179PG. 179

PG. 126-129PG. 126-129 PG. 133PG. 133

PG. 135PG. 135

PG. 139PG. 139

PG. 133PG. 133

PG. 137PG. 137

PG. 145PG. 145 PG. 151PG. 151

CE CIDPG. 154PG. 154
• NEW
• Data follows

• Regular 
• DALI Track system 3-phase
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• Create athmosphere instantly
• As 27001800K or 30002200K
• Gets a warmer CCT from dimming
• CRI 90,  224 LED’s/m 
• Cuttable every 14 LEDs (63mm)

• Seawater & UV resistant
• 2700, 3000 & 4000K
• CRI 90
• With 112 LEDs/m or 176 Leds/m
• Cuttable every 5 cm

• COB LEDstrip with fosfor
• Uninterrupted lightine
• CRI 90
• 2700, 3000 & 4000K
• Cuttable every 2,9cm

• Efficient LED strip
• 6 different wattages
• Available  in 80 & 160 LED’s/m
• CRI 80 & 90 available
• Cuttable every 2,6 cm

• RGB LED Strip
• Available with 60 LED’s/m
• CRI 90
• Cuttable every 10 cm

• 2700, 3000 or 4000k LEDstrip
• available with 60 or 120 LED’s/m
• CRI 80
• Cuttable every 6 LEDs

      LED PROFILES SURFACE

PG. 215PG. 215

PG. 213PG. 213

PG. 212PG. 212

PG. 215PG. 215

PG. 214PG. 214

PG. 216PG. 216

PG. 214PG. 214

PG. 216PG. 216 PG. 213PG. 213

PG. 211PG. 211 PG. 211PG. 211 PG. 212PG. 212

PG. 209PG. 209 PG. 210PG. 210 PG. 210PG. 210

PG. 209PG. 209PG. 208PG. 208PG. 208PG. 208

PG. 196PG. 196

PG. 194PG. 194

PG. 192PG. 192

PG. 201PG. 201

PG. 199PG. 199

PG. 202PG. 202

• 2700, 3000, 3500 & 4000K
• With 80 or 160 LED’s/m
• CRI 80 & 90 available
• Cuttable every:
• 5cm (80 LED/m) /10 cm (160 LED/m)

• Seawater & UV resistant
• CRI 90
• 2700, 3000 & 4000K
• Roll 10 meters 
• Cuttable every 6,25cm

• Dynamic light 
• CRI 90
• 27005000K
• Cuttable every 5 cm

• RGB with 2700, 3000 or 4000k LEDstrip
• Available with 84 LED’s/m
• CRI 90
• Cuttable every 7,15cm

• CRI 80 & 90 available
• 2700, 3000, & 4000K
• Available  in 60, 120 & 168 LED’s/m
• Cuttable every 6 LEDs (100mm)

PG. 195PG. 195

PG. 193PG. 193

PG. 191PG. 191

PG. 200PG. 200

PG. 197PG. 197

          LINEAR LED STRIPS

1919



      LED PROFILES RECESSED

      LED PROFILES PENDANT

        LED DRIVERS & CONTROLS

        LED DRIVERS & CONTROLS

PG. 219PG. 219

PG. 217PG. 217

PG. 219PG. 219

PG. 218PG. 218

PG. 220PG. 220

PG. 218PG. 218

PG. 221PG. 221 PG. 222PG. 222 PG. 222PG. 222

PG. 220PG. 220

PG. 227PG. 227PG. 226PG. 226 PG. 226PG. 226

PG. 227PG. 227 PG. 228PG. 228 PG. 229PG. 229

PG. 231PG. 231 PG. 231PG. 231

PG. 231PG. 231

PG. 231PG. 231

PG. 231PG. 231

PG. 231PG. 231

PG. 234PG. 234PG. 234PG. 234

PG. 233PG. 233

PG. 233PG. 233

PG. 233PG. 233

PG. 233PG. 233
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Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Baza
Downlight
Fixed

20 60°
included

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.4499 / 2.11.45021 Baza White 3000K >80Ra 735lm 8.5W 86lm/W Matt 60° Ø 95mm

2.11.4505 / 2.11.45081 Baza White 4000K >80Ra 766lm 8.7W 88lm/W Matt 60° Ø 95mm

2.11.4511 / 2.11.45141 Baza White 3000K >80Ra 1189lm 13.6W 87lm/W Matt 60° Ø 95mm

2.11.4517 / 2.11.45201 Baza White 4000K >80Ra 1232lm 14.1W 87lm/W Matt 60° Ø 95mm

2.11.4523 / 2.11.45261 Baza White 3000K >80Ra 1620lm 20.3W 80lm/W Matt 60° Ø 95mm

2.11.4529 / 2.11.45321 Baza White 4000K >80Ra 1668lm 20.7W 80lm/W Matt 60° Ø 95mm

2.11.4535 / 2.11.45381 Baza White 3000K >80Ra 921lm 9W 102lm/W Matt 60° Ø 125mm

2.11.4541 / 2.11.45441 Baza White 4000K >80Ra 991lm 8.9W 111lm/W Matt 60° Ø 125mm

2.11.4547 / 2.11.45501 Baza White 3000K >80Ra 1387lm 12.4W 112lm/W Matt 60° Ø 125mm

2.11.4553 / 2.11.45561 Baza White 4000K >80Ra 1488lm 12.3W 121lm/W Matt 60° Ø 125mm

2.11.4559 / 2.11.45621 Baza White 3000K >80Ra 1988lm 18.2W 109lm/W Matt 60° Ø 125mm

2.11.4565 / 2.11.45681 Baza White 4000K >80Ra 2128lm 18W 118lm/W Matt 60° Ø 125mm

2.11.4571 / 2.11.45741 Baza White 3000K >80Ra 2281lm 21.1W 108lm/W Matt 60° Ø 125mm

2.11.4577 / 2.11.45801 Baza White 4000K >80Ra 2452lm 20.8W 118lm/W Matt 60° Ø 125mm

2.11.4583 / 2.11.45861 Baza White 3000K >80Ra 988lm 9.1W 108lm/W Matt 60° Ø 145mm

2.11.4589 / 2.11.45921 Baza White 4000K >80Ra 994lm 9.1W 109lm/W Matt 60° Ø 145mm

2.11.4595 / 2.11.45981 Baza White 3000K >80Ra 1433lm 12.7W 113lm/W Matt 60° Ø 145mm

2.11.4601 / 2.11.46041 Baza White 4000K >80Ra 1441lm 13.2W 109lm/W Matt 60° Ø 145mm

2.11.4607 / 2.11.46101 Baza White 3000K >80Ra 2007lm 18.3W 110lm/W Matt 60° Ø 145mm

2.11.4613 / 2.11.46161 Baza White 4000K >80Ra 2048lm 19.2W 107lm/W Matt 60° Ø 145mm

2.11.4619 / 2.11.46221 Baza White 3000K >80Ra 2319lm 21.5W 108lm/W Matt 60° Ø 145mm

2.11.4625 / 2.11.46281 Baza White 4000K >80Ra 2348lm 22.3W 105lm/W Matt 60° Ø 145mm

2.11.4631 / 2.11.46341 Baza White 3000K >80Ra 2747lm 26.2W 105lm/W Matt 60° Ø 145mm

2.11.4637 / 2.11.46401 Baza White 4000K >80Ra 2781lm 27.3W 102lm/W Matt 60° Ø 145mm

2.11.4643 / 2.11.46461 Baza White 3000K >80Ra 3106lm 30.4W 102lm/W Matt 60° Ø 145mm

2.11.4649 / 2.11.46521 Baza White 4000K >80Ra 3136lm 31W 101lm/W Matt 60° Ø 145mm

1 Article No. with 1 indicates DALI dimmable driver is included.

Diameter 110mm 140mm

Reflector Matt 60° Matt 60°

System Power 8.5W 8.7W 13.6W 14.1W 20.3W 20.7W 9W 8.9W 12.4W 12.3W 18.2W 18W 21.1W 20.8W

CRI >80Ra >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 735lm 766lm 1189lm 1232lm 1620lm 1668lm 921lm 991lm 1387lm 1488lm 1988lm 2128lm 2281lm 2452lm

System Efficacy 86lm/W 88lm/W 87lm/W 87lm/W 80lm/W 80lm/W 102lm/W 111lm/W 112lm/W 121lm/W 109lm/W 118lm/W 108lm/W 118lm/W

Driver 200mA 200mA 350mA 350mA 500mA 500mA 225mA 225mA 350mA 350mA 500mA 500mA 600mA 600mA

L+B values (50.000 hr) L80B10 (50.000h)

Cutout Size
Round
Ø 95mm

Ø 65mm

Ø110

77

Ø140

95

Ø165

110

Ø190

120

Ø230

145

Cutout Size
Round
Ø 125mm

Ø 65mm

Ø110

77

Ø140

95

Ø165

110

Ø190

120

Ø230

145

Up to

Also available

Gloss 60° reflector White 60° reflector

Diameter 165mm

Reflector Matt 60°

System Power 9.1W 9.1W 12.7W 13.2W 18.3W 19.2W 21.5W 22.3W 26.2W 27.3W 30.4W 31W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 988lm 994lm 1433lm 1441lm 2007lm 2048lm 2319lm 2348lm 2747lm 2781lm 3106lm 3136lm

System Efficacy 108lm/W 109lm/W 113lm/W 109lm/W 110lm/W 107lm/W 108lm/W 105lm/W 105lm/W 102lm/W 102lm/W 101lm/W

Driver 225mA 225mA 350mA 350mA 500mA 500mA 600mA 600mA 700mA 700mA 800mA 800mA

L+B values (50.000 hr) L80B10 (50.000h)

Cutout Size
Round
Ø 145mm

Ø 65mm

Ø110

77

Ø140

95

Ø165

110

Ø190

120

Ø230

145

ALSO AVAILABLE

Article No. Description Color Size

2.01.1261 Extension ring for Baza Ø 165mm White Ø 185mm

------------- Emergency kit available on request

Ø165

110

Ø190

120

Ø230

145

Ø185 Ø215 Ø260

Extension ring
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Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Baza
Downlight
Fixed

20 60°
included

Ø165

110

Ø190

120

Ø230

145

Ø185 Ø215 Ø260

Ø165

110

Ø190

120

Ø230

145

Ø185 Ø215 Ø260

Extension ring

Cutout Size
Round
Ø 165mm

Ø 65mm

Ø110

77

Ø140

95

Ø165

110

Ø190

120

Ø230

145

Cutout Size
Round
Ø 210mm

Ø 65mm

Ø110

77

Ø140

95

Ø165

110

Ø190

120

Ø230

145

ALSO AVAILABLE

Article No. Description Color Size

2.01.1262 Extension ring for Baza Ø 190mm White Ø 215mm

2.01.1263 Extension ring for Baza Ø 230mm White Ø 260mm

------------- Emergency kit available on request

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.4655 / 2.11.46581 Baza White 3000K >80Ra 988lm 9.1W 108lm/W Matt 60° Ø 165mm

2.11.4661 / 2.11.46641 Baza White 4000K >80Ra 1034lm 9.4W 110lm/W Matt 60° Ø 165mm

2.11.4667 / 2.11.46701 Baza White 3000K >80Ra 1424lm 12.8W 111lm/W Matt 60° Ø 165mm

2.11.4673 / 2.11.46761 Baza White 4000K >80Ra 1482lm 13.1W 113lm/W Matt 60° Ø 165mm

2.11.4679 / 2.11.46821 Baza White 3000K >80Ra 2024lm 18.7W 108lm/W Matt 60° Ø 165mm

2.11.4685 / 2.11.46881 Baza White 4000K >80Ra 2117lm 19.2W 113lm/W Matt 60° Ø 165mm

2.11.4691 / 2.11.46941 Baza White 3000K >80Ra 2304lm 21.5W 107lm/W Matt 60° Ø 165mm

2.11.4697 / 2.11.47001 Baza White 4000K >80Ra 2442lm 22.5W 108lm/W Matt 60° Ø 165mm

2.11.4703 / 2.11.47061 Baza White 3000K >80Ra 2735lm 26.4W 103lm/W Matt 60° Ø 165mm

2.11.4709 / 2.11.47121 Baza White 4000K >80Ra 2889lm 27.6W 105lm/W Matt 60° Ø 165mm

2.11.4715 / 2.11.47181 Baza White 3000K >80Ra 3106lm 30.3W 102lm/W Matt 60° Ø 165mm

2.11.4721 / 2.11.47241 Baza White 4000K >80Ra 3251lm 31.6W 103lm/W Matt 60° Ø 165mm

2.11.4727 / 2.11.47301 Baza White 3000K >80Ra 1508lm 12.6W 120lm/W Matt 60° Ø 210mm

2.11.4733 / 2.11.47361 Baza White 4000K >80Ra 1542lm 13.1W 118lm/W Matt 60° Ø 210mm

2.11.4739 / 2.11.47421 Baza White 3000K >80Ra 2139lm 18.5W 116lm/W Matt 60° Ø 210mm

2.11.4745 / 2.11.47481 Baza White 4000K >80Ra 2175lm 19.1W 114lm/W Matt 60° Ø 210mm

2.11.4751 / 2.11.47541 Baza White 3000K >80Ra 2461lm 21.6W 114lm/W Matt 60° Ø 210mm

2.11.4757 / 2.11.47601 Baza White 4000K >80Ra 2509lm 22.4W 112lm/W Matt 60° Ø 210mm

2.11.4763 / 2.11.47661 Baza White 3000K >80Ra 2916lm 26.2W 111lm/W Matt 60° Ø 210mm

2.11.4769 / 2.11.47721 Baza White 4000K >80Ra 2976lm 27.3W 109lm/W Matt 60° Ø 210mm

2.11.4775 / 2.11.47781 Baza White 3000K >80Ra 3322lm 30.5W 109lm/W Matt 60° Ø 210mm

2.11.4781 / 2.11.47841 Baza White 4000K >80Ra 3497lm 31.3W 112lm/W Matt 60° Ø 210mm

1 Article No. with 1 indicates DALI dimmable driver is included.

Diameter 230mm

Reflector Matt 60°

System Power 12.6W 13.1W 18.5W 19.1W 21.6W 22.4W 26.2W 27.3W 30.5W 31.3W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 1508lm 1542lm 2139lm 2175lm 2461lm 2509lm 2916lm 2976lm 3322lm 3497lm

System Efficacy 120lm/W 118lm/W 116lm/W 114lm/W 114lm/W 112lm/W 111lm/W 109lm/W 109lm/W 112lm/W

Driver 350mA 350mA 500mA 500mA 600mA 600mA 700mA 700mA 800mA 800mA

L+B values (50.000 hr) L80B10 (50.000h)

Up to

Also available

Diameter 190mm

Reflector Matt 60°

System Power 9.1W 9.4W 12.8W 13.1W 18.7W 19.2W 21.5W 22.5W 26.4W 27.6W 30.3W 31.6W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 988lm 1034lm 1424lm 1482lm 2024lm 2177lm 2304lm 2442lm 2735lm 2889lm 3106lm 3251lm

System Efficacy 108lm/W 110lm/W 111lm/W 113lm/W 108lm/W 113lm/W 107lm/W 108lm/W 103lm/W 105lm/W 102lm/W 103lm/W

Driver 225mA 225mA 350mA 350mA 500mA 500mA 600mA 600mA 700mA 700mA 800mA 800mA

L+B values (50.000 hr) L80B10 (50.000h)

Gloss 60° reflector White 60° reflector

Extension ring
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Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Ocla IP44
Downlight
Fixed

20 90°
included

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.8579 / 2.11.8583* Ocla 115mm White 3000K >80Ra 782lm 8.7W 90lm/W Matt 90° Ø 100mm

2.11.8586 / 2.11.8589* Ocla 115mm White 4000K >80Ra 815lm 8.7W 94lm/W Matt 90° Ø 100mm

2.11.8592 / 2.11.8595* Ocla 115mm White 3000K >80Ra 1256lm 13.3W 95lm/W Matt 90° Ø 100mm

2.11.8598 / 2.11.8601* Ocla 115mm White 4000K >80Ra 1310lm 13.3W 98lm/W Matt 90° Ø 100mm

2.11.8628 / 2.11.8631* Ocla 168mm White 3000K >80Ra 1518lm 13.3W 114lm/W Matt 90° Ø 150mm

2.11.8634 / 2.11.8637* Ocla 168mm White 4000K >80Ra 991lm 13.3W 115lm/W Matt 90° Ø 150mm

2.11.8640 / 2.11.8643* Ocla 168mm White 3000K >80Ra 2127lm 18.3W 116lm/W Matt 90° Ø 150mm

2.11.8646 / 2.11.8649* Ocla 168mm White 4000K >80Ra 2170lm 18.3W 119lm/W Matt 90° Ø 150mm

2.11.8652 / 2.11.8655* Ocla 168mm White 3000K >80Ra 2458lm 21.5W 114lm/W Matt 90° Ø 150mm

2.11.8658 / 2.11.8661* Ocla 168mm White 4000K >80Ra 2488lm 21.5W 116lm/W Matt 90° Ø 150mm

1 Article No. with 1 indicates DALI dimmable driver is included.

Diameter 115mm

Reflector Matt 90°

CCT 3000K 4000K 3000k 4000k

System Power 8.7W 8,7W 13,3W 13,3W

CRI >80Ra

System Lumen 782lm 815lm 1265lm 1303lm

System Efficacy 90lm/W 94lm/W 95lm/W 98lm/W

Driver 200mA 200mA 350mA 350mA

168mm

Matt 90°

3000K 4000K 3000k 4000k 3000k 4000k

13,3W 13,3W 18,3W 18,3W 21,5W 21,5W

>80Ra

1518lm 1527lm 2127lm 2170lm 2458lm 2488lm

114lm/W 115lm/W 116lm/W 119lm/W 114lm/W 116lm/W

350mA 350mA 500mA 500mA 600mA 600mA

 

Ocla 168mm

Ocla 115mm

44 24

L+B values (50.000 hr) L80B10 (50.000h)

Also available

Gloss 90° reflector White 90° reflector

ALSO AVAILABLE 

Description

Casambi dimmable
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Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Ocla IP44
Downlight
Fixed

20 90°
included

ALSO AVAILABLE 

Description

Casambi dimmable

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.8700 / 2.11.8703* Ocla 183mm White 3000K >80Ra 1552lm 13.3W 117lm/W Matt 90° Ø 165mm

2.11.8706 / 2.11.8709* Ocla 183mm White 4000K >80Ra 1615lm 13.3W 121lm/W Matt 90° Ø 165mm

2.11.8712 / 2.11.8715* Ocla 183mm White 3000K >80Ra 2207lm 18.3W 121lm/W Matt 90° Ø 165mm

2.11.8718 / 2.11.8721* Ocla 183mm White 4000K >80Ra 2498m 18.3W 126lm/W Matt 90° Ø 165mm

2.11.8724 / 2.11.8727* Ocla 183mm White 3000K >80Ra 2024lm 18.7W 116lm/W Matt 90° Ø 165mm

2.11.8730 / 2.11.8733* Ocla 183mm White 4000K >80Ra 2117lm 19.2W 123lm/W Matt 90° Ø 165mm

2.11.8772 / 2.11.8775* Ocla 223mm White 3000K >80Ra 1658lm 13.3W 125lm/W Matt 90° Ø 210mm

2.11.8778 / 2.11.8781* Ocla 223mm White 4000K >80Ra 1696m 13.3W 128lm/W Matt 90° Ø 210mm

2.11.8784 / 2.11.8787* Ocla 223mm White 3000K >80Ra 2477lm 18.3W 135lm/W Matt 90° Ø 210mm

2.11.8790 / 2.11.8793* Ocla 223mm White 4000K >80Ra 2392m 18.3W 130lm/W Matt 90° Ø 210mm

2.11.8796 / 2.11.8799* Ocla 223mm White 3000K >80Ra 2707lm 22.6W 119lm/W Matt 90° Ø 210mm

2.11.8802 / 2.11.8805* Ocla 223mm White 4000K >80Ra 2759lm 22.6W 122/W Matt 90° Ø 210mm

2.11.8808 / 2.11.8811* Ocla 223mm White 3000K >80Ra 3207lm 26.5W 121lm/W Matt 90° Ø 210mm

2.11.8814 / 2.11.8817* Ocla 223mm White 4000K >80Ra 3273lm 26.5W 127lm/W Matt 90° Ø 210mm

1 Article No. with 1 indicates DALI dimmable driver is included.

Diameter 223mm

Reflector Matt 90°

System Power 13,3W 13,3W 18,3W 18,3W 22,6W 22,6W 26,5W 26,5W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 1658lm 1696lm 2477lm 2392lm 2707lm 2759lm 3207lm 3373lm

System Efficacy 125lm/W 128lm/W 135lm/W 130lm/W 119lm/W 122lm/W 121lm/W 127lm/W

Driver 350mA 350mA 500mA 500mA 600mA 600mA 700mA 700mA

L+B values (50.000 hr) L80B10 (50.000h)

Also available

Gloss 90° reflector White 90° reflector

Diameter 183mm

Reflector Matt 90°

CCT 3000K 4000K 3000k 4000k 3000K 4000K

System Power 13,3W 13,3W 18,3W 18,3W 21,5W 21,5W

CRI >80Ra

System Lumen 1552lm 1615lm 2207lm 2307lm 2498lm 2649lm

System Efficacy 117lm/W 121lm/W 121lm/W 126lm/W 116lm/W 123lm/W

Driver 350mA 350mA 500mA 500mA 600mA 600mA

L+B values (50.000 hr) L80B10 (50.000h)

 

Ocla 183mm

Ocla 223mm

2444
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PRODUCT LIST

Article No. Product Name Color CCT CRI System  Lumen System Power System Efficacy Reflector Cutout size

2.11.4219 / 2.11.39881 Focus V2 Fixed Chrome 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 65mm

2.11.4220 / 2.11.39891 Focus V2 Fixed Brushed Alu. 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 65mm

2.11.4221 / 2.11.39901 Focus V2 Fixed Sandy White 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 65mm

2.11.4222 / 2.11.39911 Focus V2 Fixed Black 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 65mm

2.11.4223 / 2.11.39921 Focus V2 Fixed Chrome 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 65mm

2.11.4224 / 2.11.39931 Focus V2 Fixed Brushed Alu. 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 65mm

2.11.4225 / 2.11.39941 Focus V2 Fixed Sandy White 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 65mm

2.11.4226 / 2.11.39951 Focus V2 Fixed Black 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 65mm

2.11.4227 / 2.11.39961 Focus V2 Fixed Chrome 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 65mm

2.11.4228 / 2.11.39971 Focus V2 Fixed Brushed Alu. 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 65mm

2.11.4229 / 2.11.39981 Focus V2 Fixed Sandy White 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 65mm

2.11.4230 / 2.11.39991 Focus V2 Fixed Black 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 65mm

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.4231 / 2.11.40001 Focus V2 Tiltable Chrome 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 75mm

2.11.4096 / 2.11.40011 Focus V2 Tiltable Brushed Alu. 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 75mm

2.11.4097 / 2.11.40021 Focus V2 Tiltable Sandy White 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 75mm

2.11.4098 / 2.11.40031 Focus V2 Tiltable Black 2700K >90Ra 1153lm 15,1W 76lm/W 32° Ø 75mm

2.11.4232 / 2.11.40041 Focus V2 Tiltable Chrome 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 75mm

2.11.4099 / 2.11.40051 Focus V2 Tiltable Brushed Alu. 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 75mm

2.11.4100 / 2.11.40061 Focus V2 Tiltable Sandy White 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 75mm

2.11.4101 / 2.11.40071 Focus V2 Tiltable Black 3000K >90Ra 1193lm 15,4W 77lm/W 32° Ø 75mm

2.11.4233 / 2.11.40081 Focus V2 Tiltable Chrome 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 75mm

2.11.4102 / 2.11.40091 Focus V2 Tiltable Brushed Alu. 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 75mm

2.11.4234 / 2.11.40101 Focus V2 Tiltable Sandy White 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 75mm

2.11.4103 / 2.11.40111 Focus V2 Tiltable Black 4000K >90Ra 1292lm 15,2W 85lm/W 32° Ø 75mm

1 Article No. with 1 indicates dimmable driver is included.

System Power 15,1W 15,4W 15,2W

CRI >90Ra

CCT 2700K 3000K 4000K

System Lumen 1153lm 1193lm 1292lm

System Efficacy 76lm/W 77lm/W 85lm/W

LOR Up to 90%

Driver Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Focus V2
Spot Light
Fixed & Tiltable

24° 50°32°
included

85

Ø85

2025°

Cutout Size
Fixed
Ø 65mm

Ø 65mm

Cutout Size
Tiltable
Ø 75mm

Ø 65mm

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

85

Ø75

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver
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System Power 20W 20,2W 19W

CRI >90Ra

CCT 2700K 3000K 4000K

System Lumen 1571lm 1637lm 1918lm

System Efficacy 79lm/W 81lm/W 101lm/W

LOR Up to 90%

Driver Non-Dimmable or Dimmable Driver (included)

Leading Edge / Trailing Edge / 1-10V

L+B values (50.000 hr) L80B10 (50.000h)

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.4235 / 2.11.40171 Focus V2 Tiltable Chrome 2700K >90Ra 1571lm 20W 79lm/W 30° Ø 90mm

2.11.4106 / 2.11.40181 Focus V2 Tiltable Brushed Alu. 2700K >90Ra 1571lm 20W 79lm/W 30° Ø 90mm

2.11.4107 / 2.11.40191 Focus V2 Tiltable Sandy White 2700K >90Ra 1571lm 20W 79lm/W 30° Ø 90mm

2.11.4108 / 2.11.40201 Focus V2 Tiltable Black 2700K >90Ra 1571lm 20W 79lm/W 30° Ø 90mm

2.11.4236 / 2.11.40211 Focus V2 Tiltable Chrome 3000K >90Ra 1637lm 20,2W 81lm/W 30° Ø 90mm

2.11.4109 / 2.11.40221 Focus V2 Tiltable Brushed Alu. 3000K >90Ra 1637lm 20,2W 81lm/W 30° Ø 90mm

2.11.4110 / 2.11.40231 Focus V2 Tiltable Sandy White 3000K >90Ra 1637lm 20,2W 81lm/W 30° Ø 90mm

2.11.4111 / 2.11.40241 Focus V2 Tiltable Black 3000K >90Ra 1637lm 20,2W 81lm/W 30° Ø 90mm

2.11.4237 / 2.11.40251 Focus V2 Tiltable Chrome 4000K >90Ra 1918lm 19W 101lm/W 30° Ø 90mm

2.11.4112 / 2.11.40261 Focus V2 Tiltable Brushed Alu. 4000K >90Ra 1918lm 19W 101lm/W 30° Ø 90mm

2.11.4113 / 2.11.40271 Focus V2 Tiltable Sandy White 4000K >90Ra 1918lm 19W 101lm/W 30° Ø 90mm

2.11.4114 / 2.11.40281 Focus V2 Tiltable Black 4000K >90Ra 1918lm 19W 101lm/W 30° Ø 90mm

1 Article No. with 1 indicates dimmable driver is included.

Focus V2
Spot Light
Tiltable

111

Ø105

16° 30°
included

2025°

Cutout Size
Tiltable
Ø 90mm

Ø 65mm

Dimmable 
Driver

LED 
Fixture

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System  Power System Efficacy Reflector Cutout size

2.11.3144 / 2.11.31451 Focus V2 Tiltable Chrome 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 75mm

2.11.3147 / 2.11.31481 Focus V2 Tiltable Brushed Alu. 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 75mm

2.11.3150 / 2.11.31511 Focus V2 Tiltable Sandy White 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 75mm

2.11.3153 / 2.11.31541 Focus V2 Tiltable Chrome 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 75mm

2.11.3156 / 2.11.31571 Focus V2 Tiltable Brushed Alu. 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 75mm

2.11.3159 / 2.11.31601 Focus V2 Tiltable Sandy White 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 75mm

1 Article No. with 1 indicates dimmable driver is included.

Cutout Size
Ø 75mm

Ø 65mm

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable Driver

------------- 1-10V Dimmable Driver

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K

System Lumen 542lm 603lm

System Efficacy 71lm/W 79lm/W

LOR >80%

Driver Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Focus V2
Spot Light
Tiltable

20

42

Ø88

4

30°

38°
included

25°

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.3162 / 2.11.31631 Smooth V2 Round Tiltable Aluminium 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 68mm

2.11.3165 / 2.11.31661 Smooth V2 Round Tiltable Sandy White 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 68mm

2.11.3168 / 2.11.31691 Smooth V2 Round Tiltable Aluminium 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 68mm

2.11.3171 / 2.11.31721 Smooth V2 Round Tiltable Sandy White 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 68mm

1 Article No. with 1 indicates dimmable driver is included.

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K

System Lumen 542lm 603lm

System Efficacy 71lm/W 79lm/W

LOR >70%

Driver Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Smooth V2
Spot Light
Round Tiltable

20

44

Ø82

30°

2.5

38°
included

Cutout Size
Tiltable
Ø 68mm

Ø 65mm

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver

25°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.3174 / 2.11.31751 Smooth V2 Round turn-/tiltable Aluminium 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 75mm

2.11.3177 / 2.11.31781 Smooth V2 Round turn-/tiltable Sandy White 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 75mm

2.11.3180 / 2.11.31811 Smooth V2 Round turn-/tiltable Aluminium 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 75mm

2.11.3183 / 2.11.31841 Smooth V2 Round turn-/tiltable Sandy White 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 75mm

1 Article No. with 1 indicates dimmable driver is included.

355°

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K

System Lumen 542lm 603lm

System Efficacy 71lm/W 79lm/W

LOR >70%

Driver 350mA Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Smooth V2
Spot Light
Round Turn-tiltable

20 38°
included

2-light Ceiling Frame 
Cutout Size 80 x 155mm

(not included)

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector

44

Ø93

30°

2.5

Cutout Size
Tiltable
Ø 75mm

Ø 65mm

AVAILABLE BEAM ANGLES

Article No. Description Color

2.01.0720 2-light Ceiling Frame for Smooth V2 8.4W Spot Light Aluminium

2.01.0721 2-light Ceiling Frame for Smooth V2 8.4W Spot Light White

------------- For 2-light Smooth V2 8.4W Tiltable, please order 2 x single lights and 1 x 2-light Ceiling Frame.

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver

25°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.1678 / 2.11.16791 Smooth Round Tiltable Aluminium 2700K >90Ra 791lm 16W 49lm/W 38° Ø 95mm

2.11.1681 / 2.11.16821 Smooth Round Tiltable Sandy White 2700K >90Ra 791lm 16W 49lm/W 38° Ø 95mm

2.11.1684 / 2.11.16851 Smooth Round Tiltable Aluminium 3000K >90Ra 850lm 16W 53lm/W 38° Ø 95mm

2.11.1687 / 2.11.16881 Smooth Round Tiltable Sandy White 3000K >90Ra 850lm 16W 53lm/W 38° Ø 95mm

1 Article No. with 1 indicates dimmable driver is included.

355°

System Power 16W

CRI >90Ra

CCT 2700K 3000K

System Lumen 791lm 850lm

System Efficacy 49lm/W 53lm/W

LOR >82%

Driver 350mA Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Smooth
Spot Light
Round Tiltable

44
38°

included

Cutout Size
Tiltable
Ø 95mm

Ø 65mm

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector

50

Ø110

20°
3

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver

25°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.3186 / 2.11.31871 Smooth V2 Square Tiltable Aluminium 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 68mm

2.11.3189 / 2.11.31901 Smooth V2 Square Tiltable Sandy White 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 68mm

2.11.3192 / 2.11.31931 Smooth V2 Square Tiltable Aluminium 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 68mm

2.11.3195 / 2.11.31961 Smooth V2 Square Tiltable Sandy White 3000K >90Ra 6030lm 7.6W 79lm/W 38° Ø 68mm

1 Article No. with 1 indicates dimmable driver is included.

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K

System Lumen 542m 603lm

System Efficacy 71lm/W 79lm/W

LOR >70%

Driver Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Smooth V2
Spot Light
Square Tiltable

20 38°
included

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector

44

82 x 82

30°

2.5

Cutout Size
Tiltable
Ø 68mm

Ø 65mm

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver

25°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.3198 / 2.11.31991 Smooth V2 Square Turn/Tiltable Aluminium 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 75mm

2.11.3201 / 2.11.32021 Smooth V2 Square Turn/Tiltable Sandy White 2700K >90Ra 542lm 7.6W 71lm/W 38° Ø 75mm

2.11.3204 / 2.11.32051 Smooth V2 Square Turn/Tiltable Aluminium 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 75mm

2.11.3207 / 2.11.32081 Smooth V2 Square Turn/Tiltable Sandy White 3000K >90Ra 603lm 7.6W 79lm/W 38° Ø 75mm

1 Article No. with 1 indicates dimmable driver is included.

355°

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K

System Lumen 542lm 603lm

System Efficacy 71lm/W 79lm/W

LOR >70%

Driver 350mA Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Smooth V2
Spot Light
Square Turn/Tiltable

20 38°
included

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector

44

90 x 90

30°

2.5

Cutout Size
Tiltable
Ø 75mm

Ø 65mm

AVAILABLE BEAM ANGLES

Article No. Description Color

2.01.0720 2-light Ceiling Frame for Smooth 8.4W Spot Light Aluminium

2.01.0721 2-light Ceiling Frame for Smooth 8.4W Spot Light White

------------- For 2-light Smooth 8.4W Tiltable, please order 2 x single lights and 1 x 2-light Ceiling Frame.

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver

2-light Ceiling Frame 
Cutout Size 80 x 155mm

(not included)

25°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System  Power System Efficacy Reflector Cutout size

2.11.6615 Cuckoo Spot Light White 2700K >90Ra 520lm 8.4W 62lm/W 38° Ø 75mm

2.11.6616 Cuckoo Spot Light White 3000K >90Ra 550lm 8.4W 62lm/W 38° Ø 75mm

2.11.6617 Cuckoo Spot Light Brushed Alu 2700K >90Ra 520lm 8.4W 62lm/W 38° Ø 75mm

2.11.6618 Cuckoo Spot Light Brushed Alu 3000K >90Ra 550lm 8.4W 65lm/W 38° Ø 75mm

2.11.6619 Cuckoo Spot Light Black 2700K >90Ra 520lm 8.4W 65lm/W 38° Ø 75mm

2.11.6620 Cuckoo Spot Light Black 3000K >90Ra 550lm 8.4W 65lm/W 38° Ø 75mm

1 Article No. with 1 indicates dimmable driver is included.

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System  Power System Efficacy Reflector Cutout size

2.11.6937 Cuckoo Spot Light dim to warm Brushed Alu 1800-3000K >90Ra 550lm 8.4W 65lm/W 38° Ø 75mm

2.11.69381 Cuckoo Spot Light dim to warm White 1800-3000K >90Ra 550lm 8.4W 65lm/W 38° Ø 75mm

2.11.69391 Cuckoo Spot Light dim to warm Black 1800-3000K >90Ra 550lm 8.4W 65lm/W 38° Ø 75mm

Spot Light Round Tiltable

Cutout Size
Ø 75mm

Cuckoo

System Power 8,4W

CRI >90Ra

CCT 2700K 3000K 1800-3000K

System Lumen 520lm 550lm 550lm

System Efficacy 62lm/W 65lm/W 65lm/W

LOR >80%

Driver Dimmable Driver

Reflector 38°

L+B values (50.000 hr) L80B10 (50.000h)

25°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.1690 / 2.11.16911 Aqua IP65 Aluminium 2700K >90Ra 655lm 8W 81lm/W 38° Ø 60mm

2.11.1693 / 2.11.16941 Aqua IP65 White 2700K >90Ra 655lm 8W 81lm/W 38° Ø 60mm

2.11.1696 / 2.11.16971 Aqua IP65 Aluminium 3000K >90Ra 629lm 8W 78lm/W 38° Ø 60mm

2.11.1699 / 2.11.17001 Aqua IP65 White 3000K >90Ra 629lm 8W 78lm/W 38° Ø 60mm

1 Article No. with 1 indicates dimmable driver is included.

System Power 8W

CRI >90Ra

CCT 2700K 3000K

System Lumen 655lm 629lm

System Efficacy 81lm/W 78lm/W

Driver 350mA Non-Dimmable or Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Aqua IP65
Spot Light
Round Fixed

65

42

Ø79

4

38°
included

Cutout Size
Fixed
Ø 60mm

Ø 65mm

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Lens Cutout size

2.11.0637 Globo Fixed Aluminium 2700K >80Ra 93lm Max. 3W 31lm/W 20° Ø 35mm

2.11.0623 Globo Fixed Aluminium 3200K >80Ra 97lm Max. 3W 31lm/W 20° Ø 35mm

2.11.0638 Globo Tiltable Aluminium 2700K >80Ra 93lm Max. 3W 32lm/W 20° Ø 42mm

2.11.0624 Globo Tiltable Aluminium 3200K >80Ra 97lm Max. 3W 32lm/W 20° Ø 42mm

FemaleMale

CONNECTION CABLE
Article No. Product Name WIRE SIZE LENGHT COLOR ENDS

5.03.0473 Miniplug Connection Cable 0.34mm2 2m Black Male / Female

5.03.0474 Miniplug Connection Cable 0.34mm2 5m Black Male / Female

DISTRIBUTOR

Article No. PRODUCT NAME CABLE LENGTH CONNECTIONS BRIDGE NUMBER ENDS

3.01.0078 Miniplug Distributor 2m 2-fold 1x bridge miniplug

3.01.0079 Miniplug Distributor 2m 2-fold 1x bridge stripped cable

3.01.0080 Miniplug Distributor 4m 2-fold 1x bridge miniplug

3.01.0081 Miniplug Distributor 2m 4-fold 2x bridge miniplug

3.01.0082 Miniplug Distributor 2m 4-fold 2x bridge stripped cable

3.01.0083 Miniplug Distributor 2m 6-fold 3x bridge miniplug

3.01.0084 Miniplug Distributor 2m 6-fold 3x bridge stripped cable

2-fold 4-fold MiniplugBridge6-fold

System Power 3W

CRI >80Ra

CCT 2700K 3200K

System Lumen 93lm 97lm

System Efficacy 31lm/W 32lm/W

LOR 85%

Driver 350mA/700mA Driver (not included)

L+B values (50.000 hr) L80B10 (50.000h)

Globo
Spot Light 
Round Fixed & Tiltable

20

2m cable with Miniplug 
(included)

20°
lens

included

LED 
Fixture

Miniplug
Connector

25

Ø 42

Cutout Size
Fixed
Ø 35mm

Ø 65mm

21

Ø 50

Cutout Size
Tiltable
Ø 42mm

Ø 65mm

AVAILABLE DRIVERS

Article No. Product Name MAX. LOAD GLOBO DIMMABLE

3.10.0434 LED Driver CC PLKE1090 350mA 1 - 7 Spots (1,2W) Primary Dimmable

3.10.0879 LED Driver CC+CV PLKE3060 700mA 1 - 5 Spots (15W) Primary Dimmable

3.10.0062 LED Driver PD309 700mA 3 - 9 Spots (3W) -

 Tiltable

25°
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2-fold 4-fold MiniplugBridge6-fold

DISTRIBUTOR

Article No. PRODUCT NAME CABLE LENGTH CONNECTIONS BRIDGE NUMBER ENDS

3.01.0078 Miniplug Distributor 2m 2-fold 1x bridge miniplug

3.01.0079 Miniplug Distributor 2m 2-fold 1x bridge stripped cable

3.01.0080 Miniplug Distributor 4m 2-fold 1x bridge miniplug

3.01.0081 Miniplug Distributor 2m 4-fold 2x bridge miniplug

3.01.0082 Miniplug Distributor 2m 4-fold 2x bridge stripped cable

3.01.0083 Miniplug Distributor 2m 6-fold 3x bridge miniplug

3.01.0084 Miniplug Distributor 2m 6-fold 3x bridge stripped cable

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Lens Cutout size

2.11.1127 Accent Two Brushed Aluminium 3000K >80Ra 168lm Max. 3W 56lm/W 90° Ø 55mm

2.11.1591 Accent Two White 3000K >80Ra 168lm Max. 3W 56lm/W 90° Ø 55mm

System Power 3W

CRI >80Ra

CCT 3000K

System Lumen 168lm

System Efficacy 56lm/W

Driver 350mA Driver (not included)

L+B values (30.000 hr) L80B10 (30.000h)

Accent 
Cabinet Spot 
Round Fixed

included

20

14

Ø 72

Cutout Size
Fixed
Ø 55mm

Ø 65mm

90°

2m cable with Miniplug 
(included)

LED 
Fixture

Miniplug
Connector

ALSO AVAILABLE

Article No. Description Color Size

2.01.0802 Frame for Accent Two Brushed Aluminium Ø73 H:17

2.01.0803 Frame for Accent Two White Ø73 H:17

2.01.0802 
(not included)

2.01.0803
(not included)

FemaleMale

CONNECTION CABLE
Article No. Product Name WIRE SIZE LENGHT COLOR ENDS

5.03.0473 Miniplug Connection Cable 0.34mm2 2m Black Male / Female

5.03.0474 Miniplug Connection Cable 0.34mm2 5m Black Male / Female

5.03.0475 Miniplug Connection Cable 0.34mm2 6m Black Male / Female

AVAILABLE DRIVERS

Article No. Product Name MAX. LOAD DIMMABLE

3.10.0003 LED Driver DPL110E 350mA 1 - 9 Spots (3W, 12V @ 350mA) -

3.10.0434 LED Driver CC PLKE1090 350mA 1 - 7 Spots (1,2W) Primary Dimmable
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.2974 / 2.11.29751 Tondo White 2700K >95Ra 804lm 12W 69lm/W 38° Ø 80mm

2.11.2980 / 2.11.29811 Tondo Black 2700K >95Ra 804lm 12W 69lm/W 38° Ø 80mm

2.11.2976 / 2.11.29771 Tondo White 3000K >95Ra 879lm 12W 76lm/W 38° Ø 80mm

2.11.2982 / 2.11.29831 Tondo Black 3000K >95Ra 879lm 12W 76lm/W 38° Ø 80mm

2.11.2978 / 2.11.29791 Tondo White 4000K >95Ra 879lm 11,4W 77lm/W 38° Ø 80mm

2.11.2984 / 2.11.29851 Tondo Black 4000K >95Ra 879lm 11,4W 77lm/W 38° Ø 80mm

1 Article No. with 1 indicates dimmable driver is included.

System Power 11,6W 11,5W 11,4W

CRI >95Ra

CCT 2700K 3000K 4000K

System Lumen 804lm 879lm 878lm

System Efficacy 69lm/W 76lm/W 77/W

LOR Up to 80%

L+B values (50.000 hr) L80B10 (50.000h)

Driver 500mA Non-Dimmable or Dimmable Driver (included)

Tondo
Spot Light 
Round Tiltable

48

Ø95

3

38°
included

Cutout Size
Round
Ø 80mm

Ø 65mm

2040°

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable driver

------------- 1-10V Dimmable driver
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Cutout Size
Ø 128mm

Ø 65mm

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0236 Reflector 15° for Pivo Mini

5.14.0237 Reflector 24° for Pivo Mini

Pivo Mini
Round Turn/Tiltable

20 15° 24° 36°
included

45° 350°

70Ø136

85

45°

Non-Dimmable 
Driver

LED 
Fixture

System Power 20W

CRI >90Ra

CCT 2700K 3000K 3000K PW

System Lumen 2063lm 2147lm 2205lm

System Efficacy 103lm/W 107lm/W 110lm/W

LOR Up to 80%

Driver 1-10V, trailing and leading edge, 500mA Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.3645 Pivo Mini White 2700K >90Ra 2041lm 20W 103lm/W 36° Ø 128mm

2.11.3807 Pivo Mini Black 2700K >90Ra 2041lm 20W 103lm/W 36° Ø 128mm

2.11.3371 Pivo Mini White 3000K >90Ra 2147lm 20W 107lm/W 36° Ø 128mm

2.11.3372 Pivo Mini Black 3000K >90Ra 2147lm 20W 107lm/W 36° Ø 128mm

2.11.2915 Pivo Mini White 3000K PW >90Ra 2205lm 20W 110lm/W 36° Ø 128mm

2.11.3023 Pivo Mini Black 3000K PW >90Ra 2205lm 20W 110lm/W 36° Ø 128mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.
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Cutout Size
Ø 154mm

Ø 65mm

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0115 Reflector 18° for Pivo Medium

5.14.0116 Reflector 24° for Pivo Medium

5.14.0133 Reflector 60° for Pivo Medium

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.2596 Pivo Medium Grey 3000K >90Ra 2056lm 19.5W 105lm/W 36° Ø 154mm

2.11.3542 Pivo Medium White 3000K >90Ra 2056lm 19.5W 105lm/W 36° Ø 154mm

2.11.4843 Pivo Medium Black 3000K >90Ra 2056lm 19.5W 105lm/W 36° Ø 154mm

2.11.1494 Pivo Medium Grey 3000K >90Ra 2959lm 27W 110lm/W 36° Ø 154mm

2.11.1495 Pivo Medium White 3000K >90Ra 2959lm 27W 110lm/W 36° Ø 154mm

2.11.1496 Pivo Medium Black 3000K >90Ra 2959lm 27W 110lm/W 36° Ø 154mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

System Power 19.5W 27W

CRI >90Ra

CCT 3000K

System Lumen 2056lm 2959lm

System Efficacy 105lm/W 110lm/W

LOR Up to 90%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Pivo Medium
Round Turn/Tiltable

20 18° 24° 60°36°
included

50° 355°

92Ø168

112

50°

105lm/W

Non-Dimmable 
Driver

LED 
Fixture
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AVAILABLE BEAM ANGLES

Article No. Description

5.14.0143 Reflector 15° for Pivo Maxi

5.14.0135 Reflector 24° for Pivo Maxi

5.14.0137 Reflector 60° for Pivo Maxi

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

Cutout Size
Ø 190mm

Ø 65mm

20

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.2062 Pivo Maxi Grey 3000K >90Ra 2858lm 26.5W 108lm/W 36° Ø 190mm

2.11.2078 Pivo Maxi White 3000K >90Ra 2858lm 26.5W 108lm/W 36° Ø 190mm

2.11.9003 Pivo Maxi Black 3000K >90Ra 2858lm 26.5W 108lm/W 36° Ø 190mm

2.11.2091 Pivo Maxi Grey 3000K >90Ra 4643lm 44.5W 104lm/W 36° Ø 190mm

2.11.2213 Pivo Maxi White 3000K >90Ra 4643lm 44.5W 104lm/W 36° Ø 190mm

2.11.4183 Pivo Maxi Black 3000K >90Ra 4643lm 44.5W 104lm/W 36° Ø 190mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

System Power 26.5W 44.5W

CRI >90Ra

CCT 3000K

System Lumen 2858lm 4643lm

System Efficacy 108lm/W 104lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Pivo Maxi
Round Turn/Tiltable

15° 24° 60°36°
included

350°50°

Non-Dimmable 
Driver

LED 
Fixture

105Ø205

145

50°
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Cutout Size
Ø 146mm

Ø 65mm

20

Non-Dimmable 
Driver

LED 
Fixture

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.5089 Lynx Medium II White 3000K >90Ra 2286lm 19.5W 117m/W 36° Ø 146mm

2.11.5569 Lynx Medium II White 4000K PW >90Ra 2327lm 19.5W 119lm/W 36° Ø 146mm

2.11.5101 Lynx Medium II Black 3000K >90Ra 3127m 28W 112lm/W 36° Ø 146mm

2.11.5581 Lynx Medium II Black 4000K PW >90Ra 3182m 28W 114lm/W 36° Ø 146mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

System Power 19.5W 28W

CRI >90Ra

CCT 3000K 4000K PW 3000K 4000K PW

System Lumen 2286lm 2327lm 3127lm 3182lm

System Efficacy 117m/W 119lm/W 112lm/W 114lm/W

LOR Up to 80%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Lynx Medium II
Round Turn/Tiltable

355°85°

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0291 Reflector 15° for Lynx Medium II

5.14.0292 Reflector 24° for Lynx Medium II

5.14.0294 Reflector 55° for Lynx Medium II

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

55°15° 24° 36°
included

100

126

Ø160

85°
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Cutout Size
Ø 175mm

Ø 65mm

20

Non-Dimmable 
Driver

LED 
Fixture

85°

128

150

Ø188

Lynx Maxi II
Round Turn/Tiltable

60°355°85°

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0295 Reflector 15° for Lynx Maxi II

5.14.0296 Reflector 24° for Lynx Maxi II

5.14.0298 Reflector 60° for Lynx Maxi II

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

15° 24° 36°

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.5905 Lynx Maxi White 3000K >90Ra 4200lm 35W 120lm/W 36° Ø 175mm

2.11.6389 Lynx Maxi Black 4000K PW >90Ra 4221lm 35W 121lm/W 36° Ø 175mm

2.11.6405 Lynx Maxi White 3000K >90Ra 5793lm 47W 123lm/W 36° Ø 175mm

2.11.5921 Lynx Maxi Black 4000K PW >90Ra 5443lm 47W 116lm/W 36° Ø 175mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

included

System Power 35W 47W

CRI >90Ra

CCT 3000K 4000K PW 3000K 4000K PW

System Lumen 4200lm 4221lm 5793lm 5443lm

System Efficacy 120lm/W 121lm/W 123lm/W 116lm/W

LOR Up to 80%

Driver Non-dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

120lm/W
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In the realm of office and working environments, lighting is not merely a utility; it’s a catalyst for productivity, well-being, 
and efficiency. Let’s delve into how smart lighting solutions can transform your workspace:

Task Illumination: Offices are hubs of productivity, where the right lighting can make all the difference. Task-oriented 
lighting ensures that employees have ample light to work efficiently. It’s about putting the focus on the tasks at hand, 
whether it’s reading documents, typing reports, or conducting meetings. Well-placed lighting optimizes workspaces, mini-
mizes eye strain, and boosts concentration.

Ambient Comfort: A comfortable workspace is essential for employee satisfaction and retention. Lighting plays a signifi-
cant role in creating a welcoming ambiance. Properly tuned lighting can set the mood, making employees feel at ease and 
motivated. A well-lit, comfortable environment promotes creativity and collaboration.

Brand Representation: Your office space is an extension of your brand identity. Lighting can be customized to align with 
your brand’s colors and aesthetics. This not only strengthens brand consistency but also fosters a sense of belonging 
among employees. A well-lit office reflects your company’s values and culture.

Task Prioritization: In a bustling office, not all tasks are equal. Lighting can help establish priorities. Bright lighting in 
meeting rooms and common areas encourages interaction and brainstorming, while softer, focused lighting in individual 
workspaces aids concentration. The right lighting sends subtle signals about the nature of each space.

Circadian Rhythm Support: Modern office lighting can go beyond the 9-to-5 routine. Dynamic lighting systems can mimic 
natural daylight patterns, supporting employees’ circadian rhythms. This promotes alertness during the day and better 
sleep patterns at night, enhancing overall well-being and productivity.

Energy Efficiency: Sustainability is a top priority for many businesses. LED lighting solutions are not only energy-efficient 
but also long-lasting. They reduce energy consumption and maintenance costs, contributing to a greener and more cost-
effective workplace.

Health and Safety: Employees’ well-being is paramount. Proper lighting design ensures safe movement within the work-
space. Well-lit corridors, stairwells, and emergency exit routes are essential for safety compliance and employee peace of 
mind.

In the modern office landscape, lighting is a powerful tool that can shape the work environment, boost employee morale, 
and increase productivity. 

Elevate workspaces at the office with intelligent lighting
MASTERING THE NEEDS OF OFFICE LIGHTING
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20360°

CEILING FRAME

Article No. Product Name Color Cutout Size

2.11.1049 Installation Frame for Asta Cardan 1-fold Grey 205 x 195mm

2.11.1050 Installation Frame for Asta Cardan 1-fold White 205 x 195mm

2.11.1051 Installation Frame for Asta Cardan 1-fold Black 205 x 195mm

2.11.1052 Installation Frame for Asta Cardan 2-fold Grey 205 x 370mm

2.11.1053 Installation Frame for Asta Cardan 2-fold White 205 x 370mm

2.11.1054 Installation Frame for Asta Cardan 2-fold Black 205 x 370mm

2.11.1055 Installation Frame for Asta Cardan 3-fold Grey 205 x 540mm

2.11.1056 Installation Frame for Asta Cardan 3-fold White 205 x 540mm

2.11.1057 Installation Frame for Asta Cardan 3-fold Black 205 x 540mm

COMBINE CEILING FRAME + DOWNLIGHT MODULE

Ceiling Frame

Downlight Module

215 x 215

157

215 x 390

157

215 x 559

157

DOWNLIGHT MODULE

Article No. Product Name Color CCT CRI System Lumen System Efficacy System Power Reflector

2.11.2390 Asta Cardan, excl. Frame Grey 3000K >90Ra 3459lm 128lm/W 27.1W 38°

2.11.1497 Asta Cardan, excl. Frame White 3000K >90Ra 3459lm 128lm/W 27.1W 38°

2.11.2557 Asta Cardan, excl. Frame Black 3000K >90Ra 3459lm 128lm/W 27.1W 38°

2.11.2096 Asta Cardan, excl. Frame Grey 3000K >90Ra 5244lm 114lm/W 46W 38°

2.11.2097 Asta Cardan, excl. Frame White 3000K >90Ra 5244lm 114lm/W 46W 38°

2.11.2098 Asta Cardan, excl. Frame Black 3000K >90Ra 5244lm 114lm/W 46W 38°

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0153 Reflector 18° for Asta Module

5.14.0154 Reflector 28° for Asta Module

5.14.0156 Reflector 60° for Asta Module

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

Asta LED
Cardan

System Power 26.5W 46W

CRI >90Ra

CCT 3000K 3000K

System Lumen 3142lm 5244lm

System Efficacy 119lm/W 114lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included in downlight module)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

18° 28° 60°38°
included

30°

Cutout Size
1-light
205x195mm

65x65mm

Cutout Size
2-light
205x370mm

65x65mm

Cutout Size
3-light
205x540mm

65x65mm

Non-Dimmable 
Driver

LED 
Fixture
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.1485 Flo Round Fixed Grey 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 97mm

2.11.1486 Flo Round Fixed White 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 97mm

2.11.1487 Flo Round Fixed Black 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 97mm

2.11.2563 Flo Round Fixed Grey 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 97mm

2.11.2329 Flo Round Fixed White 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 97mm

2.11.2564 Flo Round Fixed Black 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 97mm

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.1488 Flo Round Tiltable Grey 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.1489 Flo Round Tiltable White 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.1490 Flo Round Tiltable Black 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.1491 Flo Round Tiltable Grey 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.1492 Flo Round Tiltable White 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.1493 Flo Round Tiltable Black 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0149 Reflector 15° for Downlight Flo

5.14.0150 Reflector 24° for Downlight Flo

5.14.0152 Reflector 60° for Downlight Flo

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

System Power 19.5W 26W

CRI >90Ra

CCT 3000K 3000K

System Lumen 2340lm 3211lm

System Efficacy 120lm/W 124lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Flo
Round Fixed & Tiltable

15° 24° 60°36°
included

2030° 355° 98

Ø108

98

Ø126

Cutout Size
Fixed
Ø 97mm

Ø 65mm

Cutout Size
Tiltable
Ø 117mm

Ø 65mm

Non-Dimmable 
Driver

LED 
Fixture

Tiltable
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AVAILABLE BEAM ANGLES

Article No. Description

5.14.0149 Reflector 15° for Downlight Flo

5.14.0150 Reflector 24° for Downlight Flo

5.14.0152 Reflector 60° for Downlight Flo

2.01.0973 Honeycomb Louvre for Flo 

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.4042 Flo Square Tiltable 1-light Grey 2700K >90Ra 2237lm 19.5W 115lm/W 36° Ø 117mm

2.11.2606 Flo Square Tiltable 1-light White 2700K >90Ra 2237lm 19.5W 115lm/W 36° Ø 117mm

2.11.2419 Flo Square Tiltable 1-light Black 2700K >90Ra 2237lm 19.5W 115lm/W 36° Ø 117mm

2.11.4173 Flo Square Tiltable 1-light Grey 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.2242 Flo Square Tiltable 1-light White 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.4174 Flo Square Tiltable 1-light Black 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.1569 Flo Square Tiltable 1-light Grey 2700K >90Ra 3056lm 26W 118lm/W 36° Ø 117mm

2.11.1570 Flo Square Tiltable 1-light White 2700K >90Ra 3056lm 26W 118lm/W 36° Ø 117mm

2.11.1571 Flo Square Tiltable 1-light Black 2700K >90Ra 3056lm 26W 118lm/W 36° Ø 117mm

2.11.2565 Flo Square Tiltable 1-light Grey 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.2566 Flo Square Tiltable 1-light White 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.2567 Flo Square Tiltable 1-light Black 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.1572 Flo Square Tiltable 2-light Grey 2700K >90Ra 2 x 3056lm 2 x 26W 2x 118lm/W 36° 232 x 112mm

2.11.1573 Flo Square Tiltable 2-light White 2700K >90Ra 2 x 3056lm 2 x 26W 2x 118lm/W 36° 232 x 112mm

2.11.1574 Flo Square Tiltable 2-light Black 2700K >90Ra 2 x 3056lm 2 x 26W 2x 118lm/W 36° 232 x 112mm

2.11.2568 Flo Square Tiltable 2-light Grey 3000K >90Ra 2 x 3211lm 2 x 26W 2x 124lm/W 36° 232 x 112mm

2.11.2569 Flo Square Tiltable 2-light White 3000K >90Ra 2 x 3211lm 2 x 26W 2x 124lm/W 36° 232 x 112mm

2.11.2570 Flo Square Tiltable 2-light Black 3000K >90Ra 2 x 3211lm 2 x 26W 2x 124lm/W 36° 232 x 112mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

Flo
Square Tiltable 1 & 2-light

20

98

130

98

245 x 130

15° 24° 60°36°
included

30° 355°

Cutout Size
2-light
232x112mm

65x65mm

Cutout Size
1-light
Ø 117mm

Ø 65mm

Non-Dimmable 
Driver

LED 
Fixture

System Power 19.5W 26W

CRI >90Ra

CCT 2700K 3000K 2700K 3000K

System Lumen 2237lm 2340lm 3056lm 3211lm

System Efficacy 115lm/W 120lm/W 118lm/W 124lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

1-light
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20

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0153 Reflector 18° for Flox

5.14.0154 Reflector 28° for Flox

5.14.0156 Reflector 60° for Flox

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.2571 Flox Fixed Grey 3000K >90Ra 3301lm 26.8W 1239lm/W 38° Ø 140mm

2.11.2572 Flox Fixed White 3000K >90Ra 3301lm 26.8W 1239lm/W 38° Ø 140mm

2.11.2573 Flox Fixed Black 3000K >90Ra 3301lm 26.8W 1239lm/W 38° Ø 140mm

2.11.2507 Flox Fixed Grey 3000K PW >90Ra 5244lm 46W 114lm/W 38° Ø 140mm

2.11.2511 Flox Fixed White 3000K  PW >90Ra 5244lm 46W 114lm/W 38° Ø 140mm

2.11.2515 Flox Fixed Black 3000K  PW >90Ra 5244lm 46W 114lm/W 38° Ø 140mm

This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

Flox
Fixed

18° 28° 60°38°
included

Ø150

153

Cutout Size
Ø 140mm

Ø 65mm

System Power 26.5W 46W

CRI >90Ra

CCT 3000K 3000K PW

System Lumen 3142lm 5244lm

System Efficacy 119lm/W 114lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included in downlight module)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Non-Dimmable 
Driver

LED 
Fixture



90 91

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.1498 Flox Tiltable Grey 3000K >90Ra 3301lm 26.8W 1239lm/W 38° Ø 162mm

2.11.1499 Flox Tiltable White 3000K >90Ra 3301lm 26.8W 1239lm/W 38° Ø 162mm

2.11.1500 Flox Tiltable Black 3000K >90Ra 3301lm 26.8W 1239lm/W 38° Ø 162mm

2.11.2341 Flox Tiltable Grey 3000K >90Ra 5101lm 46W 114lm/W 38° Ø 162mm

2.11.2342 Flox Tiltable White 3000K >90Ra 5101lm 46W 114lm/W 38° Ø 162mm

2.11.2343 Flox Tiltable Black 3000K >90Ra 5101lm 46W 114lm/W 38° Ø 162mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0153 Reflector 18° for Flox

5.14.0154 Reflector 28° for Flox

5.14.0156 Reflector 60° for Flox

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

Flox
Tiltable

20

151

Ø172

18° 28° 60°38°

included

Cutout Size
Ø 162mm

Ø 65mm

System Power 26.5W 46W

CRI >90Ra

CCT 3000K 3000K

System Lumen 3142lm 5101lm

System Efficacy 119lm/W 114lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included in downlight module)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Non-Dimmable 
Driver

LED 
Fixture

355°30°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.8996 Exo Round Cardan Grey 2700K >90Ra 2237lm 19.5W 115lm/W 36° Ø 117mm

2.11.90042.11.9004 Exo Round Cardan White 2700K >90Ra 2237lm 19.5W 115lm/W 36° Ø 117mm

2.11.3489 Exo Round Cardan Black 2700K >90Ra 2237lm 19.5W 115lm/W 36° Ø 117mm

2.11.4176 Exo Round Cardan Grey 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.2110 Exo Round Cardan White 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.2113 Exo Round Cardan Black 3000K >90Ra 2340lm 19.5W 120lm/W 36° Ø 117mm

2.11.3591 Exo Round Cardan Grey 2700K >90Ra 3056lm 26W 118lm/W 36° Ø 117mm

2.11.3912 Exo Round Cardan White 2700K >90Ra 3056lm 26W 118lm/W 36° Ø 117mm

2.11.8895 Exo Round Cardan Black 2700K >90Ra 3056lm 26W 118lm/W 36° Ø 117mm

2.11.2558 Exo Round Cardan Grey 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.2151 Exo Round Cardan White 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.2115 Exo Round Cardan Black 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0149 Reflector 15° for Exo

5.14.0150 Reflector 24° for Exo

5.14.0152 Reflector 60° for Exo

2.01.0973 Honeycomb Louvre for Exo

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

Exo
Round Cardan Cutout Size

Ø 117mm
Ø 65mm

98

Ø126

15° 24° 60°36°
included

20360°

System Power 19.5W 26W

CRI >90Ra

CCT 2700K 3000K 2700K 3000K

System Lumen 2237lm 2340lm 3056lm 3211lm

System Efficacy 115lm/W 120lm/W 118lm/W 124lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Non-Dimmable 
Driver

LED 
Fixture

30°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.4178 Exo Square Tiltable 1-light Grey 3000K >90Ra 2340lm 19.5W 120m/W 36° Ø 117mm

2.11.2122 Exo Square Tiltable 1-light White 3000K >90Ra 2340lm 19.5W 120m/W 36° Ø 117mm

2.11.4179 Exo Square Tiltable 1-light Black 3000K >90Ra 2340lm 19.5W 120m/W 36° Ø 117mm

2.11.2559 Exo Square Tiltable 1-light Grey 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.1606 Exo Square Tiltable 1-light White 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

2.11.2560 Exo Square Tiltable 1-light Black 3000K >90Ra 3211lm 26W 124lm/W 36° Ø 117mm

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.4180 Exo Square Tiltable 2-light Grey 3000K >90Ra 2 x 2340lm 2 x 19.5W 2x 120m/W 36° 227 x 117mm

2.11.2118 Exo Square Tiltable 2-light White 3000K >90Ra 2 x 2340lm 2 x 19.5W 2x 120m/W 36° 227 x 117mm

2.11.4181 Exo Square Tiltable 2-light Black 3000K >90Ra 2 x 2340lm 2 x 19.5W 2x 120m/W 36° 227 x 117mm

2.11.2561 Exo Square Tiltable 2-light Grey 3000K >90Ra 2 x 3211lm 2 x 26W 2x 124lm/W 36° 227 x 117mm

2.11.2064 Exo Square Tiltable 2-light White 3000K >90Ra 2 x 3211lm 2 x 26W 2x 124lm/W 36° 227 x 117mm

2.11.2562 Exo Square Tiltable 2-light Black 3000K >90Ra 2 x 3211lm 2 x 26W 2x 124lm/W 36° 227 x 117mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0149 Reflector 15° for Exo

5.14.0150 Reflector 24° for Exo

5.14.0152 Reflector 60° for Exo

2.01.0973 Honeycomb Louvre for Exo 

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

Exo
Square Cardan 1 & 2-light

15° 24° 60°36°
included

2030° 355°

System Power 19.5W 26W

CRI >90Ra

CCT 2700K 3000K 2700K 3000K

System Lumen 2237lm 2340lm 3053lm 3211lm

System Efficacy 115lm/W 120m/W 118lm/W 124lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

98

130

98

245 x 130

Cutout Size
2-light
227x117mm

65x65mm

Cutout Size
1-light
Ø 117mm

Ø 65mm

Non-Dimmable 
Driver

LED 
Fixture

 1-light
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.8997 Movimento V2 White 3000K >90Ra 3964lm 27W 147lm/W 24° Ø 175mm

2.11.8998 Movimento V2 Black 3000K >90Ra 3964lm 27W 147lm/W 24° Ø 175mm

2.11.8334 Movimento V2 White 3000K >90Ra 5482lm 40W 137lm/W 24° Ø 175mm

2.11.9001 Movimento V2 Black 3000K >90Ra 5482lm 40W 137lm/W 24° Ø 175mm

2.11.8999 Movimento V2 White 3000K >90Ra 3972lm 27W 147lm/W 42° Ø 175mm

2.11.9000 Movimento V2 Black 3000K >90Ra 3972lm 27W 147lm/W 42° Ø 175mm

2.11.8466 Movimento V2 White 3000K >90Ra 4715lm 40W 117lm/W 42° Ø 175mm

2.11.9002 Movimento V2 Black 3000K >90Ra 4715lm 40W 117lm/W 42° Ø 175mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0129 Reflector 16° for Movimento

5.14.0130 Reflector 24° for Movimento

5.14.0223 Reflector 60° for Movimento

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

System Power 27W 40W

CRI >90Ra

CCT 3000K

System Lumen 3964lm 5482lm

System Efficacy 147lm/W 137lm/W

LOR Up to 85%

Driver Non-Dimmable Driver

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Movimento V2
Cardan

30° 360° 20 16° 24° 42°
included

175

Ø190

Cutout Size
Ø 175mm

Ø 65mm

Non-Dimmable 
Driver

LED 
Fixture

60°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.2255 Wally Medium Grey 2700K >90Ra 3312lm 27.5W 120lm/W 78° x 100° 218 x 125mm

2.11.2999 Wally Medium White 2700K >90Ra 3312lm 27.5W 120lm/W 78° x 100° 218 x 125mm

2.11.2217 Wally Medium Grey 3000K >90Ra 3417lm 27.5W 133lm/W 78° x 100° 218 x 125mm

2.11.2219 Wally Medium White 3000K >90Ra 3417lm 27.5W 133lm/W 78° x 100° 218 x 125mm

2.11.9161 Wally Medium Grey 3000K PW >90Ra 3452lm 27.5W 126lm/W 78° x 100° 218 x 125mm

2.11.8205 Wally Medium White 3000K PW >90Ra 3452lm 27.5W 126lm/W 78° x 100° 218 x 125mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

System Power 27.5W

CRI >90Ra

CCT 2700K 3000K 3000K PW

System Lumen 3312lm 3417lm 3452lm

System Efficacy 120lm/W 133lm/W 126lm/W

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Wally Medium
Wallwasher
Tiltable

20 78° x 100°
included

238

100

60°

52

77

100

145

Cutout Size
218x125mm

65x65mm

Non-Dimmable 
Driver

LED 
Fixture

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable Driver

------------- 1-10V Dimmable Driver

65°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector Cutout size

2.11.2953 Wally Maxi Grey 2700K >90Ra 5482lm 44.5W 123lm/W 70° x 75° 225 x 135mm

2.11.3601 Wally Maxi White 2700K >90Ra 5482lm 44.5W 123lm/W 70° x 75° 225 x 135mm

2.11.4185 Wally Maxi Black 2700K >90Ra 5482lm 44.5W 123lm/W 70° x 75° 225 x 135mm

2.11.4186 Wally Maxi Grey 3000K >90Ra 5748lm 44.5W 129lm/W 70° x 75° 225 x 135mm

2.11.3414 Wally Maxi White 3000K >90Ra 5748lm 44.5W 129lm/W 70° x 75° 225 x 135mm

2.11.9109 Wally Maxi Black 3000K >90Ra 5748lm 44.5W 129lm/W 70° x 75° 225 x 135mm

2.11.9096 Wally Maxi Grey 3000K PW >90Ra 5807lm 44.5W 131lm/W 70° x 75° 225 x 135mm

2.11.6546 Wally Maxi White 3000K PW >90Ra 5807lm 44.5W 131lm/W 70° x 75° 225 x 135mm

2.11.6601 Wally Maxi Black 3000K PW >90Ra 5807lm 44.5W 131lm/W 70° x 75° 225 x 135mm

2.11.9097 Wally Maxi Grey 4000K PW >90Ra 6162lm 44.5W 138lm/W 70° x 75° 225 x 135mm

2.11.3471 Wally Maxi White 4000K PW >90Ra 6162lm 44.5W 138lm/W 70° x 75° 225 x 135mm

2.11.9098 Wally Maxi Black 4000K PW >90Ra 6162lm 44.5W 138lm/W 70° x 75° 225 x 135mm

Also available: CRI >80Ra
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.

System Power 44.5W

CRI >90Ra

CCT 2700K 3000K

System Lumen 5567lm 5803lm

System Efficacy 125lm/W 130lm/W

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Wally Maxi
Wallwasher
Tiltable

20 70° x 75°
included

Non-Dimmable 
Driver

LED 
Fixture

145

160

107

50°

107

82

238

114

AVAILABLE DRIVERS

Article No. Description

------------- DALI Dimmable Driver

------------- 1-10V Dimmable Driver

65° Cutout Size
225x135mm

65x65mm
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RECESSED RETROFIT
FIXTURES

Ø 75mmØ 65mm

Cutout
Size

20
0.5 m

30°

* Photometric information is determined by different lamp bulbs chosen.

Compatible with most 50mm LED Bulbs

Solver
*Halogen Spot Light 
Tiltable Round
*Compatible with most 50mm LED Bulbs

Accessories

Inclusive Exclusive (On Request)

NO. Description Quantity Article No. Description

1. GX5.3 lamp holder 1 2.01.0455 Bracket with GX5.3 lamp holder

2.01.0305 230V GU10/GZ10 lamp holder

95

19

5

30

50

Ø 75mmØ 65mm

Cutout
Size

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0484 Solver 50mm tiltable Brushed aluminium MR16 (50mm) GU10 Max. 50W Ø 75mm

2.11.0485 Solver 50mm tiltable White MR16 (50mm) GU10 Max. 50W Ø 75mm

Power Max. 50W

Lamp Holder GX5.3 (included)

Lamp Type MR16 (50mm) (not included)

Input Voltage 12V
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Asta II retrofit
Recessed and Recessed Trimless

PRODUCT LIST

Article No. Product Name Colour
Suitable for lamp 
power (w)

Housing  
material

Cut out size

2.11.8249 Kardan Recessed Asta II - single Grey 50W Aluminum 95x95mm

2.11.8250 Kardan Recessed Asta II  - single White 50W Aluminum 95x95mm

2.11.8251 Kardan Recessed Asta II  - single Black 50W Aluminum 95x95mm

2.11.8252 Kardan Recessed Asta II - double Grey 50W Aluminum 190x95mm

2.11.8253 Kardan Recessed Asta II - double White 50W Aluminum 190x95mm

2.11.8254 Kardan Recessed Asta II  - double Black 50W Aluminum 190x95mm

20 30°

115

115

115

216
124,5

124,5 124,5

196,5Cutout Size
95X95

65x65mm

Cutout Size
Square
190x95mm65x65mm

115

115

115

216
124,5

124,5 124,5

196,5

Power Max. 50W

Lamp Holder GU10

Lamp Type MR16 (50mm) (not included)

Input Voltage 230V

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.8257 Asta II Trimless 1-light Black MR16 (50mm) GU10 Max. 50W 95 x 95mm

2.11.8260 Asta II Trimless 2-light Black MR16 (50mm) GU10 Max. 2 x 50W 165 x 95mm

2.11.8408 Asta II Trimless 1-light White MR16 (50mm) GU10 Max. 50W 95 x 95mm

2.11.8410 Asta II Trimless 2-light White MR16 (50mm) GU10 Max. 2 x 50W 165 x 95mm

Power Max. 50W

Lamp Holder GU10

Lamp Type MR16 (50mm) (not included)

Input Voltage 230V

Asta II Trimless retrofit
Cardan
GU10

30° 30° 20

ALSO AVAILABLE

Article No. Description

------------- QR111 version available on request

Cutout Size
SINGLE
95x95mm65x65mm

Cutout Size
DOUBLE
165X9565x65mm

115

115

115

216
124,5

124,5 124,5

196,5

115

115

115

216
124,5

124,5 124,5

196,5
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Focus

Power Max. 35W

Input Voltage 12V

Lamp Holder G4 (included)

Lamp Type MR11 (not included)

*Photometric information in determined by different light bulbs chosen.

Compatible with most 35mm LED bulbs

2030°

Ø35

Ø58

19

Ø35

Ø64

20

4

Cutout Size
Tiltable
Ø 57mmØ 65mm

Cutout Size
Fixed
Ø 48mmØ 65mm

Halogen Spot Light
Round 35mm
Fixed & Tiltable

3.5

Focus
Halogen Spot Light
Round-Oblique 50mm
Fixed & Tiltable

Power Max. 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

*Photometric information in determined by different light bulbs chosen.

2030°

Ø50

Ø78

19
Ø50

Ø82

17

55

Cutout Size
Fixed
Ø 60mmØ 65mm

Cutout Size
Tiltable
Ø 75mmØ 65mm

ACCESORIES

Inclusive Exclusive (On Request)

Article No.

GX5.3 lamp holder 2.01.0455 Bracket with GX5.3 lamp holder

2.01.0305 230V GU10/GZ10 lamp holder

5.02.0856 Spring clip for Downlight Focus 50mm

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0545 Halogen Spot Focus 35mm Brushed Aluminium MR11 (35mm) 12V Max. 35W Ø48mm 

2.11.0546 Halogen Spot Focus 35mm White MR11 (35mm) 12V Max. 35W Ø48mm

2.11.0549 Halogen Spot Focus 35mm tiltable Brushed Aluminium MR11 (35mm) 12V Max. 35W Ø 57mm

2.11.0550 Halogen Spot Focus 35mm tiltable White MR11 (35mm) 12V Max. 35W Ø57mm

 ACCESORIES

Exclusive (On Request)

Article No.

2.01.0455 Bracket with GX5.3 lamp holder

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0447 Halogen Spot Focus 50mm Brushed Aluminium MR16 (50mm) 12V Max. 50W Ø48mm

2.11.0451 Halogen Spot Focus 50mm White MR16 (50mm) 12V Max. 50W Ø 57mm

2.11.0452 Halogen Spot Focus 50mm Black MR16 (50mm) 12V Max. 50W Ø57mm

2.11.0456 Halogen Spot Focus 50mm tiltable Chrome MR16 (50mm) 12V Max. 50W Ø48mm

2.11.0457 Halogen Spot Focus 50mm tiltable Brushed Aluminium MR16 (50mm) 12V Max. 50W Ø48mm

2.11.0461 Halogen Spot Focus 50mm tiltable White MR16 (50mm) 12V Max. 50W Ø 57mm

2.11.04621 Halogen Spot Focus 50mm tiltable Black MR16 (50mm) 12V Max. 50W Ø57mm

Compatible with most 50mm LED bulbs



108 109

Focus
Halogen Spot Light
Round 50mm
Fixed & Tiltable

Compatible with most 50mm LED bulbs

Power Max. 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

2030°

Ø50

Ø75

20 Ø50

Ø82

20

2,5

2.5

Cutout Size
Fixed
Ø 65mmØ 65mm

Cutout Size
Tiltable
Ø 75mmØ 65mm

 ACCESORIES

Inclusive Exclusive (On Request)

Article No.

GX5.3 lamp holder 2.01.0455 Bracket with GX5.3 lamp holder

2.01.0305 230V GU10/GZ10 lamp holder

5.02.0856 Spring clip for Downlight Focus 50mm

Focus
Halogen Spot Light
Square 50mm
Fixed & Tiltable

Compatible with most 50mm LED bulbs

Power Max. 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

*Photometric information in determined by different light bulbs chosen.

2030°

Ø50

75 x 75

18
Ø50

81 x 81

20

2

2

Cutout Size
Fixed
Ø 64mmØ 65mm

Cutout Size
Tiltable
Ø 75mmØ 65mm

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0414 Halogen Spot Focus 50mm Chrome MR16 (50mm) 12V Max. 50W Ø65mm

2.11.0415 Halogen Spot Focus 50mm Brushed Aluminium MR16 (50mm) 12V Max. 50W Ø65mm

2.11.0419 Halogen Spot Focus 50mm White MR16 (50mm) 12V Max. 50W Ø65mm

2.11.0420 Halogen Spot Focus 50mm Black MR16 (50mm) 12V Max. 50W Ø65mm

2.11.0424 Halogen Spot Focus 50mm tiltable Chrome MR16 (50mm) 12V Max. 50W Ø75mm

2.11.0425 Halogen Spot Focus 50mm tiltable Brushed Aluminium MR16 (50mm) 12V Max. 50W Ø75mm

2.11.0429 Halogen Spot Focus 50mm tiltable White MR16 (50mm) 12V Max. 50W Ø75mm

2.11.0430 Halogen Spot Focus 50mm tiltable Black MR16 (50mm) 12V Max. 50W Ø75mm

 ACCESORIES

Inclusive Exclusive (On Request)

Article No.

GX5.3 lamp holder 2.01.0455 Bracket with GX5.3 lamp holder

2.01.0305 230V GU10/GZ10 lamp holder

5.02.0856 Spring clip for Downlight Focus 50mm

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0434 Halogen Spot Focus square 50mm Brushed Aluminium MR16 (50mm) 12V Max. 50W Ø64mm

2.11.0439 Halogen Spot Focus square 50mm tiltable Chrome MR16 (50mm) 12V Max. 50W Ø75mm

2.11.0440 Halogen Spot Focus square 50mm tiltable Brushed Aluminium MR16 (50mm) 12V Max. 50W Ø75mm

2.11.0442 Halogen Spot Focus square 50mm tiltable White MR16 (50mm) 12V Max. 50W Ø75mm

*Photometric information in determined by different light bulbs chosen.
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PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0293 Halogen Banana Spot Tondo Aluminium MR16 (50mm) 12V Max. 50W Ø 97mm

Focus
Halogen Spot Light
Round IP65
Fixed Compatible with most 50mm LED bulbs

Power Max. 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

*Photometric information in determined by different light bulbs chosen.

20

Ø50

33.5

6.5

Cutout Size
Fixed
Ø 70mmØ 65mm

Ø80

Tondo
*Halogen Banana Spot 
Round

Ø 97mmØ 65mm

Cutout
Size

20
0.5 m

85°355 °

Product 
Information

Power Maximum 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

* Photometric information is determined by different lamp bulbs chosen.

Compatible with most 50mm LED Bulbs

*Compatible with most 50mm LED Bulbs

110

72

3

50

50

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0464 Halogen Spot Focus 50mm IP65 White MR16 (50mm) 12V Max. 50W Ø 70mm

2.11.0465 Halogen Spot Focus 50mm IP65 Chrome MR16 (50mm) 12V Max. 50W Ø 70mm

2.11.0466 Halogen Spot Focus 50mm IP65 Brushed Aluminium MR16 (50mm) 12V Max. 50W Ø 70mm
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PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0394 Halogen Spot Smooth round tiltable D:80mm Aluminium MR16 (50mm) 12V Max. 50W Ø 70mm

2.11.0721 Halogen Spot Smooth round tiltable D:80mm White MR16 (50mm) 12V Max. 50W Ø 70mm

Old Smooth  
*Halogen Spot Light
Versatile

20
0.5 m

30°355 °

Product 
Information

Power Maximum 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

* Photometric information is determined by different lamp bulbs chosen.

Compatible with most 50mm LED Bulbs

*Compatible with most 50mm LED Bulbs

Accessories

Inclusive Exclusive (On Request)

NO. Description Quantity Article No. Description

1. GX5.3 lamp holder 1 5.04.0407 GU10/GZ10 lamp holder with 20cm fiber glass

37.5

2.5

90 x 90

50

Ø 82mmØ 65mm

Cutout
Size

square

37.5

2.5

90

50

Ø 82mmØ 65mm

Cutout
Size

round

Ø 70mmØ 65mm

Cutout
Size

20
0.5 m

20°355 °

Exclusive (On Request)

Article No. Description

5.04.0407 GU10/GZ10 lamp holder with 20cm fiber glass

Product 
Information

Power Maximum 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

Electronic Transformer not included

* Photometric information is determined by different lamp bulbs chosen.

Compatible with most 50mm LED Bulbs

Smooth
*Halogen Spot Light
Round CARDAN
*Compatible with most 50mm LED Bulbs

37

3
20

80

50

Ø 70mmØ 65mm

Cutout
Size

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0613 Halogen Spot Old Smooth round versatile Aluminium MR16 (50mm) 12V Max. 50W Ø 82mm

2.11.0722 Halogen Spot Old Smooth round versatile White MR16 (50mm) 12V Max. 50W Ø 82mm

2.11.0612 Halogen Spot Old Smooth square versatile Aluminium MR16 (50mm) 12V Max. 50W Ø 82mm

2.11.0723 Halogen Spot Old Smooth square versatile White MR16 (50mm) 12V Max. 50W Ø 82mm
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Smooth 
*Halogen Spot Light 
Fixed Round

Ø 72mmØ 65mm

Cutout
Size

20
0.5 m

Accessories

Inclusive Exclusive (On Request)

NO. Description Quantity Article No. Description

1. GX5.3 lamp holder 1 5.04.0407 GU10/GZ10 lamp holder with 20cm fiber glass

37.5

2.5

80

50

Product 
Information

Power Maximum 50W

Input Voltage 12V

Lamp Holder GX5.3 (included)

Lamp Type MR16 (not included)

* Photometric information is determined by different lamp bulbs chosen.

Compatible with most 50mm LED Bulbs

*Compatible with most 50mm LED Bulbs

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type System Power Cutout size

2.11.0469 Halogen Spot Smooth round fixed D:80mm Aluminium MR16 (50mm) 12V Max. 50W Ø 72mm

2.11.0468 Halogen Spot Smooth square 1-lamp fixed Aluminium MR16 (50mm) 12V Max. 50W Ø 70mm

Will be phased out!
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NEW

Size 595 x 595 620 x 620 1195x295mm

CRI >90Ra

CCT 3000K 3500K 4000K 3000K 3500K 4000K 3000K 3500K 4000K

System Power 29,9W 29,2W 29,8W 29,9W 29,2W 29,8W 29,9W 29,2W 29,8W

System Lumen 

(800mA)
3624lm 3806lm 3836lm 3624lm 3806lm 3836lm 3624lm 3806lm 3836lm

System Efficacy
(800mA)

121lm/W 131lm/W 129lm/W 121lm/W 131lm/W 129lm/W 121lm/W 131lm/W 129lm/W

System Power 34,4W 33,6W 34,3W 34,4W 33,6W 34,3W 34,4W 33,6W 34,3W

System Lumen
(900mA)

4058lm 4274lm 4269lm 4058lm 4274lm 4269lm 4058lm 4274lm 4269lm

System Efficacy
(900mA)

118lm/W 127lm/W 124lm/W 118lm/W 127lm/W 124lm/W 118lm/W 127lm/W 124lm/W

System Power 40,4W 38,4W 39,7W 40,4W 38,4W 39,7W 40,4W 38,4W 39,7W

System Lumen
(1050mA)

4615lm 4865lm 4835lm 4615lm 4865lm 4835lm 4615lm 4865lm 4835lm

System Efficacy
(1050mA)

114lm/W 127lm/W 122lm/W 114lm/W 127lm/W 122lm/W 114lm/W 127lm/W 122lm/W

L+B values (50.000 hr) L80B10 (50.000h)

20

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Size

2.11.9093 LED Panel Plata White 3000K/3500K/4000K >90Ra up to 4865lm up to 40,4W up to 131lm/W 595x595mm

2.11.9094 LED Panel Plata White 3000K/3500K/4000K >90Ra up to 4865lm up to 40,4W up to 131lm/W 620x620mm

2.11.9095 LED Panel Plata White 3000K/3500K/4000K >90Ra up to 4865lm up to 40,4W up to 131lm/W 1195x295mm

PRODUCT LIST

Article No. Product Name Output Current Maximum Driver Power

3.10.0964 LED Driver CC OT FIT dip switch 700/800/900/1050mA 40W

Plata
Recessed Panel
LED
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20

Suave V2
Recessed Panel
LED

UGR UGR <19 @ max. 1050mA

Size 595*595mm

System Power 33W @ 850mA 38W @ 950mA 45W @ 1150mA

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 3505lm 3852lm 3919lm 4307lm 4554lm 5004lm

System Efficacy 106lm/W 117lm/W 100lm/W 113lm/W 101lm/W 111lm/W

LOR Up to 80%

Driver Not included, available options in driver list

Cover PMMA Opal Diffuser

L+B values (50.000 hr) L80B10 (50.000h)

PANELS

Article No. Product Name Color CCT CRI System Lumen System Power Cover Size

2.11.3967 Suave recessed LED panel White 3000K >80Ra Up to 4554lm Up to 45W Frosted Opal 595*595mm

2.11.3968 Suave recessed LED panel White 4000K >80Ra Up to 5004lm Up to 45W Frosted Opal 595*595mm

AVAILABLE DRIVERS

Article No. Product Name Output Current Maximum Driver Power

3.10.0964 LED Driver CC OT FIT dip switch 700/800/900/1050mA 40W

595

595

100

Non-Dimmable or 
Dimmable Driver

LED 
Fixture

Miniplug
Connector

Quick
Connector
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FIXTURES OF NOW. 
XLH & XLH UP DOWN
Developed, standardized & yet customizable
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XLH UP/DOWN

Length 0.9 1.2 1.5

Color white black aluminum

LED 1ft 3000K 3500K 4000K Bio-Up TW Bio-Up 4200K

LED 2ft 3000K 3500K 4000K Bio-Up TW Bio-Up 4200K

Driver 35W on/off 60W on/off 35W DALI 60W DALI 36W DALI flextune 75W DALI flextune 35W Casambi 60W Casambi

Cover microprismatic opal

Cable 
(1 and 2 
meter)

white black transparent transparent DALI

End-Cap white black aluminum

Available configurations for XLH & XLH up/down
Modern and modular HCL light

Contact us for more info! 

You might recognize this as the Alupro LED profile, or you could be acquainted with it as a complete fixture. Our expanded LED profile and the now fully 
developed, standardized, yet customizable XLH and XLH up-down fixtures. These are meticulously put together using our Alupro LED profiles and can be 
personalized down to the finest details to perfectly match the needs of each project.

The XLH and XLH up-down fixtures are impressively versatile solutions. Thanks to their standardized yet customizable design, they can adapt to a 
wide array of requirements. The entire fixture is assembled from various components in our assembly department. This exquisitely modern design is 
frequently chosen for use in office and retail projects. The XLH can operate as a pendant, track or a surface-mounted fixture, and is available in sizes 
of 0.9m, 1.2m, and 1.5 meter. The XLH and XLH up down boasts a specialized linear LED module, which can achieve a CRI of 90 in light colors like 3000K, 
3500K, and 4000K. In the Bioup option, it can offer 4200K or Bioup + Tunable White with a CRI of 80.

For both fixtures, it’s possible to equip them with Casambi to offer increased comfort and control. Furthermore, through their LED module, they can be 
equipped with a Tunable White and Bioup module, providing quality human-centric lighting for offices. This lighting follows the biodynamic rhythm and, in 
combination with Bioup, can even stimulate the production of the happiness hormone.

For the XLH and XLH up-down models, you can choose between a standard opal finish or a micro-prismatic cover. If you decide to equip the XLH or XLH 
up-down with Casambi, you can also incorporate external sensors to enhance safety and efficiency, especially in common areas.

XLH
Double light profile
Pendant & Tracklight available

Single light profile
Pendant, Surface & Tracklight available
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SURFACE
SPOTLIGHTS
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Lens

2.17.2036* Galex II Tiltable 1-light Grey 2700K >90Ra 402lm 7.6W 53lm/W 30°

2.17.2037* Galex II Tiltable 1-light Grey 3000K >90Ra 414lm 7.6W 54lm/W 30°

2.17.2038* Galex II Tiltable 1-light Grey 4000K >90Ra 452lm 7.6W 59lm/W 30°

2.17.2039 Galex II Tiltable 1-light White 2700K >90Ra 402lm 7.6W 53lm/W 30°

2.17.2040 Galex II Tiltable 1-light White 3000K >90Ra 414lm 7.6W 54lm/W 30°

2.17.2041* Galex II Tiltable 1-light White 4000K >90Ra 452lm 7.6W 59lm/W 30°

2.17.2042 Galex II Tiltable 1-light Black 2700K >90Ra 402lm 7.6W 53lm/W 30°

2.17.2043 Galex II Tiltable 1-light Black 3000K >90Ra 414lm 7.6W 54lm/W 30°

2.17.2044* Galex II Tiltable 1-light Black 4000K >90Ra 452lm 7.6W 59lm/W 30°

15°

120

Ø52 90

Ø70

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K 4000K

System Lumen 403lm 414lm 452lm

System Efficacy 53lm/W 54lm/W 59lm/W

LOR >90%

Driver Dimmable 230V LED*

Dimmable with Leading / Trailing Edge Dimmer

L+B values (50.000 hr) L80B10 (50.000h)

Galex 
Ceiling Mounted
Tiltable 1-light

30°
lens

included

20355°

ALSO AVAILABLE

Article No. Product Name

2.01.1015 Lens 15° for Galex II Tiltable

* Minimum order quantity: 50 units

90°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Lens

2.17.2045* Galex II Tiltable 2-light Grey 2700K >90Ra 2 x 402lm 2 x 7.6W 2x 53lm/W 30°

2.17.2046* Galex II Tiltable 2-light Grey 3000K >90Ra 2 x 414lm 2 x 7.6W 2x 54lm/W 30°

2.17.2047* Galex II Tiltable 2-light Grey 4000K >90Ra 2 x 452lm 2 x 7.6W 2x 59lm/W 30°

2.17.2048 Galex II Tiltable 2-light White 2700K >90Ra 2 x 402lm 2 x 7.6W 2x 53lm/W 30°

2.17.2049 Galex II Tiltable 2-light White 3000K >90Ra 2 x 414lm 2 x 7.6W 2x 54lm/W 30°

2.17.2050* Galex II Tiltable 2-light White 4000K >90Ra 2 x 452lm 2 x 7.6W 2x 59lm/W 30°

2.17.2051 Galex II Tiltable 2-light Black 2700K >90Ra 2 x 402lm 2 x 7.6W 2x 53lm/W 30°

2.17.2052 Galex II Tiltable 2-light Black 3000K >90Ra 2 x 414lm 2 x 7.6W 2x 54lm/W 30°

2.17.2053* Galex II Tiltable 2-light Black 4000K >90Ra 2 x 452lm 2 x 7.6W 2x 59lm/W 30°

15°

Galex 
Ceiling Mounted
Tiltable 2-light

30°
lens

included

20355°

ALSO AVAILABLE

Article No. Product Name

2.01.1015 Lens 15° for Galex II Tiltable

Ø52

260 x 65 x 20

Ø52

12090

* Minimum order quantity: 50 units

System Power 2 x 7.6W

CRI >90Ra

CCT 2700K 3000K 4000K

System Lumen 2 x 402lm 2 x 414lm 2 x 452lm

System Efficacy 53lm/W 54lm/W 59lm/W

LOR >90%

Driver Dimmable 230V LED*

Dimmable with Leading / Trailing Edge Dimmer

L+B values (50.000 hr) L80B10 (50.000h)

90°
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PENDANT
FIXTURES

We are flexible. Our large 2,500 m2 warehouse is located in Nieuwkoop, just 
like the office. Our purchasing policy ensures that our lighting components 
are interchangeable and that there is always ample stock available. As a 
result, many of our luminaires can be assembled directly from stock and 
delivered quickly. So we always find a suitable solution for your project. A 
different reflector, ring or driver? No problem! We keep short lines and are 
unique in offering flexible lighting solutions.

FLEXIBLE, with large stock in the Netherlands

PRODUCT: STRINGLINE 
RESULT: OUR OWN WAREHOUSE
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Ozola
Wall Mounted / Ceiling Mounted / Pendant
LED

Ø 1200Ø 900Ø 600Ø 480

Switchable: 3000K / 3500K / 4000K

Adjustable light output: 100% / 75% / 50%

Ø 1200

80

Ø 900

80

Ø 600

80

Ø 480

80

Integrated
Dimmable Driver

LED 
Fixture

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Size

2.17.2633 Ozola Grey 4000K >80Ra 3510lm 40W 88lm/W 480mm

2.17.2634 Ozola White 4000K >80Ra 3510lm 40W 88lm/W 480mm

2.17.2635 Ozola Black 4000K >80Ra 3510lm 40W 88lm/W 480mm

2.17.2636 Ozola Grey 4000K >80Ra 5575lm 57W 98lm/W 600mm

2.17.2637 Ozola White 4000K >80Ra 5575lm 57W 98lm/W 600mm

2.17.2638 Ozola Black 4000K >80Ra 5575lm 57W 98lm/W 600mm

2.17.2639 Ozola Grey 4000K >80Ra 7900lm 92W 86lm/W 900mm

2.17.2640 Ozola White 4000K >80Ra 7900lm 92W 86lm/W 900mm

2.17.2641 Ozola Black 4000K >80Ra 7900lm 92W 86lm/W 900mm

2.17.2642 Ozola Grey 4000K >80Ra 14630lm 150W 98lm/W 1200mm

2.17.2643 Ozola White 4000K >80Ra 14630lm 150W 98lm/W 1200mm

2.17.2644 Ozola Black 4000K >80Ra 14630lm 150W 98lm/W 1200mm

Ø 1200

80

Ø 200 

25

Ø 900

25

80

Ø 200 

Ø 600

25

Ø 160 

80

Ø 480

25

Ø 160 

80

AVAILABLE PENDANTS SETS

Article No. Description Color Article No. Description Color

2.01.1208 Pendant set for Ozola 480mm & 600mm Grey 2.01.1213 Pendant set for Ozola 1200mm Black

2.01.1209 Pendant set for Ozola 480mm & 600mm White 2.01.1215 Pendant set for Ozola 1200mm White

2.01.1210 Pendant set for Ozola 480mm & 600mm Black 2.01.1216 Pendant set for Ozola 1200mm Black

2.01.1211 Pendant set for Ozola 900mm Grey 2.01.1214 Pendant set for Ozola 1200mm Grey

2.01.1212 Pendant set for Ozola 900mm White

Surface

20

Size 480mm 600mm 900mm 1200mm

System Power 40W 57W 92W 150W

CRI >80Ra

CCT 3000K 3500K 4000K 3000K 3500K 4000K 3000K 3500K 4000K 3000K 3500K 4000K

System Lumen 3330lm 3480lm 3510lm 5220lm 5540lm 5575lm 7540lm 7850lm 7900lm 14450lm 14900lm 14630lm

System Efficacy 83lm/W 87lm/W 88lm/W 92lm/W 97lm/W 98lm/W 82lm/W 85lm/W 86lm/W 96lm/W 99lm/W 98lm/W

Driver DALI Dimmable Driver ( included )

L+B values (50.000 hr) L80B10 (50.000h)
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20

Stringline
Linear LED Lighting

Length 1000mm 1500mm

System Power 30W 50W

CRI CRI>80

CCT 4000K 4000K

System Lumen 4555lm 7592lm

System Efficacy 152lm/W 152lm/W

Driver Non-Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Select a linear LED Lighting Stringline LED 1000mm

Article no. Discription Length CCT CRI System Lumen System Power Reflector System Efficacy 8-fold Driver

2.06.0739  Linear LED Lighting 1000mm 4000K CRI>80 4555lm 30W incl. lens 90° 152lm/W 8-fold incl. Tridonic driver

Select a linear LED Lighting Stringline LED 1500mm

Article no. Discription Length CCT CRI System Lumen System Power Reflector System Efficacy 8-wire Driver

2.06.0763  Linear LED Lighting 1500mm 4000K CRI>80 7592lm 50W incl. lens 90° 152lm/W 8-wire incl. Tridonic driver

Select a suspention set

Article no. Discription

2.01.1265 Mounting clip for the Linear LED lighting

2.01.1273 Mounting clip for the Linear LED lighting with caddy clip

2.01.1235 Suspension set cable 3m for Light line Stringline

2.01.1247 Suspension set cable 6m for Light line Stringline

2.01.1236 Suspension set chain 3m for Light line Stringline

Select a connector and end caps

Article no. Discription

2.01.1238 Power connector 8-fold Light line Stringline

2.01.1274 Connector 8-fold female for Light line Stringline

2.01.1230 End cap for fixture Light line Stringline

2.01.1275 End cap for Blind plate Light line Stringline

Select a blind plate in case there is no light needed

Article no. Discription

2.01.1254 Blind plate 500mm for Light line Stringline

2.01.1255 Blind plate 1000mm for Light line Stringline

2.01.1229 Blind plate 1500mm for Light line Stringline

Select an optional spotlight module

It is possible to place a spotlight module of 500mm in the trunking system to expand your linear lighting 
system. Please contact one of our advisers to see which spotlights suits your needs. 

Select a trunking system

Article no. Discription

2.06.0654 Trunking 1000mm white 8-fold Connector per 500mm

2.06.0655 Trunking 1500mm white 8-fold Connector per 500mm

2.06.0656 Trunking 3000mm white 8-fold Connector per 500mm

2.06.0657 Trunking-end 1000mm white 8-fold Connector per Connector per 500mm

2.06.0658 Trunking-end 1500mm white 8-fold Connector per Connector per 500mm

Stringline Linear LED Lighting - Lightfile 4000K 30°

Stringline Linear LED Lighting - Lightfile 4000K 90° Stringline Linear LED Lighting - Lightfile 4000K 120°

Stringline Linear LED Lighting - Lightfile 4000K 60°

*On request also available with other lumen outputs.
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DOWNLIGHT MODULE

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector

2.06.0463/2.06.0464 Asta Pendant 2-frame 1-light Grey 3000K/4000K >80Ra 3087lm/3456lm 26.5W 116/130 lm/W 38°

2.06.0469/2.06.0470 Asta Pendant 2-frame 1-light White 3000K/4000K >80Ra 3087lm/3456lm 26.5W 116/130 lm/W 38°

2.06.0475/2.06.0476 Asta Pendant 2-frame 1-light Black 3000K/4000K >80Ra 3087lm/3456lm 26.5W 116/130 lm/W 38°

2.06.0466/2.06.0467 Asta Pendant 2-frame 1-light Grey 3000K/4000K >80Ra 5362lm/5768lm 46W 117/125 lm/W 38°

2.06.0472/2.06.0473 Asta Pendant 2-frame 1-light White 3000K/4000K >80Ra 5362lm/5768lm 46W 117/125 lm/W 38°

2.06.0478/2.06.0479 Asta Pendant 2-frame 1-light Black 3000K/4000K >80Ra 5362lm/5768lm 46W 117/125 lm/W 38°

2.06.0481/2.06.0482 Asta Pendant 2-frame 2-light Grey 3000K/4000K >80Ra 2* 3087lm/2* 3456lm 2* 26.5W 2* 116/130 lm/W 38°

2.06.0487/2.06.0488 Asta Pendant 2-frame 2-light White 3000K/4000K >80Ra 2* 3087lm/2* 3456lm 2* 26.5W 2* 116/130 lm/W 38°

2.06.0493/2.06.0494 Asta Pendant 2-frame 2-light Black 3000K/4000K >80Ra 2* 3087lm/2* 3456lm 2* 26.5W 2* 116/130 lm/W 38°

2.06.0484/2.06.0485 Pendant Asta 2-frame 2-light Grey 3000K/4000K >80Ra 2* 5362lm/2* 5768lm 2* 46W 2* 117/125 lm/W 38°

2.06.0490/2.06.0491 Pendant Asta 2-frame 2-light White 3000K/4000K >80Ra 2* 5362lm/2* 5768lm 2* 46W 2* 117/125 lm/W 38°

2.06.0496/2.06.0497 Pendant Asta 2-frame 2-light Black 3000K/4000K >80Ra 2* 5362lm/2* 5768lm 2* 46W 2* 117/125 lm/W 38°

2.06.0499/2.06.0500 Pendant Asta 3-frame 2-light Grey 3000K/4000K >80Ra 2* 3087lm/2* 3456lm 2* 26.5W 2* 116/130 lm/W 38°

2.06.0505/2.06.0506 Pendant Asta 3-frame 2-light White 3000K/4000K >80Ra 2* 3087lm/2* 3456lm 2* 26.5W 2* 116/130 lm/W 38°

2.06.0511/2.06.0512 Pendant Asta 3-frame 2-light Black 3000K/4000K >80Ra 2* 3087lm/2* 3456lm 2* 26.5W 2* 116/130 lm/W 38°

2.06.0502/2.06.0503 Pendant Asta 3-frame 2-light Grey 3000K/4000K >80Ra 2* 5362lm/2* 5768lm 2* 46W 2* 117/125 lm/W 38°

2.06.0508/2.06.0509 Pendant Asta 3-frame 2-light White 3000K/4000K >80Ra 2* 5362lm/2* 5768lm 2* 46W 2* 117/125 lm/W 38°

2.06.0514/2.06.0515 Pendant Asta 3-frame 2-light Black 3000K/4000K >80Ra 2* 5362lm/2* 5768lm 2* 46W 2* 117/125 lm/W 38°

2.06.0517/2.06.0518 Pendant Asta 3-frame 3-light Grey 3000K/4000K >80Ra 3* 3087lm/2* 3456lm 3* 26.5W 3* 116/130 lm/W 38°

2.06.0523/2.06.0524 Pendant Asta 3-frame 3-light White 3000K/4000K >80Ra 3* 3087lm/2* 3456lm 3* 26.5W 3* 116/130 lm/W 38°

2.06.0529/2.06.0530 Pendant Asta 3-frame 3-light Black 3000K/4000K >80Ra 3* 3087lm/2* 3456lm 3* 26.5W 3* 116/130 lm/W 38°

2.06.0520/2.06.0521 Pendant Asta 3-frame 3-light Grey 3000K/4000K >80Ra 3* 5362lm/2* 5768lm 3* 46W 3* 117/125 lm/W 38°

2.06.0526/2.06.0527 Pendant Asta 3-frame 3-light White 3000K/4000K >80Ra 3* 5362lm/2* 5768lm 3* 46W 3* 117/125 lm/W 38°

2.06.0532/2.06.0533 Pendant Asta 3-frame 3-light Black 3000K/4000K >80Ra 3* 5362lm/2* 5768lm 3* 46W 3* 117/125 lm/W 38°

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0153 Reflector 18° for Asta Module

5.14.0154 Reflector 28° for Asta Module

5.14.0156 Reflector 60° for Asta Module

AVAILABLE DRIVERS

Article No. Description

------------- Dimmable driver

20360°

* Product information per spot head.

DRIVER BOX

Article No. Description Color Article No. Description Color

2.01.0818 Ceiling Box for driver - 2-fold Grey 2.01.0821 Ceiling Box for driver - 3-fold Grey

2.01.0819 Ceiling Box for driver - 2-fold White 2.01.0822 Ceiling Box for driver - 3-fold White

2.01.0820 Ceiling Box for driver - 2-fold Black 2.01.0823 Ceiling Box for driver - 3-fold Black

Asta Pendant
Square Cardan

System Power 26.5W 46W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K

System Lumen 3087m 3456lm 5362m 5768lm

System Efficacy 116m/W 130lm/W 117lm/W 125lm/W

LOR Up to 85%

Driver Non-Dimmable Driver (included in downlight module)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

18° 28° 60°38°

included

30°

Ceiling Box for driver
(not included)

Ceiling Mounting Set
(included)

223

60

223

60

44

393 569

393 x 105

223

60

393

223

60

44

569

569 x 105

2-frame 1-light 2-frame 2-light

Ceiling Box 
(not included)

Ceiling Box
(not included)

Ceiling Mounting Set 
(included)

Ceiling Mounting Set (included)

3-frame 2-light 3-frame 3-light

Non-Dimmable 
Driver

LED 
Fixture

Epcom/2
Connector

Also available: CRI >90Ra
This is a small selection from our portfolio. 
Please contact us for a suitable solution for your 
lighting project. 
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Cover Diameter

2.06.0539 Discus White 3000K >80Ra 5600lm 58W 96lm/W PMMA Opal Diffuser 610mm

2.06.0540 Discus White 4000K >80Ra 6000lm 58W 103lm/W PMMA Opal Diffuser 610mm

2.06.0544 Discus (DALI Dimmable) White 3000K >80Ra 5600lm 58W 96lm/W PMMA Opal Diffuser 610mm

2.06.0545 Discus (DALI Dimmable) White 4000K >80Ra 6000lm 58W 103lm/W PMMA Opal Diffuser 610mm

System Power 58W

CRI >80Ra

CCT 3000K 4000K

System Lumen 5600lm 6000lm

System Efficacy 96lm/W 103lm/W

LOR >70%

Driver Non-Dimmable Tridonic Driver @ 1400mA (included)

Cover PMMA Opal Diffuser

L+B values (50.000 hr) L80B10 (50.000h)

Discus
Pendant Panel
Round

20

Ø 610

45

Ø 190

15

Pendant mounting set, 
cable length 1.5m 

(Included)

Non-Dimmable 
Driver

LED 
Fixture
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To install a three-phase track there is a wide range of parts available.

Load Capacity

The three phase tracks can take a 2 KG load every 200mm, with a 
maximum distance of 800mm between the fixing points. 

For a 5 KG load every 200mm, the maximum fixing distance has to 
be 400mm. 

800 mm

2KG 2KG 2KG 2KG 2KG

200 200 200 200

6. Left T-joint

7. X-joint

5. Right T-joint

4. Left Live-end

3. Right Live-end

2. Inside L-joint

1.1 5 1

2 2

5

6

1

1

1

6

7

4

3

3 4

2

L

R

Live-end
with earth on the left

L

Live-end
with earth on the right R

Track System
3-Phase

20

Single Phase Connection (230V)

This allows a total load of 16A, corresponding to 3680W, 
which can be divided among the 3 circuits.

16AN

L1 16A 16A

L2 16A 16A

L3 16A 16A

16A

16A

N

L 16A

16A

16A

Voltage 230V

Current 16A

Three Phase Connection (230V)

This allows a total load of 3 x 16A, corresponding to 11040W, which can be 
divided among the 3 circuits, 3 x 3680W.

16AN

L1 16A 16A

L2 16A 16A

L3 16A 16A

16A

16A

N

L 16A

16A

16A

Track System
1-Phase

20
Voltage 230V

Current Max. 16A

Single Phase Connection (230V)

This allows a total load of 16A, corresponding to 3680W.

16A

16A

N

L 16A

To install a 1-Phase track there is a wide range of parts available.

5. T-joint

6. L-joint

4. Centerpower

3. Flexible joint

2. X-joint

1. Live-end

1000 mm

125

1KG 1KG 1KG1KG

125250 250 250

Load Capacity

The one phase tracks can take a 1 KG load every 
250mm, with a maximum distance of 1000mm between the fixing 
points. 

For a 4 KG load every 250mm, the maximum fixing 
distance has to be 500mm. 

6 5

6

2

6

65

3

1 4 6

1
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PRODUCT LIST

Article No. Product Name Color Voltage Current Lenght

8.04.1554 3-Phase Track Square Aluminium 230V / 440V 16A 1 Meter

8.04.1553 3-Phase Track Square White 230V / 440V 16A 1 Meter

8.04.1552 3-Phase Track Square Black 230V / 440V 16A 1 Meter

8.04.1557 3-Phase Track Square Aluminium 230V / 440V 16A 2 Meter

8.04.1556 3-Phase Track Square White 230V / 440V 16A 2 Meter

8.04.1555 3-Phase Track Square Black 230V / 440V 16A 2 Meter

8.04.1560 3-Phase Track Square Aluminium 230V / 440V 16A 3 Meter

8.04.1559 3-Phase Track Square White 230V / 440V 16A 3 Meter

8.04.1558 3-Phase Track Square Black 230V / 440V 16A 3 Meter

8.04.2443 3-Phase Track Square Aluminium 230V / 440V 16A 4 Meter

8.04.2442 3-Phase Track Square White 230V / 440V 16A 4 Meter

8.04.2441 3-Phase Track Square Black 230V / 440V 16A 4 Meter

FLEXIBLE JOINT

8.04.2426 Flexible joint

8.04.1631 Flexible joint

8.04.1630 Flexible joint

8.04.4075 Flexible joint

8.04.4076 Flexible joint

8.04.4077 Flexible joint

SUSPENSION KIT (WIRE LENGTH 2M)

8.04.1588 Suspension kit (120mm plate)

8.04.1587 Suspension kit (120mm plate)

8.04.2675 Suspension kit

(60mm plate and cable blocker)

8.04.2676 Suspension kit

(60mm plate and cable blocker)

STRENGTHENING PLATE 120MM

8.04.1586 Strengthening plate 120mm

T-JOINT

8.04.2423 T-joint (right)

8.04.1625 T-joint (right)

8.04.1624 T-joint (right)

8.04.2424 T-joint (left)

8.04.1627 T-joint (left)

8.04.1626 T-joint (left)

X-joint

8.04.2425 X-joint

8.04.1629 X-joint

8.04.1628 X-joint

Track System 3-Phase
3-Phase
Square

300

240°
130

120

120

120

60

2000

120L-JOINT

8.04.2421 L-joint (inside)

8.04.1621 L-joint (inside)

8.04.1620 L-joint (inside)

8.04.2422 L-joint (outside)

8.04.1623 L-joint (outside)

8.04.1622 L-joint (outside)

80

LIVE-END

8.04.2418 Live-end (right)

8.04.1613 Live-end (right)

8.04.1612 Live-end (right)

8.04.2419 Live-end (left)

8.04.1615 Live-end (left)

8.04.1614 Live-end (left)

80

CENTRAL CONNECTOR

8.04.2421 Central connector

8.04.1617 Central connector

8.04.1617 Central connector

120

UNIVERSAL ADAPTOR

8.04.2407 Universal adaptor

8.04.1571 Universal adaptor

8.04.1570 Universal adaptor

8.04.3529 Universal adaptor

8.04.3531 Universal adaptor

8.04.3530 Universal adaptor
93

70

MONOPOINT

1.05.0300 Monopoint

1.05.0242 Monopoint

1.05.0241 Monopoint

Ø100

END CAP

8.04.2427 End cap

8.04.1633 End cap

8.04.1632 End cap

MOUNTING BRACKET

8.04.1589 Mounting bracket

20
Voltage 230V

Current 16A

ELECTRICAL / MECHANICAL JOINT

8.04.1579 Electrical straight joint

8.04.1578 Electrical straight joint

8.04.1619 Mechanical straight joint

8.04.1618 Mechanical straight joint

TRACK COVER

8.04.1603 Track cover 1m

8.04.1602 Track cover 1m

MECHANICAL ADAPTOR

8.04.1605 Mechanical adaptor

8.04.1604 Mechanical adaptor

8.04.4078 Mechanical adaptor with cable blocker

8.04.4079 Mechanical adaptor with cable blocker

8.04.4080 Mechanical adaptor with hook

8.04.4081 Mechanical adaptor with hook

8.04.4082 Mechanical adaptor with hook

65

65

SUSPENSION KIT (WIRE LENGTH 2.5M)

1.01.0210 Suspension kit

(120mm plate, cable blocker

and fixed ceiling mount)120

2500

33

36

65
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20
Voltage 230V/440V

Current 16A

CENTRAL CONNECTOR

1.01.0342 Insulating connection

1.01.0343 Insulating connection

1.01.0344 Insulating connection

1.01.0324 Centerpower

1.01.0325 Centerpower

1.01.0326 Centerpower

L-JOINT

1.01.0318 L-joint (external)

1.01.0319 L-joint (external)

1.01.0320 L-joint (external)

1.01.0315 L-joint (internal)

1.01.0316 L-joint (internal)

1.01.0317 L-joint (internal)

END CAP

1.01.0321 End cap

1.01.0322 End cap

1.01.0323 End cap

FLEXIBLE JOINT

1.01.0347 Flexible joint

1.01.0348 Flexible joint

1.01.0349 Flexible joint

LIVE-END

1.01.0312 Live-end (right)

1.01.0313 Live-end (right)

1.01.0314 Live-end (right)

1.01.0309 Live-end (left)

1.01.0310 Live-end (left)

1.01.0311 Live-end (left)

 ADAPTOR

1.01.0339  Adaptor 3-phase DALI

1.01.0340  Adaptor 3-phase DALI

1.01.0341  Adaptor 3-phase DALI

T-JOINT (INTERNAL)

1.01.0327 T-joint (left)

1.01.0328 T-joint (left)

1.01.0329 T-joint (left)

1.01.0330 T-joint (right)

1.01.0331 T-joint (right)

1.01.0332 T-joint (right)

T-JOINT (EXTERNAL)

1.01.0333 T-joint (left)

1.01.0334 T-joint (left)

1.01.0335 T-joint (left)

1.01.0336 T-joint (right)

1.01.0337 T-joint (right)

1.01.0338 T-joint (right)

SUSPENSION KIT

1.01.0346 Suspension set 3-phase cable 1,5m

1.01.0355 Suspension set 3-phase inclu. cable block

1.01.0360 Suspension set 3-phase inclu. cable block

COVERPLATE

1.01.0352 Coverplate

END CAP

1.01.0365 Endcap 3-phase recessed white

PRODUCT LIST

Article No. Product Name Color Voltage Current Lenght

1.03.0046 Track OneTrack 3 phase grey DALI Aluminium 230V / 440V 16A 1 Meter

1.03.0047 Track OneTrack 3 phase white DALI White 230V / 440V 16A 1 Meter

1.03.0048 Track OneTrack 3 phase black DALI Black 230V / 440V 16A 1 Meter

1.03.0049 Track OneTrack 3 phase grey DALI Aluminium 230V / 440V 16A 2 Meter

1.03.0050 Track OneTrack 3 phase white DALI White 230V / 440V 16A 2 Meter

1.03.0051 Track OneTrack 3 phase black DALI Black 230V / 440V 16A 2 Meter

1.03.0052 Track OneTrack 3 phase grey DALI Aluminium 230V / 440V 16A 3 Meter

1.03.0053 Track OneTrack 3 phase white DALI White 230V / 440V 16A 3 Meter

1.03.0054 Track OneTrack 3 phase black DALI Black 230V / 440V 16A 3 Meter

1.03.0055 Track OneTrack 3 phase grey DALI Aluminium 230V / 440V 16A 4 Meter

1.03.0056 Track OneTrack 3 phase white DALI White 230V / 440V 16A 4 Meter

1.03.0057 Track OneTrack 3 phase black DALI Black 230V / 440V 16A 4 Meter

1.03.0058 Track OneTrack 3 phase recessed white DALI White 230V / 440V 16A 1 Meter

1.03.0059 Track OneTrack 3 phase recessed black DALI Black 230V / 440V 16A 1 Meter

1.03.0060 Track OneTrack 3 phase recessed white DALI White 230V / 440V 16A 2 Meter

1.03.0061 Track OneTrack 3 phase recessed black DALI Black 230V / 440V 16A 2 Meter

Track System 3-Phase 
DALI
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PRODUCT LIST

Article No. Product Name Color Voltage Current Lenght

8.04.1563 3-Phase Track Recessed Square Aluminium 230V / 440V 16A 1 Meter

8.04.1562 3-Phase Track Recessed Square White 230V / 440V 16A 1 Meter

8.04.1561 3-Phase Track Recessed Square Black 230V / 440V 16A 1 Meter

8.04.1566 3-Phase Track Recessed Square Aluminium 230V / 440V 16A 2 Meter

8.04.1565 3-Phase Track Recessed Square White 230V / 440V 16A 2 Meter

8.04.1564 3-Phase Track Recessed Square Black 230V / 440V 16A 2 Meter

8.04.1569 3-Phase Track Recessed Square Aluminium 230V / 440V 16A 3 Meter

8.04.1568 3-Phase Track Recessed Square White 230V / 440V 16A 3 Meter

8.04.1567 3-Phase Track Recessed Square Black 230V / 440V 16A 3 Meter

8.04.2446 3-Phase Track Recessed Square Aluminium 230V / 440V 16A 4 Meter

8.04.2445 3-Phase Track Recessed Square White 230V / 440V 16A 4 Meter

8.04.2444 3-Phase Track Recessed Square Black 230V / 440V 16A 4 Meter

Track System 3-Phase
3-Phase
Recessed Square

36

33

53

20
Voltage 230V

Current 16A

SUSPENSION KIT (WIRE LENGTH 2M)

8.04.1588 Suspension kit (120mm plate)

8.04.1587 Suspension kit (120mm plate)

8.04.2675 Suspension kit

(60mm plate and cable blocker)

8.04.2676 Suspension kit

(60mm plate and cable blocker)

120

60

2000

STRENGTHENING PLATE 120MM

8.04.1586 Strengthening plate 120mm120

UNIVERSAL ADAPTOR

8.04.2407 Universal adaptor

8.04.1571 Universal adaptor

8.04.1570 Universal adaptor

8.04.3529 Universal adaptor

8.04.3531 Universal adaptor

8.04.3530 Universal adaptor
93

70

SUSPENSION KIT (WIRE LENGTH 2.5M)

1.01.0210 Suspension kit

(120mm plate, cable blocker

and fixed ceiling mount)120

2500

END CAP

8.04.4102 End cap

8.04.4103 End cap

8.04.4104 End cap

TRACK COVER

8.04.1603 Track cover 1m

8.04.1602 Track cover 1m

MOUNTING BRACKET

8.04.1589 Mounting bracket

MONOPOINT

1.05.0300 Monopoint

1.05.0242 Monopoint

1.05.0241 Monopoint
Ø100

MECHANICAL ADAPTOR

8.04.1605 Mechanical adaptor

8.04.1604 Mechanical adaptor

8.04.4078 Mechanical adaptor with cable blocker

8.04.4079 Mechanical adaptor with cable blocker

8.04.4080 Mechanical adaptor with hook

8.04.4081 Mechanical adaptor with hook

8.04.4082 Mechanical adaptor with hook

SUSPENSION PART

8.04.1640 Suspension for false ceiling

80

LIVE-END

8.04.2428 Live-end (right)

8.04.1635 Live-end (right)

8.04.1634 Live-end (right)

8.04.2429 Live-end (left)

8.04.1637 Live-end (left)

8.04.1636 Live-end (left)

120
CENTRAL CONNECTOR

8.04.2430 Central connector

8.04.1639 Central connector

8.04.1638 Central connector

ELECTRICAL / MECHANICAL JOINT

8.04.1579 Electrical straight joint

8.04.1578 Electrical straight joint

8.04.1619 Mechanical straight joint

8.04.1618 Mechanical straight joint

65

65

65
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PRODUCT LIST

Article No. Product Name Color Voltage Current Lenght Included

1.02.0001 1-Phase Track Square Aluminium 230V / 250V 16A 1 Meter Live-end (left) + End cap

1.02.0005 1-Phase Track Square White 230V / 250V 16A 1 Meter Live-end (left) + End cap

1.02.0013 1-Phase Track Square Black 230V / 250V 16A 1 Meter Live-end (left) + End cap

1.02.0002 1-Phase Track Square Aluminium 230V / 250V 16A 2 Meter Live-end (left) + End cap

1.02.0006 1-Phase Track Square White 230V / 250V 16A 2 Meter Live-end (left) + End cap

1.02.0014 1-Phase Track Square Black 230V / 250V 16A 2 Meter Live-end (left) + End cap

1.02.0003 1-Phase Track Square Aluminium 230V / 250V 16A 3 Meter Live-end (left) + End cap

1.02.0007 1-Phase Track Square White 230V / 250V 16A 3 Meter Live-end (left) + End cap

1.02.0015 1-Phase Track Square Black 230V / 250V 16A 3 Meter Live-end (left) + End cap

Track System 1-Phase
1-Phase
Square

36

18

L-JOINT

1.01.0099 L-joint (inside)

1.01.0116 L-joint (inside)

1.01.0204 L-joint (inside)

1.01.0098 L-joint (outside)

1.01.0115 L-joint (outside)

1.01.0203 L-joint (outside)

LIVE-END

1.01.0095 Live-end (right)

1.01.0112 Live-end (right)

1.01.0200 Live-end (right)

1.01.0094 Live-end (left)

1.01.0111 Live-end (left)

X-JOINT

1.01.0103 X-joint

1.01.0120 X-joint

CENTRAL CONNECTOR

1.01.0104 Central connector

1.01.0121 Central connector

1.01.0207 Central connector

END CAP

1.01.0101 End cap

1.01.0118 End cap

1.01.0205 End cap20
Voltage 230V

Current 16A

FLEXIBLE JOINT

1.01.0100 Flexible joint

1.01.0117 Flexible joint

1.01.0285 Flexible joint

ELECTRICAL JOINT

1.01.0102 Electrical straight joint

1.01.0119 Electrical straight joint

1.01.0206 Electrical straight joint

UNIVERSAL ADAPTOR INSIDE M10

1.01.0096 Universal adaptor

1.01.0113 Universal adaptor

1.01.0201 Universal adaptor

SUSPENSION KIT (WIRE LENGTH 3M)

1.01.0107 Suspension kit

1.01.0124 Suspension kit

1.01.0209 Suspension kit

T-JOINT

1.01.0106 T-joint (right)

1.01.0123 T-joint (right)

1.01.0208 T-joint (right)

1.01.0105 T-joint (left)

1.01.0122 T-joint (left)

UNIVERSAL ADAPTOR OUTSIDE M10

1.01.0097 Universal adaptor

1.01.0114 Universal adaptor

1.01.0202 Universal adaptor

65 35

65 65

95

35

4

35

4

3000

26

95

35

9535

170

81

81
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Cecid
Track light

PRODUCT LIST
Cecid DALI with dipswitch powerselection and 3-phase selection

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

Coming Soon!

3 PHASE
TRACKSPOTS
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System Power 35W 41W 46W 50W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 4532lm 4788lm 5152lm 5474lm 5584lm 5967lm 6740lm 7380lm

System Efficacy 130lm/W 137lm/W 126lm/W 133lm/W 121lm/W 129lm/W 135lm/W 147lm/W

L+B values (50.000 hr) L80B10 (50.000h)

Ardea single
Track light

20

PRODUCT LIST
Ardea CRI80 30° incl. driver with dip switch

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

2.17.4334 Track light Ardea White 3000K 6999lm 48W 146lm/W 1150x 65mm

2.17.4335 Track light Ardea Black 3000K 6999lm 48W 146lm/W 1150x 65mm

2.17.4336 Track light Ardea White 4000K 7380lm 48W 154lm/W 1150x 65mm

2.17.4337 Track light Ardea Black 4000K 7380lm 48W 154lm/W 1150x 65mm

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

PRODUCT LIST
Ardea CRI80 60° incl. driver with dip switch

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

2.17.4338 Track light Ardea White 3000K 6740lm 48W 140lm/W 1150x 65mm

2.17.4339 Track light Ardea Black 3000K 6740lm 48W 140lm/W 1150x 65mm

2.17.4340 Track light Ardea White 4000K 7077lm 48W 147lm/W 1150x 65mm

2.17.4341 Track light Ardea Black 4000K 7077lm 48W 147lm/W 1150x 65mm

2.17.4342 Track light Ardea White 3000K 5999lm 50W 120lm/W 1150x 65mm

2.17.4343 Track light Ardea Black 3000K 5999lm 50W 120lm/W 1150x 65mm

2.17.4344 Track light Ardea White 4000K 6407lm 50W 128lm/W 1150x 65mm

2.17.4345 Track light Ardea Black 4000K 6407lm 50W 128lm/W 1150x 65mm

PRODUCT LIST
Ardea CRI80 90° incl. driver with dip switch 

PRODUCT LIST

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

2.17.4350 Track light Ardea Opal White 3000K 5525lm 48W 115lm/W 1150x 65mm 

2.17.4351 Track light Ardea Opal Black 3000K 5525lm 48W 115lm/W 1150x 65mm 

2.17.4352 Track light Ardea Opal White 4000K 5834lm 48W 122lm/W 1150x 65mm 

2.17.4353 Track light Ardea Opal Black 4000K 5834lm 48W 122lm/W 1150x 65mm
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System Power 50W 59W 66W 72W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 7501lm 8001lm 8684lm 9267 9579lm 10224lm 10273lm 10997lm

System Efficacy 151lm/W 163lm/W 150lm/W 160lm/W 144lm/W 157lm/W 142lm/W 156lm/W

L+B values (50.000 hr) L80B10 (50.000h)

Ardea Double
Track light

20

PRODUCT LIST
Ardea CRI80 30° incl. driver with dip switch

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

2.17.4322 Track light Ardea Double White 3000K 10755lm 72W 149lm/W 557x 189mm

2.17.4323 Track light Ardea Double Black 3000K 10755lm 72W 149lm/W 557x 189mm

2.17.4324 Track light Ardea Double White 4000K 11669lm 70W 167lm/W 557x 189mm

2.17.4325 Track light Ardea Double Black 4000K 11669lm 70W 167lm/W 557x 189mm

PRODUCT LIST
Ardea CRI80 90° incl. driver with dip switch

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

PRODUCT LIST
Ardea CRI80 60° incl. driver with dip switch

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

2.17.4326 Track light Ardea Double White 3000K 11045lm 72W 153lm/W 557x 189mm

2.17.4327 Track light Ardea Double Black 3000K 11045lm 72W 153lm/W 557x 189mm

2.17.4328 Track light Ardea Double White 4000K 11984lm 70W 171lm/W 557x 189mm

2.17.4329 Track light Ardea Double Black 4000K 11984lm 70W 171lm/W 557x 189mm

2.17.4330 Track light Ardea Double White 3000K 10273lm 72W 143lm/W 557x 189mm

2.17.4331 Track light Ardea Double Black 3000K 10273lm 72W 143lm/W 557x 189mm

2.17.4332 Track light Ardea Double White 4000K 10997lm 70W 157lm/W 557x 189mm

2.17.4333 Track light Ardea Double Black 400K 10997lm 70W 157lm/W 557x189mm

355°
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System Power 34W 40W 44W 46W

CRI >80Ra

CCT 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K

System Lumen 4022lm 4280lm 4659lm 4950lm 5131lm 5461lm 5525lm 5834lm

System Efficacy 118lm/W 126lm/W 116lm/W 124lm/W 117lm/W 124lm/W 115lm/W 122lm/W

L+B values (50.000 hr) L80B10 (50.000h)

Ardea Opal
Track light

20

PRODUCT LIST
CRI80 SHIELDING OPAL 120° INCL. DRIVER WITH DIP SWITCH

Article No. Product Name Color CCT System Lumen System Power System Efficacy Size

2.17.4346 Track light Ardea Opal White 3000K 5525lm 48W 115lm/W 1150x 65mm 

2.17.4347 Track light Ardea Opal Black 3000K 5525lm 48W 115lm/W 1150x 65mm 

2.17.4348 Track light Ardea Opal White 4000K 5834lm 48W 121lm/W 1150x 65mm 

2.17.4349 Track light Ardea Opal Black 4000K 5834lm 48W 121lm/W 1150x 65mm
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At the heart of every successful retail space lies a key element that can transform the way customers shop – retail lighting. 
It's not just about brightening up the store; it's about creating an exceptional shopping experience and influencing consumer 
behavior. Let us shed light on how retail lighting can elevate retail businesses:

Product Emphasis: Imagine your products stepping into the spotlight. Retail lighting is the magic wand that can make it hap-
pen. By strategically illuminating specific items, you can captivate your customers' attention, accentuate product features, 
and showcase their benefits. Carefully placed lighting can enhance the allure of your merchandise, making them irresistible.

Atmosphere Craftsmanship: The ambiance of your store sets the stage for a captivating shopping journey. The right lighting 
can transform your retail environment, infusing warmth and inviting charm. When customers feel comfortable and welcome, 
they tend to linger longer, increasing the likelihood of purchases and leaving a lasting impression.

Brand Identity: Your brand is unique, and your lighting can reflect that uniqueness. Tailoring lighting colors and styles to align 
with your brand's identity ensures a consistent and recognizable image. This fusion of light and brand aesthetics reinforces 
your market presence, making it memorable to shoppers.

Visual Hierarchy: In the retail world, visual hierarchy is paramount. Lighting is the brush that paints this hierarchy in your 
store. By brightening important products or displays, you guide your customers' gaze, drawing their attention to specific 
areas. This strategic use of light ensures that your star products shine brightest.

Color Accuracy: Lighting can be a painter's palette, affecting how colors appear. It's crucial that your lighting accurately 
represents your product colors. Customers need to see the true shades and hues, ensuring they get a realistic view of their 
potential purchase.

Energy Efficiency: Modern technologies, such as LED lighting, not only enhance color accuracy but also contribute to energy 
efficiency. Your retail space can shine brightly while saving on energy costs, improving your bottom line.

Navigation and Safety: Shopping should be a comfortable and secure experience. Proper lighting design ensures clear path-
ways and signage, enhancing the overall shopping experience and reducing the risk of accidents.

In the world of retail, lighting is more than just illumination; it's a tool for creating captivating experiences, boosting sales, 
and building a brand that stands out. With Lumiparts' versatile lighting modules and color options, you have the power to 
shape your retail space's atmosphere and influence customer behavior. Illuminate your success with Lumiparts – where 
every light enhances your brand's brilliance.

Elevate the retail brand an customer experience with lighting
MASTERING THE NEEDS OF RETAIL 
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Stio
3-Phase Track Light

20 355°90° 18° 28° 40°
included

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0300 Reflector 18° for Stio LED

5.14.0301 Reflector 28° for Stio LED

5.14.0302 Reflector 40° for Stio LED

5.14.0307 Reflector 55° for Stio LED

195

135Ø85

55°

CRI CRI>90

CCT 3000K PW 4000K PW

LOR >85

UGR <20

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

System power 18.4W 22.4W 18.3W 22.4W

System Lumen 2723lm 3214lm 2889lm 3401lm

System Efficacy 148lm/W 144lm/W 158lm/W 152lm/W

Driver 500mA 600mA 500mA 600mA

PRODUCT LIST

Article No. Product Name Colour CCT CRI System Lumen System Power System Efficacy Reflector

2.17.4760 Tracklight Stio LED White 3000K PW CRI>90 2844m 18.5W 154lm/W 18°

2.17.4761 Tracklight Stio LED White 3000K PW CRI>90 2748lm 18.4W 150lm/W 28°

2.17.4677 Tracklight Stio LED White 3000K PW CRI>90 2723lm 18.4W 148lm/W 40°

2.17.4762 Tracklight Stio LED White 3000K PW CRI>90 2728lm 18.4W 148lm/W 55°

2.17.4766 Tracklight Stio LED White 4000K PW CRI>90 2975lm 18.4W 162lm/W 18°

2.17.4767 Tracklight Stio LED White 4000K PW CRI>90 2879lm 18.3W 157lm/W 28°

2.17.4681 Tracklight Stio LED White 4000K PW CRI>90 2889lm 18.3W 158lm/W 40°

2.17.4768 Tracklight Stio LED White 4000K PW CRI>90 2891lm 18.3W 158lm/W 55°

2.17.4769 Tracklight Stio LED Black 4000K PW CRI>90 2975lm 18.4W 162lm/W 18°

2.17.4770 Tracklight Stio LED Black 4000K PW CRI>90 2879lm 18.3W 157lm/W 28°

2.17.4682 Tracklight Stio LED Black 4000K PW CRI>90 2889lm 18.3W 158lm/W 40°

2.17.4771 Tracklight Stio LED Black 4000K PW CRI>90 2891lm 18.3W 158lm/W 55°

2.17.4763 Tracklight Stio LED Black 3000K PW CRI>90 2844m 18.5W 154lm/W 18°

2.17.4764 Tracklight Stio LED Black 3000K PW CRI>90 2748lm 18.4W 150lm/W 28°

2.17.4678 Tracklight Stio LED Black 3000K PW CRI>90 2723lm 18.4W 148lm/W 40°

2.17.4765 Tracklight Stio LED Black 3000K PW CRI>90 2728lm 18.4W 148lm/W 55°

2.17.4772 Tracklight Stio LED White 3000K PW CRI>90 3294lm 22.3W 148lm/W 18°

2.17.4773 Tracklight Stio LED White 3000K PW CRI>90 3264lm 22.3W 146lm/W 28°

2.17.4679 Tracklight Stio LED White 3000K PW CRI>90 3214lm 22.4W 144lm/W 40°

2.17.4774 Tracklight Stio LED White 3000K PW CRI>90 3241lm 22.5W 144lm/W 55°

2.17.4778 Tracklight Stio LED White 4000K PW CRI>90 3412lm 22.2W 153lm/W 18°

2.17.4779 Tracklight Stio LED White 4000K PW CRI>90 3392lm 22.3W 152lm/W 28°

2.17.4683 Tracklight Stio LED White 4000K PW CRI>90 3401lm 22.4W 152lm/W 40°

2.17.4780 Tracklight Stio LED White 4000K PW CRI>90 3387lm 22.3W 152lm/W 55°

2.17.4781 Tracklight Stio LED Black 4000K PW CRI>90 3412lm 22.5W 153lm/W 18°

2.17.4782 Tracklight Stio LED Black 4000K PW CRI>90 3392lm 22.3W 152lm/W 28°

2.17.4684 Tracklight Stio LED Black 4000K PW CRI>90 3401lm 22.4W 152lm/W 40°

2.17.4783 Tracklight Stio LED Black 4000K PW CRI>90 3387lm 22.3W 152lm/W 55°

2.17.4775 Tracklight Stio LED Black 3000K PW CRI>90 3294lm 22.3W 148lm/W 18°

2.17.4776 Tracklight Stio LED Black 3000K PW CRI>90 3264lm 22.3W 146lm/W 28°

2.17.4680 Tracklight Stio LED Black 3000K PW CRI>90 3214lm 22.4W 144lm/W 40°

2.17.4777 Tracklight Stio LED Black 3000K PW CRI>90 3241lm 22.5W 144lm/W 55°
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AVAILABLE BEAM ANGLES

Article No. Description

5.14.0193 Reflector 15° for Pinta In-track

5.14.0194 Reflector 24° for Pinta In-track

5.14.0195 Reflector 36° for Pinta In-track

5.14.0196 Reflector 60° for Pinta In-track

ALSO AVAILABLE

Article No. Description

3-Phase Tracks and accessories

Pinta In-track
3-Phase Track Light

15° 24° 60°36°20355°

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Driver Reflector

2.17.3093 Pinta In-Track White 3000K >90Ra 1674lm 14.5W 115lm/W 350mA 24°

2.17.3094 Pinta In-Track White 3000K >90Ra 1624lm 14.5W 112lm/W 350mA 36°

2.17.3097 Pinta In-Track Black 3000K >90Ra 1674lm 14.5W 115lm/W 350mA 24°

2.17.3098 Pinta In-Track Black 3000K >90Ra 1624lm 14.5W 112lm/W 350mA 36°

2.17.3105 Pinta In-Track White 3000K >90Ra 2186lm 19.5W 112lm/W 500mA 24°

2.17.3106 Pinta In-Track White 3000K >90Ra 2119lm 19.5W 109lm/W 500mA 36°

2.17.3109 Pinta In-Track Black 3000K >90Ra 2186lm 19.5W 112lm/W 500mA 24°

2.17.3110 Pinta In-Track Black 3000K >90Ra 2119lm 19.5W 109lm/W 500mA 36°

2.17.2708 Pinta In-Track White 3000K >90Ra 3242lm 25.5W 127lm/W 700mA 24°

2.17.2709 Pinta In-Track White 3000K >90Ra 3132lm 25.5W 123lm/W 700mA 36°

2.17.2712 Pinta In-Track Black 3000K >90Ra 3242lm 25.5W 127lm/W 700mA 24°

2.17.2713 Pinta In-Track Black 3000K >90Ra 3132lm 25.5W 123lm/W 700mA 36°

2.17.2720 Pinta In-Track White 3000K >90Ra 4103lm 35W 117lm/W 900mA 24°

2.17.2721 Pinta In-Track White 3000K >90Ra 3980lm 35W 114lm/W 900mA 36°

2.17.2724 Pinta In-Track Black 3000K >90Ra 4103lm 35W 117lm/W 900mA 24°

2.17.2725 Pinta In-Track Black 3000K >90Ra 3980lm 35W 114lm/W 900mA 36°

2.17.3141 Pinta In-Track White 3000K PW >90Ra 2890lm 19.6W 147lm/W 500mA 24°

2.17.3142 Pinta In-Track White 3000K PW >90Ra 2792lm 19.6W 143lm/W 500mA 36°

2.17.3145 Pinta In-Track Black 3000K PW >90Ra 2890lm 19.6W 147lm/W 500mA 24°

2.17.3146 Pinta In-Track Black 3000K PW >90Ra 2792lm 19.6W 143lm/W 500mA 36°

2.17.2732 Pinta In-Track White 3000K PW >90Ra 3275lm 25.5W 128lm/W 700mA 24°

2.17.2733 Pinta In-Track White 3000K PW >90Ra 3164lm 25.5W 124lm/W 700mA 36°

2.17.2736 Pinta In-Track Black 3000K PW >90Ra 3275lm 25.5W 128lm/W 700mA 24°

2.17.2737 Pinta In-Track Black 3000K PW >90Ra 3164lm 25.5W 124lm/W 700mA 36°

2.17.2744 Pinta In-Track White 3000K PW >90Ra 4145lm 35W 118lm/W 900mA 24°

2.17.2745 Pinta In-Track White 3000K PW >90Ra 4020lm 35W 115lm/W 900mA 36°

2.17.2748 Pinta In-Track Black 3000K PW >90Ra 4145lm 35W 118lm/W 900mA 24°

2.17.2749 Pinta In-Track Black 3000K PW >90Ra 4020lm 35W 115lm/W 900mA 36°

228

14

125Ø 100

System Power from 14.5W up to 35W

CRI >90Ra

CCT 3000K 3000K PW

Sytstem Lumen from 1624m up to 4103lm 1641lm to 4145lm

System Efficacy up to 128lm/W

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

90°+5°
included
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15° 24° 60°36°20

PRODUCT LIST

Article No. model Color CCT CRI System Lumen System Power System Efficacy Driver Reflector

2.17.3129 Pinta In-Track White 4000K PW >90Ra 1804lm 14.5W 124lm/W 350mA 24°

2.17.3130 Pinta In-Track White 4000K PW >90Ra 1749lm 14.5W 121lm/W 350mA 36°

2.17.3133 Pinta In-Track Black 4000K PW >90Ra 1804lm 14.5W 124lm/W 350mA 24°

2.17.3134 Pinta In-Track Black 4000K PW >90Ra 1749lm 14.5W 121lm/W 350mA 36°

2.17.3153 Pinta In-Track White 4000K PW >90Ra 2351lm 19.5W 121lm/W 500mA 24°

2.17.3154 Pinta In-Track White 4000K PW >90Ra 2281lm 19.5W 117lm/W 500mA 36°

2.17.3157 Pinta In-Track Black 4000K PW >90Ra 2351lm 19.5W 121lm/W 500mA 24°

2.17.3158 Pinta In-Track Black 4000K PW >90Ra 2281lm 19.5W 117lm/W 500mA 36°

2.17.2756 Pinta In-Track White 4000K PW >90Ra 3772lm 25.5W 148lm/W 700mA 24°

2.17.2757 Pinta In-Track White 4000K PW >90Ra 3659lm 25.5W 143lm/W 700mA 36°

2.17.2760 Pinta In-Track Black 4000K PW >90Ra 3772lm 25.5W 148lm/W 700mA 24°

2.17.2761 Pinta In-Track Black 4000K PW >90Ra 3659lm 25.5W 143lm/W 700mA 36°

2.17.2768 Pinta In-Track White 4000K PW >90Ra 4422lm 35W 126lm/W 900mA 24°

2.17.2769 Pinta In-Track White 4000K PW >90Ra 4291lm 35W 123lm/W 900mA 36°

2.17.2773 Pinta In-Track Black 4000K PW >90Ra 4422lm 35W 126lm/W 900mA 24°

2.17.2774 Pinta In-Track Black 4000K PW >90Ra 4291lm 35W 123lm/W 900mA 36°

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0193 Reflector 15° for Pinta In-track

5.14.0194 Reflector 24° for Pinta In-track

5.14.0195 Reflector 36° for Pinta In-track

5.14.0196 Reflector 60° for Pinta In-track

ALSO AVAILABLE

Article No. Description

3-Phase Tracks and accessories

228

14

125Ø 100

355°90°+5°

System Power from 14.5W up to 35W

CRI >90Ra

CCT 4000K PW

Sytstem Lumen from 1749lm up to 4999lm

System Efficacy up to 150lm/W

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Pinta In-track
3-Phase Track Light
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System Power from 27.5W up to 40W

CRI >90Ra

CCT 3000K PW 4000K PW 3000K

System Lumen 3514lm up to 5065lm 3632lm up to 5236lm 3478lm up to 5013lm

System Efficacy up to 130lm/W up to 134lm/W up to 128lm/W

Driver Non-Dimmable Driver or DALI Dimmable Driver included

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

Wally In-track
3-Phase Track Light
Wallwasher

20355°90°+5° 63° x 95°
included

165

124

91 93

90°+5°
355°

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Driver DALI

2.17.3513  Wally In-track White 3000K CRI>90 3478lm 27,5W 126lm/W 700mA

2.17.3514  Wally In-track Black 3000K CRI>90 3478lm 27,5W 126lm/W 700mA

2.17.3516  Wally In-track White 3000K CRI>90 3478lm 27,5W 126lm/W 700mA DALI

2.17.3517  Wally In-track Black 3000K CRI>90 3478lm 27,5W 126lm/W 700mA DALI

2.17.3519  Wally In-track White 3000K CRI>90 3929lm 30,5W 129lm/W 800mA

2.17.3520  Wally In-track Black 3000K CRI>90 3929lm 30,5W 129lm/W 800mA

2.17.3522  Wally In-track White 3000K CRI>90 4372lm 34W 129lm/W 900mA

2.17.3523  Wally In-track Black 3000K CRI>90 4372lm 34W 129lm/W 900mA

2.17.3525  Wally In-track White 3000K CRI>90 5013lm 40W 125lm/W 1050mA

2.17.3526  Wally In-track Black 3000K CRI>90 5013lm 40W 125lm/W 1050mA

2.17.3528  Wally In-track White 3000K CRI>90 5013lm 40W 125lm/W 1050mA DALI

2.17.3529  Wally In-track Black 3000K CRI>90 5013lm 40W 125lm/W 1050mA DALI

2.17.3531  Wally In-track White 3000K PW CRI>90 3514lm 27,5W 128lm/W 700mA

2.17.3532  Wally In-track Black 3000K PW CRI>90 3514lm 27,5W 128lm/W 700mA

2.17.3534  Wally In-track White 3000K PW CRI>90 3514lm 27,5W 128lm/W 700mA DALI

2.17.3535  Wally In-track Black 3000K PW CRI>90 3514lm 27,5W 128lm/W 700mA DALI

2.17.3537  Wally In-track White 3000K PW CRI>90 3969lm 30,5W 130lm/W 800mA

2.17.3538  Wally In-track Black 3000K PW CRI>90 3969lm 30,5W 130lm/W 800mA

2.17.3540  Wally In-track White 3000K PW CRI>90 4415lm 34W 130lm/W 900mA

2.17.3541  Wally In-track Black 3000K PW CRI>90 4415lm 34W 130lm/W 900mA

2.17.3543  Wally In-track White 3000K PW CRI>90 5065lm 40W 127lm/W 1050mA

2.17.3544  Wally In-track Black 3000K PW CRI>90 5065lm 40W 127lm/W 1050mA

2.17.3546  Wally In-track White 3000K PW CRI>90 5065lm 40W 127lm/W 1050mA DALI

2.17.3547  Wally In-track Black 3000K PW CRI>90 5065lm 40W 127lm/W 1050mA DALI

2.17.3567  Wally In-track White 4000K PW CRI>90 3632lm 27,5W 132lm/W 700mA

2.17.3568  Wally In-track Black 4000K PW CRI>90 3632lm 27,5W 132lm/W 700mA

2.17.3570  Wally In-track White 4000K PW CRI>90 3632lm 27,5W 132lm/W 700mA DALI

2.17.3571  Wally In-track Black 4000K PW CRI>90 3632lm 27,5W 132lm/W 700mA DALI

2.17.3573  Wally In-track White 4000K PW CRI>90 4104lm 30,5W 135lm/W 800mA

2.17.3574  Wally In-track Black 4000K PW CRI>90 4104lm 30,5W 135lm/W 800mA

2.17.3576  Wally In-track White 4000K PW CRI>90 4564lm 34W 134lm/W 900mA

2.17.3577  Wally In-track Black 4000K PW CRI>90 4564lm 34W 134lm/W 900mA

2.17.3579  Wally In-track White 4000K PW CRI>90 5236lm 40W 131lm/W 1050mA

2.17.3580  Wally In-track Black 4000K PW CRI>90 5236lm 40W 131lm/W 1050mA

2.17.3582  Wally In-track Black 4000K PW CRI>90 5236lm 40W 131lm/W 1050mA DALI

2.17.3583  Wally In-track Black 4000K PW CRI>90 5236lm 40W 131lm/W 1050mA DALI

63° x 95°

Wally in-Track 1050mA 4000K
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PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector

2.17.2515 Tubo Short Grey 3000K >90Ra 3132lm 25.5W 123lm/W 36°

2.17.2516 Tubo Short White 3000K >90Ra 3132lm 25.5W 123lm/W 36°

2.17.2517 Tubo Short Black 3000K >90Ra 3132lm 25.5W 123lm/W 36°

2.17.2675 Tubo Short Grey 3000K >90Ra 3980lm 32W 124lm/W 36°

2.17.2529 Tubo Short White 3000K >90Ra 3980lm 32W 124lm/W 36°

2.17.2554 Tubo Short Black 3000K >90Ra 3980lm 32W 124lm/W 36°

2.17.2565 Tubo Short Grey 3000K PW >90Ra 3277lm 26.1W 125lm/W 36°

2.17.3284 Tubo Short White 3000K PW >90Ra 3277lm 26.1W 125lm/W 36°

2.17.2557 Tubo Short Black 3000K PW >90Ra 3277lm 26.1W 125lm/W 36°

AVAILABLE BEAM ANGLES

Article No. Description

5.14.0173 Reflector 15° for Tubo Short

5.14.0174 Reflector 24° for Tubo Short

5.14.0176 Reflector 60° for Tubo Short

ALSO AVAILABLE

Article No. Description Article No. Description Article No. Description

3-Phase Tracks and accessories 2.01.0933 Honeycomb Louvre for Tubo Short 2.01.0971 Snoot Black / Black for Tubo Short

-------------- DALI Dimmable Driver 2.01.0942 Front Ring Black for Tubo Short 2.01.0951 Barn Doors Grey for Tubo Short

2.01.0969 Snoot Grey / Black for Tubo Short 2.01.0952 Barn Doors White for Tubo Short

2.01.0970 Snoot White / Black for Tubo Short 2.01.0953 Barn Doors Black for Tubo Short

Tubo Short
3-Phase Track Light

System Power 25.5W 32W

CRI >90Ra

CCT 3000K

System Lumen 3132lm 3980lm

System Efficacy 123lm/W 124lm/W

LOR >85%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

20355°90° 15° 24° 60°36°
included

Also available: CRI >80Ra and Dali
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project. 

250

190
Ø110
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AVAILABLE BEAM ANGLES

Article No. Description

5.14.0177 Reflector 15° for Tubo Maxi

5.14.0178 Reflector 24° for Tubo Maxi

5.14.0180 Reflector 60° for Tubo Maxi

ALSO AVAILABLE

Article No. Description Article No. Description Article No. Description

3-Phase Tracks and accessories 2.01.0805 Honeycomb Louvre for Tubo Maxi 2.01.0810 Barn Doors Black for Tubo Maxi

-------------- DALI Dimmable Driver 2.01.0809 Barn Doors Grey for Tubo Maxi 2.01.0811 Barn Doors Black for Tubo Maxi

Tubo Maxi
3-Phase Track Light

15° 24° 60°36°
included

300

220Ø130

20355°90°

System Power 26.8W 46W

CRI >90Ra

CCT 3000K

System Lumen 3301lm 5101lm

System Efficacy 123lm/W 111lm/W

LOR >85%

Driver Non-Dimmable Driver (included)

SDCM 2

L+B values (50.000 hr) L90B10 (50.000h)

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector

2.17.1814 Tubo Maxi Grey 3000K >90Ra 3301lm 26.8W 123lm/W 36°

2.17.1796 Tubo Maxi White 3000K >90Ra 3301lm 26.8W 123lm/W 36°

2.17.1898 Tubo Maxi Black 3000K >90Ra 3301lm 26.8W 123lm/W 36°

2.17.2559 Tubo Maxi Grey 3000K >90Ra 5101lm 46W 111lm/W 36°

2.17.0644 Tubo Maxi White 3000K >90Ra 5101lm 46W 111lm/W 36°

2.17.0645 Tubo Maxi Black 3000K >90Ra 5101lm 46W 111lm/W 36°

2.17.1451 Tubo Maxi Grey 3000K PW >90Ra 3459lm 27.1W 128lm/W 36°

2.17.1455 Tubo Maxi White 3000K PW >90Ra 3459lm 27.1W 128lm/W 36°

2.17.1459 Tubo Maxi Black 3000K PW >90Ra 3459lm 27.1W 128lm/W 36°

Also available: CRI >80Ra and Dali 
This is a small selection from our portfolio. Please contact us for a suitable solution for your lighting project.
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AVAILABLE BEAM ANGLES

Article No. Description Article No. Description Article No. Description

5.14.0224 Reflector 15° for Sintra 7W 5.14.0228 Reflector 15° for Sintra 15W 5.14.0232 Reflector 15° for Sintra 27W

5.14.0225 Reflector 24° for Sintra 7W 5.14.0229 Reflector 24° for Sintra 15W 5.14.0233 Reflector 24° for Sintra 27W

5.14.0227 Reflector 50° for Sintra 7W 5.14.0231 Reflector 60° for Sintra 15W 5.14.0235 Reflector 60° for Sintra 27W

ALSO AVAILABLE

Article No. Description Article No. Description Article No. Description

3-Phase Tracks and accessories

2.01.1012 Front Ring Black for Sintra 7W 2.01.1013 Front Ring Black for Sintra 15W 2.01.1014 Front Ring Black for Sintra 27W

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Reflector

2.17.1844 Sintra 7W Grey 2700K >90Ra 636m 7W 91lm/W 33°

2.17.1847 Sintra 7W White 2700K >90Ra 636m 7W 91lm/W 33°

2.17.1850 Sintra 7W Black 2700K >90Ra 636m 7W 91lm/W 33°

2.17.1845 Sintra 7W Grey 3000K >90Ra 603lm 7W 91lm/W 33°

2.17.1848 Sintra 7W White 3000K >90Ra 603lm 7W 86lm/W 33°

2.17.1851 Sintra 7W Black 3000K >90Ra 603lm 7W 86lm/W 33°

2.17.1846 Sintra 7W Grey 4000K >90Ra 672lm 7W 96lm/W 33°

2.17.1849 Sintra 7W White 4000K >90Ra 672lm 7W 96lm/W 33°

2.17.1852 Sintra 7W Black 4000K >90Ra 672lm 7W 96lm/W 33°

2.17.1853 Sintra 15W Grey 2700K >90Ra 1013lm 15W 68lm/W 33°

2.17.1856 Sintra 15W White 2700K >90Ra 1013lm 15W 68lm/W 33°

2.17.1859 Sintra 15W Black 2700K >90Ra 1013lm 15W 68lm/W 33°

2.17.1854 Sintra 15W Grey 3000K >90Ra 1202lm 15W 80lm/W 33°

2.17.1857 Sintra 15W White 3000K >90Ra 1202lm 15W 80lm/W 33°

2.17.1860 Sintra 15W Black 3000K >90Ra 1202lm 15W 80lm/W 33°

2.17.1855 Sintra 15W Grey 4000K >90Ra 1309lm 15W 87lm/W 33°

2.17.1858 Sintra 15W White 4000K >90Ra 1309lm 15W 87lm/W 33°

2.17.1861 Sintra 15W Black 4000K >90Ra 1309lm 15W 87lm/W 33°

2.17.1862 Sintra 27W Grey 2700K >90Ra 2278lm 27W 84lm/W 40°

2.17.1865 Sintra 27W White 2700K >90Ra 2278lm 27W 84lm/W 40°

2.17.1868 Sintra 27W Black 2700K >90Ra 2278lm 27W 84lm/W 40°

2.17.1863 Sintra 27W Grey 3000K >90Ra 2504lm 27W 93lm/W 40°

2.17.1866 Sintra 27W White 3000K >90Ra 2504lm 27W 93lm/W 40°

2.17.1869 Sintra 27W Black 3000K >90Ra 2504lm 27W 93lm/W 40°

2.17.1864 Sintra 27W Grey 4000K >90Ra 2764lm 27W 102lm/W 40°

2.17.1867 Sintra 27W White 4000K >90Ra 2764lm 27W 102lm/W 40°

2.17.1870 Sintra 27W Black 4000K >90Ra 2764lm 27W 102lm/W 40°

Sintra
3-Phase Track Light

System Power 7W 15W 27W

CRI >90Ra

CCT 2700k 3000K 4000k 2700k 3000K 4000k 2700k 3000K 4000k

System Lumen 636lm 603lm 775lm 1013lm 1202lm 1309lm 2278lm 2504lm 2764lm

System Efficacy 91lm/W 86lm/W 111lm/W 68lm/W 80lm/W 87lm/W 84lm/W 93lm/W 102lm/W

LOR >85%

Driver Dimmable Driver (included) Dimmable Driver (included) Dimmable Driver (included)

SDCM 3

L+B values (50.000 hr) L80B10 (50.000h)

15° 24° 50°33°
included

15° 24° 60°33°
included

15° 40°
included

Sintra 27W

205

162Ø90

Sintra 15W 

170

131Ø72

135

Ø52 90

Sintra 7W 

20355°90°

60°24°
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PRODUCT LIST

Article No. Product Name Color CCT CRI System  Lumen System Power System Efficacy Reflector

2.17.2057 Galex II White 2700K >90Ra 403lm 7.6W 53lm/W 30°

2.17.2058 Galex II White 3000K >90Ra 414lm 7.6W 54lm/W 30°

2.17.2060 Galex II Black 2700K >90Ra 403lm 7.6W 53lm/W 30°

2.17.2061 Galex II Black 3000K >90Ra 414lm 7.6W 54lm/W 30°

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K

System Lumen 403lm 414lm

System Efficacy 53lm/W 54lm/W

LOR >90%

Driver Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Galex 
3-Phase Track Light

30°
lens

included

20355°90° 15°

Ø52 90

120

ALSO AVAILABLE

Article No. Description

2.01.1015 Lens 15° for Galex II
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PRODUCT LIST

Article No. Product Name Housing Color Louvre Color CCT CRI System Lumen System Power System Efficacy Lens

2.16.0378 Raillux Mono Grey Grey 3000K >80Ra 3800lm 40W 95lm/W 60°

2.16.0379 Raillux Mono White White 3000K >80Ra 3800lm 40W 95lm/W 60°

2.16.0380 Raillux Mono Black Grey 3000K >80Ra 3800lm 40W 95lm/W 60°

2.16.0381 Raillux Mono Grey Grey 4000K >80Ra 3910lm 40W 98lm/W 60°

2.16.0382 Raillux Mono White White 4000K >80Ra 3910lm 40W 98lm/W 60°

2.16.0383 Raillux Mono Black Grey 4000K >80Ra 3910lm 40W 98lm/W 60°

UGR UGR <19

System Power 40W

CRI >80Ra

CCT 3000K 4000K

System Lumen 3800lm 3910lm

System Efficacy 95lm/W 98lm/W

LOR Up to 80%

Driver Non-Dimmable Driver (included)

L+B values (50.000 hr) L80B10 (50.000h)

Raillux Mono
3-Phase Track Light

20355° 60°
lens

included

928

975

124

85

60

Raillux Duo available on request*
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1 PHASE
TRACKSPOTS



185 186

ALSO AVAILABLE

Article No. Description

1-Phase Track and accessories 

2.01.1015 Lens 15° for Galex II

PRODUCT LIST

Article No. Product Name Color CCT CRI System Lumen System Power System Efficacy Lens

2.16.0427 Galex II 1-Phase Rail White 2700K >90Ra 403lm 7.6W 53lm/W 30°

2.16.0428 Galex II 1-Phase Rail White 3000K >90Ra 414lm 7.6W 54lm/W 30°

2.16.0430 Galex II 1-Phase Rail Black 2700K >90Ra 403lm 7.6W 53lm/W 30°

2.16.0431 Galex II 1-Phase Rail Black 3000K >90Ra 414lm 7.6W 54lm/W 30°

Ø52 90

120

System Power 7.6W

CRI >90Ra

CCT 2700K 3000K

System Lumen 489lm 504lm

System Efficacy 64lm/W 66lm/W

LOR >90%

Driver Dimmable 230V LED

Dimmable with Leading / Trailing edge dimmer

L+B values (50.000 hr) L80B10 (50.000h)

Galex 
1-Phase Track Light

30°
lens

included

20
355°90° 15°
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ALSO AVAILABLE

Article No. Description

1-Phase Track and accessories 

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type Power

2.16.0327 Common II Silver Grey MR16 (50mm) GZ10 Max. 50W

2.16.0328 Common II White MR16 (50mm) GZ10 Max. 50W

2.16.0422 Common II Black MR16 (50mm) GZ10 Max. 50W

PRODUCT LIST

Article No. Product Name Color Lamp Type Lamp Type Power Voltage

2.16.0325 Telescope II Silver Grey MR16 (50mm) GZ10 Max. 50W 230V

2.16.0326 Telescope II White MR16 (50mm) GZ10 Max. 50W 230V

2.16.0423 Telescope II Black MR16 (50mm) GZ10 Max. 50W 230V

ALSO AVAILABLE

Article No. Description

1-Phase Track and accessories 

Power Max. 50W

Input Voltage 230V

Lamp Holder GZ10

Lamp Type MR16 (50mm)

Adapter 1-Phase

Common 
1-Phase Track Light
*GZ10 / MR16

* Photometric information is determined by the chosen light source.

20355°90°

* Compatible with most MR16 LED Bulbs with GZ10 / GU10 lamp base.

Ø55

145

Telescope 
1-Phase Track Light
*GZ10 / MR16

* Photometric information is determined by the chosen light source.

20355°90°

* Compatible with most MR16 LED Bulbs with GZ10 / GU10 lamp base.

Power Max. 50W

Input Voltage 230V

Lamp Holder GZ10

Lamp Type MR16 (50mm)

Adapter 1-Phase Ø60 78

185
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Rubec - LED strip Neon

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1605 Rubec - LED strip Neon 2700K 7,68W/m 453lm/m 112LED's/m

2.21.1608 Rubec - LED strip Neon 2700K 15W/m 780lm/m 112LED's/m

Photometrics

CCT 2700K 3000K 4000K

Lumen/m 453lm/m - 840lm/m

CRI CRI>90

Beam angle 112˚

Product information

Input voltage 24V

Real length role 10m

Width 12,5mm - 16mm

Max. connection length 10m

Cuttable length 62,5mm

LED/m 112LED’s/m

Power/m 7,68W/m 15W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1606 Rubec - LED strip Neon 3000K 7,68W/m 455lm/m 112LED's/m

2.21.1609 Rubec - LED strip Neon 3000K 15W/m 810lm/m 112LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1607 Rubec - LED strip Neon 4000K 7,68W/m 476lm/m 112LED's/m

2.21.1610 Rubec - LED strip Neon 4000K 15W/m 840lm/m 112LED's/m

Rubec
LED strip Neon

Photometrics

CCT 2700K 3000K 4000K 

Lumen/m 948lm/m 974lm/m 1046lm/m

CRI CRI>90   

Beam angle 120˚

Product information

Input voltage 24V

Real length role 5m

Width 8mm

Max. connection length 5m

Cuttable length 29,41 mm

LED/m 544LED's/m

Power/m 10W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1612 Micus - LED strip COB 2700K 10W/m 948lm/m 544LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1613 Micus - LED strip COB 3000K 10W/m 974lm/m 544LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1614 Micus - LED strip COB 4000K 10W/m 1046lm/m 544LED's/m

Micus
LED strip COB

Micus - COB strip

https://lumiparts.nl/en/products/led-strips/led-strips/neon-rubec/neon-rubec/groups/g+c+n+a+view
https://lumiparts.nl/en/products/led-strips/led-strips/micus/micus/groups/g+c+n+a+view
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Larid - Tunable White LED strip

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1611 Larid - LED strip Tunable white  2700K-5000K 17,28W/m 635-1338lm/m 240LED's/m

Photometrics

CCT 2700K-5000K 

Lumen/m 635-1338lm/m

CRI CRI>90   

Beam angle 120˚

Product information

Input voltage 24V 

Real length role 4m

Width 10mm

Max. connection length 4m

Cuttable length 12 LED’s (50mm)

LED/m 240LED's/m

Power/m 17,28W/m

Larid
LED strip Tunable white

Photometrics

CCT 2700K/3000K/4000K

Lumen/m 595lm/m - 670lm/m 1461lm/m - 1746lm/m

CRI CRI>90

Beam angle 110˚

Product information

Input voltage 24V

Real length 5m

Width 12mm

Max. connection length 5m

Cuttable Length 5cm

LED/m 112LED's/m 176LED's/m

Power/m 4,8W/m 14,4W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1668 LED strip Pluviam IP67 2700K 4,8W/m 595lm/m 112LED's/m

2.21.1671 LED strip Pluviam IP67 2700K 14,4W/m 1554lm/m 176LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1669 LED strip Pluviam IP67 3000K 4,8W/m 622lm/m 112LED's/m

2.21.1672 LED strip Pluviam IP67 3000K 14,4W/m 1461lm/m 176LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1670 LED strip Pluviam IP67 4000K 4,8W/m 670lm/m 112LED's/m

2.21.1673 LED strip Pluviam IP67 4000K 14,4W/m 1746lm/m 176LED's/m

Pluviam
LED strip IP67

Pluviam LED strip IP67 seawater & UV resisted

https://lumiparts.nl/en/products/led-strips/led-strips/larid/larid/groups/g+c+n+a+view
https://lumiparts.nl/en/products/led-strips/led-strips/pluviam/pluviam/groups/g+c+n+a+view
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Extro - LED strip

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1152 Extro - LED strip - CRI>80 2700K 7,2W/m 630 Lm/m 60 LED's/m 

2.21.1156 Extro - LED strip - CRI>80 2700K 14,4W/m 1120 Lm/m 60 LED's/m 

2.21.1160 Extro - LED strip - CRI>80 2700K 14,4W/m 1260 Lm/m 120 LED's/m

2.21.1168 Extro - LED strip - CRI>80 2700K 20,2W/m 1720 Lm/m 168 LED's/m 

2.21.1199 Extro - LED strip - CRI>90 2700K 14,4W/m 1212 Lm/m 120 LED's/m 

Photometrics

CCT 2700K 3000K 4000K

Lumen/m 312 up to 2450 lm/m

CRI CRI>80  en CRI>90

Beam angle 120°

Product information

Input voltage 24V

Real length role 5m

Width 8mm

Max. connection length 5m

Cuttable length 6 LED’s (100mm)

LED/m 60 LED's/m 120 LED's/m 168 LED's/m 

Power/m 7,2W/m 14,4W/m 20,2W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1153 Extro - LED strip - CRI>80 3000K 7,2W/m 645 Lm/m 60 LED's/m 

2.21.1157 Extro - LED strip - CRI>80 3000K 14,4W/m 1135 Lm/m 60 LED's/m 

2.21.1161 Extro - LED strip - CRI>80 3000K 14,4W/m 1357 Lm/m 120 LED's/m

2.21.1169 Extro - LED strip - CRI>80 3000K 20,2W/m 1743 Lm/m 168 LED's/m 

2.21.1200 Extro - LED strip - CRI>90 3000K 14,4W/m 1265 Lm/m 120 LED's/m 

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1154 Extro - LED strip - CRI>80 4000K 7,2W/m 655 Lm/m 60 LED's/m 

2.21.1158 Extro - LED strip - CRI>80 4000K 14,4W/m 1140 Lm/m 60 LED's/m

2.21.1162 Extro - LED strip - CRI>80 4000K 14,4W/m 1421 Lm/m 120 LED's/m

2.21.1170 Extro - LED strip - CRI>80 4000K 20,2W/m 1797 Lm/m 168 LED's/m 

Extro
LED strip

Product information

Input voltage 24V

Real length 4m

Width 12mm

Max. connection length 4 meters single ended

LED/m 224LED's/m

Power/m 11,52W/m

Cuttable length Cuttable every 14 LEDs  (63mm)

Aves - LED strip Dim to warm CRI>90

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1554 Aves - LED strip Dim to warm 1800-2700K 11,52W/m 1000 lm/m 224LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1555 Aves - LED strip Dim to warm 2200-3000K 11,52W/m 1100 lm/m 224LED's/m

Aves
LED strip Dim to warm

Photometrics

CCT 1800-2700K 2200-3000K

Lumen/meter 1000lm/m 1100lm/m

CRI CRI>90

Beam angle 120˚

https://lumiparts.nl/en/products/led-strips/led-strips/extro/extro/groups/g+c+n+a+view
https://lumiparts.nl/en/products/led-strips/led-strips/aves/aves/groups/g+c+n+a+view
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Elus - LED strip Performer series CRI>90

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1559 Elus - LED strip Performer series 2700K 4,8W/m 539lm/m 80 LED's/m

2.21.1566 Elus - LED strip Performer series 2700K 7,2W/m 709lm/m 80 LED's/m

2.21.1573 Elus - LED strip Performer series 2700K 9,6W/m 1082lm/m 160LED's/m

2.21.1580 Elus - LED strip Performer series 2700K 11,52W/m 1238lm/m 160LED's/m

2.21.1587 Elus - LED strip Performer series 2700K 14,4W/m 1508lm/m 160LED's/m

2.21.1594 Elus - LED strip Performer series 2700K 19,2W/m 2540lm/m 160LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1560 Elus - LED strip Performer series 3000K 4,8W/m 537lm/m 80 LED's/m

2.21.1567 Elus - LED strip Performer series 3000K 7,2W/m 831lm/m 80 LED's/m

2.21.1574 Elus - LED strip Performer series 3000K 9,6W/m 1067lm/m 160LED's/m

2.21.1581 Elus - LED strip Performer series 3000K 11,52W/m 1247lm/m 160LED's/m

2.21.1588 Elus - LED strip Performer series 3000K 14,4W/m 1545lm/m 160LED's/m

2.21.1595 Elus - LED strip Performer series 3000K 19,2W/m 2695lm/m 160LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1561 Elus - LED strip Performer series 3500K 4,8W/m 571lm/m 80 LED's/m

2.21.1568 Elus - LED strip Performer series 3500K 7,2W/m 835lm/m 80 LED's/m

2.21.1575 Elus - LED strip Performer series 3500K 9,6W/m 1223lm/m 160LED's/m

2.21.1582 Elus - LED strip Performer series 3500K 11,52W/m 1376lm/m 160LED's/m

2.21.1589 Elus - LED strip Performer series 3500K 14,4W/m 1583lm/m 160LED's/m

2.21.1596 Elus - LED strip Performer series 3500K 19,2W/m 2747lm/m 160LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1562 Elus - LED strip Performer series 4000K 4,8W/m 565lm/m 80 LED's/m

2.21.1569 Elus - LED strip Performer series 4000K 7,2W/m 835lm/m 80 LED's/m

2.21.1576 Elus - LED strip Performer series 4000K 9,6W/m 1335lm/m 160LED's/m

2.21.1583 Elus - LED strip Performer series 4000K 11,52W/m 1432lm/m 160LED's/m

2.21.1590 Elus - LED strip Performer series 4000K 14,4W/m 1647lm/m 160LED's/m

2.21.1597 Elus - LED strip Performer series 4000K 19,2W/m 2764lm/m 160LED's/m

Elus - LED strip Performer series CRI>80

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1556 Elus - LED strip Performer series 2700K 4,8W/m 551lm/m 80 LED's/m

2.21.1563 Elus - LED strip Performer series 2700K 7,2W/m 876lm/m 80 LED's/m

2.21.1570 Elus - LED strip Performer series 2700K 9,6W/m 1099lm/m 160LED's/m

2.21.1577 Elus - LED strip Performer series 2700K 11,52W/m 1279lm/m 160LED's/m

2.21.1584 Elus - LED strip Performer series 2700K 14,4W/m 1576lm/m 160LED's/m

2.21.1591 Elus - LED strip Performer series 2700K 19,2W/m 2570lm/m 160LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1557 Elus - LED strip Performer series 3000K 4,8W/m 591lm/m 80 LED's/m

2.21.1564 Elus - LED strip Performer series 3000K 7,2W/m 828lm/m 80 LED's/m

2.21.1571 Elus - LED strip Performer series 3000K 9,6W/m 1122lm/m 160LED's/m

2.21.1578 Elus - LED strip Performer series 3000K 11,52W/m 1289lm/m 160LED's/m

2.21.1585 Elus - LED strip Performer series 3000K 14,4W/m 1629lm/m 160LED's/m

2.21.1592 Elus - LED strip Performer series 3000K 19,2W/m 2750lm/m 160LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1558 Elus - LED strip Performer series 4000K 4,8W/m 600lm/m 80 LED's/m

2.21.1565 Elus - LED strip Performer series 4000K 7,2W/m 874lm/m 80 LED's/m

2.21.1572 Elus - LED strip Performer series 4000K 9,6W/m 1166lm/m 160LED's/m

2.21.1579 Elus - LED strip Performer series 4000K 11,52W/m 1401lm/m 160LED's/m

2.21.1586 Elus - LED strip Performer series 4000K 14,4W/m 1770lm/m 160LED's/m

2.21.1593 Elus - LED strip Performer series 4000K 19,2W/m 2850lm/m 160LED's/m

Photometrics

CCT 2700K 3000K 3500K 4000K

Lumen/m 551lm/m - 2764lm/m

CRI CRI>80 and CRI>90

Beam angle 120˚

Product information

Input voltage 24V

Reel length 5m

Width 10mm

Max. connection length 5m

LED/m 80 LED's/m 160LED's/m

Cuttable length 8LED's (100mm) 8 LED’s (50mm)

Power/m 4,8W/m 7,2W/m  9,6W/m 11,52W/m 14,4W/m 19,2W/m

Elus
LED strip Performer series

160 LED’s/m80 LED’s/m

https://lumiparts.nl/en/products/led-strips/led-strips/elus/elus/groups/g+c+n+a+view
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Trivi - LED strip Performer series CRI>90

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1598 Trivi - LED strip Designer series  1800K 16,42W/m 975lm/m 266LED's/m

Photometrics

CCT 1800K/2200K/2500K/2700K/3000K/3500K/4000K

Lumen/m 975lm/m - 1445lm/m

CRI CRI>90

Beam angle 120˚

Product information

Input voltage 24V

Reel length 4m

Width 10mm

Max. connection length 4m

Cuttable length 7 LED’s (26,3mm)

LED/m 266LED's/m

Power/m 16,42W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1599 Trivi - LED strip Designer series  2200K 16,42W/m 1167lm/m 266LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1600 Trivi - LED strip Designer series  2500K 16,42W/m 1379lm/m 266LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1601 Trivi - LED strip Designer series  2700K 16,42W/m 1296lm/m 266LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1602 Trivi - LED strip Designer series  3000K 16,42W/m 1413lm/m 266LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1603 Trivi - LED strip Designer series  3500K 16,42W/m 1445lm/m 266LED's/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1604 Trivi - LED strip Designer series  4000K 16,42W/m 1435lm/m 266LED's/m

Trivi
LED strip Designer serie

Photometrics

CCT RGB+2700K RGB+ 3000K RGB+ 4000K

Lumen/meter 550lm/m 700lm/m

CRI CRI>90

Beam angle 120˚

Product information

Input voltage 24V

Reel lenght 5m 4m

Width 10mm 12mm

Max. connection length 5m 4m

LED/m 84/m

Power/m 13,44W/m 19,2W/m

Cuttable length Cuttable every 6LEDs

Min. cuttable  length 71,5mm

Rius - LED strip RGBW 13,44W/m

Article No. Product name CCT CRI W/m Lm/m LED’s/m

2.21.1638 Rius - LED strip RGBW RGB+ 2700K CRI>90 13,44W/m 550lm/m 84led/m

Rius
LED strip RGBW

Article No. Product name CCT CRI W/m Lm/m LED’s/m

2.21.1639 Rius - LED strip RGBW RGB+ 3000K CRI>90 13,44W/m 550lm/m 84led/m

Article No. Product name CCT CRI W/m Lm/m LED’s/m

2.21.1640 Rius - LED strip RGBW RGB+ 4000K CRI>90 13,44W/m 550lm/m 84led/m

Rius - LED strip RGBW 19,2W/m

Article No. Product name CCT CRI W/m Lm/m LED’s/m

2.21.1641 Rius - LED strip RGBW RGB+ 2700K CRI>90 19,2w/m 700lm/m 84/m

Article No. Product name CCT CRI W/m Lm/m LED’s/m

2.21.1642 Rius - LED strip RGBW RGB+ 3000K CRI>90 19,2w/m 700lm/m 84/m

Article No. Product name CCT CRI W/m Lm/m LED’s/m

2.21.1643 Rius - LED strip RGBW RGB+ 4000K CRI>90 19,2w/m 700lm/m 84/m

https://lumiparts.nl/en/products/led-strips/led-strips/trivi/trivi/groups/g+c+n+a+view
https://lumiparts.nl/en/products/led-strips/led-strips/rius/rius/groups/g+c+n+a+view
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Photometrics

CRI >80Ra

CCT 2700K                   3000K                4000K

Lumen/meter 190-230lm/m 400-460lm/m

Beam angle 120˚

Product information

Input voltage 24V

Reel lenght 5m

Width 8mm

LED/m 60LED's/m                                                             120LED’s/m

Power/m 9,6W/m 14,4W/m

Cuttable length Cuttable every 6 LEDs

Min. cuttable  length 10cm

Max. connection length 15m                                                                           12m

Lupareel - LED strip 4,8W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1176 LED strip LupaReel warm white 60LED/m 4.8W/m 2700K 4,8W/m 190lm/M 60LED/m

2.21.1177 LED strip LupaReel warm white 60LED/m 4.8W/m 3000K 4,8W/m 210lm/M 60LED/m

2.21.1178 LED strip LupaReel natural white 60LED/m 4.8W/m 4000K 4,8W/m 230lm/M 60LED/m

Lupareel
LED strip basic

Lupareel - LED strip 9,6W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1180 LED strip LupaReel warm white 120LED/m 9.6W/m 2700K 9,6W/m 400lm/M 120LED/m

2.21.1181 LED strip LupaReel warm white 120LED/m 9.6W/m 3000K 9,6W/m 420lm/M 120LED/m

2.21.1182 LED strip LupaReel natural white 120LED/m 9.6W/m 4000K 9,6W/m 460lm/M 120LED/m

Photometrics

CCT RGB

Lumen/meter 330lm/m 485lm/m

Beam angle 120˚

Product information

Input voltage 24V

Reel lenght 5m

Width 10mm

Max. connection length 5m 4m

LED/m 60LED's/m

Power/m 9W/m 14,4W/m

Cuttable length Cuttable every 6 LEDs (100mm)

Min. cuttable  length 10cm

Nevia - LED strip RGB 9W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1636 Nevia - LED strip RGB 9W/m RGB 9W/m 330lm/M 60LED/m

Nevia
LED strip RGB

Nevia - LED strip RGB 14,4W/m

Article No. Product name CCT W/m Lm/m LED’s/m

2.21.1637 Nevia - LED strip RGB 14,4W/m RGB 14,4W/m 485lm/M 60LED/m

https://lumiparts.nl/en/products/led-strips/led-strips/nevia/nevia/groups/g+c+n+a+view
https://lumiparts.nl/en/products/led-strips/led-strips/lupareel/groups/g+c+n+view


203 204

LED PROFILES
OVERVIEW
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IS IT A 
MATCH? 

LED Strips & LED Profiles
Combination card
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Alupro LED profile 

XLH Plus

PROFILES AND ENDCAPS

Aluminum White Black

2.01.1024 2.01.1330 2.01.1331 Alupro LED profile XLH Plus + cover PC opal surface mounted 2,5m incl. fall protection

2.01.1025 2.01.1333 2.01.1332 Alupro LED profile XLH Plus endcap die-cast, closed (2 pieces) for profile surface mounted

Product name Alupro LED profile corner XLH Plus

Color Aluminum, white and black

Length 2,5m

Width 50mm

Height 75mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1026 Alupro LED profile XLH Plus  mounting clip for profile surface mounted 2,5m and pendant extension rod

2.01.1027 Alupro LED profile XLH Plus Connection clip (2 pieces) 

2.01.1041 Suspension set for Alupro Plus XLH,XLM,XLS,XLW LED 

Product name Alupro LED profile corner XLH Plus

Color Aluminum, white and black

Length 2,5m

Width 50mm

Height 75mm

Max. LED strip power 28,8 W/m

PROFILES AND ENDCAPS

Aluminum White Black

2.01.1463 2.01.1470 2.01.1471 Alupro LED profile XLH up/down + cover PC opal surface mounted 2,5m incl. fall protection

2.01.1464 2.01.1472 2.01.1473 Alupro LED profile XLH up/down endcap die-cast, closed (2 pieces) for profile surface mounted

COVERS AND MOUNTING CLIPS

Article No.

2.01.1026 Alupro LED profile XLH up/down  mounting clip for profile surface mounted 2,5m and pendant extension rod

2.01.1027 Alupro LED profile XLH up/down Connection clip (2 pieces) 

2.01.1041 Suspension set for Alupro Plus XLH up/down

Alupro LED profile 

XLH Plus Up/Down

SURFACE
LED PROFILES
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Alupro LED profile 

Click cover round

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0650 - - Alupro LED profile click cover round 2m

2.01.0652 - - Alupro LED profile click cover round endcap closed round

2.01.0651 - - Alupro LED profile click cover round endcap open Round

Product name Alupro LED profile click cover round

Color Aluminum

Length 2m

Width 20,2mm

Height 19,7mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0643 Alupro LED profile click cover round PMMA opal 2m

2.01.0644 Alupro LED profile click cover round PMMA matt 2m

2.01.0645 Alupro LED profile click cover round PMMA transparent 2m

Alupro LED profile 

Click cover square

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0650 - - Alupro LED profile click cover square 2m

2.01.0654 - -  30mm endcap closed square

2.01.0653 - - 30mm endcap open square

Product name Alupro LED profile click cover square

Color Aluminum

Length 2m

Width 16,9mm

Height 20,2mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0646 Alupro LED profile click cover square PMMA opal 2m

2.01.0647 Alupro LED profile click cover square PMMA matt 2m

2.01.0648 Alupro LED profile click cover square PMMA transparent 2m

Alupro LED profile 

Click cover PMMA lens 60° 

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0650 - - Alupro LED profile click cover round 2m

2.01.0656 - - Alupro LED profile click cover PMMA lens 60° endcap closed

2.01.0655 - - Alupro LED profile click cover PMMA lens 60° endcap open

Product name Alupro LED profile click cover PMMA lens 60° 

Color Aluminum

Length 2m

Width 19,7mm

Height 16,2mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0649 Alupro LED profile click cover PMMA lens 60° transparent 2m

Alupro LED profile 

Wide surface mounted

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0660 2.01.1338 2.01.1339 Alupro LED profile wide surface mounted 2m

2.01.0664 2.01.1340 2.01.1341 Alupro LED profile wide surface mounted endcap closed

2.01.0665 2.01.1342 2.01.1343 Alupro LED profile wide surface mounted endcap open

Product name Alupro LED profile wide surface mounted

Color Aluminum, white and black

Length 2m

Width 23mm

Height 10mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0657 Alupro LED profile wide surface mounted PMMA opal 2m

2.01.0658 Alupro LED profile wide surface mounted PMMA transparent 2m

2.01.0663 Alupro LED profile wide surface mounted mounting clip
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Alupro LED profile 

XL surface mounted

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0670 - - Alupro LED profile XL surface mounted 2m

2.01.0674 - - Alupro LED profile XL surface mounted endcap closed for profile 2m

2.01.0673 - - Alupro LED profile XL surface mounted endcap open for profile 2m

Product name Alupro LED profile XL surface mounted

Color Aluminum

Length 2m

Width 35mm

Height 34,8mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0666 Alupro LED profile XL surface mounted cover PMMA opal 2m 

2.01.0667 Alupro LED profile XL surface mounted cover PMMA matt 2m 

2.01.0668 Alupro LED profile XL surface mounted cover PMMA transparent 2m 

Alupro LED profile 

XLC Plus

PROFILES AND ENDCAPS

Aluminum White Black

2.01.1022 - - Alupro LED profile XLC Plus + cover PC opal surface mounted 2,5m

2.01.1023 - - Alupro LED profile XLC Plus endcap closed (2 pieces) for profile surface mounted

Product name Alupro LED profile XLC Plus 

Color Aluminum

Length 2m

Width 30mm

Height 32mm

Max. LED strip power 24 W/m

Alupro LED profile 

XLS Plus

PROFILES AND ENDCAPS

Aluminum White Black

2.01.1035 2.01.1334 2.01.1335 Alupro LED profile XLS Plus + cover PC opal surface mounted 2m

2.01.1036 2.01.1336 2.01.1337 Alupro LED profile XLS Plus endcap aluminum closed (2 pieces) for profile surface mounted

Product name Alupro LED profile XLS Plus

Color Aluminum, white and black

Length 2m

Width 35mm

Height 35mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1033 Alupro LED profile XLR/XLS Plus connection clip (2 pieces) 

2.01.1037 Alupro LED profile XLS Plus mounting clip for profile surface mounted 2m and pendant extension rod

2.01.1041 Suspension set for Alupro  XLH,XLM,XLS,XLW LED Plus

Alupro LED profile 

XLM Plus

PROFILES AND ENDCAPS

Aluminum White Black

2.01.1028 - - Alupro LED profile XLM Plus + cover PC opal surface mounted 2,5m incl. fall protection

2.01.1029 - - Alupro LED profile XLM Plus endcapdie-cast closed (2 pieces) for profile surface mounted

Product name Alupro LED profile XLM Plus

Color Aluminum

Length 2,5m

Width 75mm

Height 87mm

Max. LED strip power 42 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1030 Alupro LED profile XLM Plus mounting clip for profile surface mounted 2,5m and pendant extension rod

2.01.1041 Suspension set for Alupro Plus XLH,XLM,XLS,XLW LED 
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Alupro LED profile 

Corner square 16mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0625 2.01.1310 2.01.1311 Alupro LED profile corner 16mm 2m

2.01.0630 2.01.1320 2.01.1321 Alupro LED profile corner 16mm endcap closed square

2.01.0629 2.01.1318 2.01.1319 Alupro LED profile corner 16mm endcap open square

Product name Alupro LED profile corner 16mm

Color Aluminum, white and black

Length 2m

Width 16mm

Height 16mm

Max. LED strip power 14,4 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0622 Alupro LED profile corner 16mm cover square PMMA opal 2m

2.01.0623 Alupro LED profile corner 16mm cover square PMMA matt 2m

2.01.0626 Alupro LED profile corner 16mm mounting clip round and square

Alupro LED profile 

Corner round 30mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0637 2.01.1312 2.01.1313 Alupro LED profile corner 30mm 2m

2.01.0640 2.01.1324 2.01.1325 Alupro LED profile corner 30mm endcap closed round

2.01.0639 2.01.1322 2.01.1323 Alupro LED profile corner 30mm endcap open round

Product name Alupro LED profile corner 30mm

Color Aluminum, white and black

Length 2m

Width 30mm

Height 30mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0631 Alupro LED profile corner 30mm cover round PMMA opal 2m

2.01.0632 Alupro LED profile corner 30mm cover round PMMA matt 2m

2.01.0633 Alupro LED profile corner 30mm cover round PMMA transparent 2m

Alupro LED profile 

Corner square 30mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0637 2.01.1312 2.01.1313 Alupro LED profile corner 30mm 2m

2.01.0642 2.01.1328 2.01.1329 Alupro LED profile corner 30mm endcap closed square

2.01.0641 2.01.1326 2.01.1327 Alupro LED profile corner 30mm endcap open square

Product name Alupro LED profile corner 30mm

Color Aluminum, white and black

Length 2m

Width 30mm

Height 30mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0634 Alupro LED profile corner 30mm cover square PMMA opal 2m

2.01.0635 Alupro LED profile corner 30mm cover square PMMA matt 2m

2.01.0636 Alupro LED profile corner 30mm cover square PMMA transparent 2m

Alupro LED profile 

Corner round 16mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0625 2.01.1310 2.01.1311 Alupro LED profile corner 16mm 2m

2.01.0628 2.01.1316 2.01.1317 Alupro LED profile corner 16mm endcap closed round

2.01.0627 2.01.1314 2.01.1315 Alupro LED profile corner 16mm endcap open round

COVERS AND MOUNTING CLIPS

Article No.

2.01.0619 Alupro LED profile corner 16mm cover round PMMA opal 2m

2.01.0620 Alupro LED profile corner 16mm cover round PMMA matt 2m

2.01.0626 Alupro LED profile corner 16mm mounting clip round and square

Product name Alupro LED profile corner 16mm

Color Aluminum, white and black

Length 2m

Width 16 mm

Height 16mm

Max. LED strip power 14,4 W/m
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Product name Alupro LED profile Original

Color Aluminum

Length 2m

Width 21,2mm

Height 19,5mm

Max. LED strip power 14,4W/m

Alupro LED profile 

Original

PROFILES AND ENDCAPS

Article Number Product Name

2.01.0489 Alupro LED profile aluminium 2m 

2.01.0490 Alupro LED cover PMMA opal 2m

2.01.0491 Alupro LED cover PMMA transparent 2m

2.01.0492 Alupro LED end cap closed

2.01.0493 Alupro LED end cap open

2.01.0494 Alupro LED mounting clip

2.01.0495 Alupro LED connector aluminium

Alupro LED profile 

Curve surface mounted 
8mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0609 2.01.1295 2.01.1294 Alupro LED profile curve aluminum 2m surface mounted 8mm

2.01.0615 2.01.1302 2.01.1303 Alupro LED profile curve endcap closed for profile 2m surface mounted 8mm

2.01.0614 2.01.1306 2.01.1307 Alupro LED profile curve endcap open for profile 2m surface mounted 8mm

Product name Alupro LED profile curve surface mounted 8mm

Color Aluminum, white and black

Length 2m

Width 17,2mm

Height 8mm

Max. LED strip power 14,4 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0607 Alupro LED profile curve cover PMMA lens 60° 2m 

2.01.0605 Alupro LED profile curve cover PMMA matt 2m 

2.01.0604 Alupro LED profile curve cover PMMA opal 2m 

2.01.0606 Alupro LED profile curve cover PMMA transparent 2m 

2.01.0613 Alupro LED profile curve mounting clip for profile 2m surface mounted 8mm & 15mm

Curve surface mounted 
15mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0611 2.01.1296 2.01.1297 Alupro LED profile curve aluminum 2m surface mounted 15mm

2.01.0618 2.01.1304 2.01.1305 Alupro LED profile curve endcap closed for profile 2m surface mounted 15mm

2.01.0617 2.01.1308 2.01.1309 Alupro LED profile curve endcap open for profile 2m surface mounted 15mm

Product name Alupro LED profile curve surface mounted 8mm

Color Aluminum, white and black

Length 2m

Width 17,2mm

Height 15,3mm

Max. LED strip power 14,4 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0607 Alupro LED profile curve cover PMMA lens 60° 2m 

2.01.0605 Alupro LED profile curve cover PMMA matt 2m 

2.01.0604 Alupro LED profile curve cover PMMA opal 2m 

2.01.0606 Alupro LED profile curve cover PMMA transparent 2m 

2.01.0613 Alupro LED profile curve mounting clip for profile 2m surface mounted 8mm & 15mm

Alupro LED profile 

 Stairs R Plus

PROFILES AND ENDCAPS

Aluminum White Black

- - 2.01.1020 Alupro LED profile Stairs R Plus + cover PC opal surface mounted 2m

- - 2.01.1021 Alupro LED profile Stairs R Plus endcap (2 pieces, 1 open, 1 closed) for profile surface mounted

Product name Alupro LED profile Stairs R Plus

Color Black

Length 2m

Width 65mm

Height 27,5mm

Max. LED strip power 14,4 W/m

Alupro LED profile 

Product name Alupro LED profile XLW

Color Aluminum

Length 2,5m

Width 50mm

Height 35mm

Max. LED strip power 28W/m

Alupro LED profile 

XLW Plus

PROFILES AND ENDCAPS

Article Number Product Name

2.01.1038 Alupro Plus XLW LED profile + cover PC opal 2.5m

2.01.1039 Alupro Plus XLW LED profile endcap closed (2 pieces for surface mounted profile)

2.01.1040 Alupro Plus XLM LED profile mounting clip (suitable for surface or pendant mounting)

2.01.1041 Alupro Plus XLM suspension cable set 2m
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Alupro LED profile 

XL recessed

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0669 - - Alupro LED profile XL recessed aluminum 2m

2.01.0672 - - Alupro LED profile XL recessed endcap closed for profile 2m

2.01.0671 - - Alupro LED profile XL recessed endcap open for profile 2m

Product name Alupro LED profile XL recessed

Color Aluminum

Length 2m

Width 35mm

Height 34,8mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0666 Alupro LED profile XL cover PMMA opal 2m 

2.01.0667 Alupro LED profile XL cover PMMA matt 2m 

2.01.0668 Alupro LED profile XL cover PMMA transparent 2m 

2.01.0745 Alupro LED profile XL recessed mounting clip for profile 2m

Alupro LED profile 

XLR Plus

PROFILES AND ENDCAPS

Aluminum White Black

2.01.1031 - - Alupro LED profile XLR Plus + cover PC opal recessed 2m

2.01.1032 - - Alupro LED profile XLR Plus endcap closed (2 pieces) for profile recessed

Product name Alupro LED profile XLR Plus

Color Aluminum

Length 2m

Width 50mm

Height 35mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1033 Alupro LED profile XLR/XLR Plus Connection clip (2 pieces) 

2.01.1034 Alupro LED profile XLR Plus spring for profile recessed 2m 

Alupro LED profile 

Wide recessed

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0659 - - Alupro Wide LED profile aluminum 2m recessed

2.01.0662 - - Alupro Wide LED end cap closed for profile 2m

2.01.0661 - - Alupro Wide LED end cap open for profile 2m

Product name Alupro LED profile wide recessed

Color Aluminum

Length 2m

Width 23mm

Height 10mm

Max. LED strip power 28,8 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0657 Alupro LED profile wide recessed PMMA opal 2m

2.01.0658 Alupro LED profile wide recessed PMMA transparent 2m

RECESSED
LED PROFILES
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Alupro LED profile 

Plus Plaster W

PROFILES AND ENDCAPS

Aluminum White Black

2.01.1018 - - Alupro LED profile Plus Plaster W + cover PC opal Trimless 2m

2.01.1019 - - Alupro LED profile Plus Plaster W endcap (2 pieces, 1 open, 1 closed) for profile Trimless

Product name Alupro LED profile Plus Plaster W

Color Aluminum

Length 2m

Width 61,5mm

Height 14mm

Max. LED strip power 24 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1270 Alupro LED profile Plus Plaster W cover PC opal 2m

Alupro LED profile 

Plus Plaster S

PROFILES AND ENDCAPS

Article No. Product Name.

2.01.1016 Alupro LED profile Plus Plaster S + cover PC opal Trimless 2m

2.01.1017 Alupro LED profile Plus Plaster S endcap (2 pieces, 1 open, 1 closed) for profile Trimless

Product name Alupro LED profile Plus Plaster S

Color Aluminum

Length 2m

Width 52,1mm

Height 13,3mm

Max. LED strip power 9,6 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1269 Alupro LED profile Plus Plaster S cover PC opal 2m

Alupro LED profile 

Curve recessed 15 mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0610 2.01.1292 2.01.1293 Alupro LED profile curve aluminum 2m recessed 15mm 

2.01.0616 2.01.1300 2.01.1301 Alupro LED profile curve endcap closed for profile 2m recessed 15mm

2.01.0617 2.01.1308 2.01.1309 Alupro LED profile curve endcap open for profile 2m surface mounted 15mm

Product name Alupro LED profile curve recessed 15mm

Color Aluminum, white and black

Length 2m

Width 23,3mm

Height 15,3mm

Max. LED strip power 14,4 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0607 Alupro LED profile curve cover PMMA lens 60° 2m 

2.01.0605 Alupro LED profile curve cover PMMA matt 2m 

2.01.0604 Alupro LED profile curve cover PMMA opal 2m 

2.01.0606 Alupro LED profile curve cover PMMA transparent 2m 

Alupro LED profile 

Curve recessed 8 mm

PROFILES AND ENDCAPS

Aluminum White Black

2.01.0608 2.01.1290 2.01.1291 Alupro LED profile curve aluminum 2m recessed 8mm 

2.01.0612 2.01.1299 2.01.1298 Alupro LED profile curve endcap closed for profile 2m recessed 8mm

2.01.0614 2.01.1306 2.01.1307 Alupro LED profile curve endcap open for profile 2m surface mounted 8mm

Product name Alupro LED profile curve recessed 8mm

Color Aluminum, white and black

Length 2m

Width 23,3mm

Height 8mm

Max. LED strip power 14,4 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0607 Alupro LED profile curve cover PMMA lens 60° 2m 

2.01.0605 Alupro LED profile curve cover PMMA matt 2m 

2.01.0604 Alupro LED profile curve cover PMMA opal 2m 

2.01.0606 Alupro LED profile curve cover PMMA transparent 2m 
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Alupro Round V2 

Pendant 40mm

PROFILES AND ENDCAPS

Article No.

2.01.1414 Alupro Round V2 LED  40mm profiel aluminium 2m incl. opaal afscherming pc

2.01.1415 Alupro Round V2 LED  40mm eindkap gesloten

2.01.1416 Alupro Round V2 LED  40mm montageclip

Product name Alupro LED profile round V2 Pendant 40mm

Color Aluminum

Length 2m

Diameter 40mm

Max. LED strip power 30 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1423 Pendelset voor Alupro Round V2 LED 2,5m

2.01.1449 Koppelstuk aluminium Alupro Round V2 LED

Alupro Round V2 

Pendant 100mm

PROFILES AND ENDCAPS

Article No.

2.01.1420 Alupro Round V2 LED 100mm profiel aluminium 2m incl. afscherming PC opaal

2.01.1421 Alupro Round V2 LED 100mm eindkap gesloten

2.01.1422 Alupro Round V2 LED 100mm montageclip

Product name Alupro round V2 pendant 100mm

Color Aluminum

Length 2m

Diameter 100mm

Max. LED strip power 50 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.0607 Alupro LED profile curve cover PMMA lens 60° 2m 

2.01.0605 Alupro LED profile curve cover PMMA matt 2m 

Alupro Round V2 

Pendant 60 mm

PROFILES AND ENDCAPS

Article No.

2.01.1417 Alupro Round V2 LED  60mm profiel aluminium 2m

2.01.1418 Alupro Round V2 LED  60mm eindkap gesloten

2.01.1419 Alupro Round V2 LED  60mm montageclip

Product name Alupro Round V2 Pendant 60mm

Color Aluminum

Length 2m

Diameter 60mm

Max. LED strip power 60 W/m

COVERS AND MOUNTING CLIPS

Article No.

2.01.1423 Pendelset voor Alupro Round V2 LED 2,5m

2.01.1449 Koppelstuk aluminium Alupro Round V2 LED

PENDANT
LED PROFILES
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DALI drivers
Constant voltage

Input Voltage 230V AC

Output Voltage 24V

Output Current -

Output Power 60-320W

Power Factor >0,9

Cooling Passive

LED Connection Parallel connection

Dimmable with DALI

Article No. Power Voltage Power factor IP value Length Width Height

3.10.0527 DALI/0-10V/1-10V/Push Dim Interface 12/24V 0W 12/24V 0,96 IP20 138mm 40mm 28,5mm

3.10.0803 LED Driver CV PT box 30W 24V 0,96 IP20 164mm 41mm 35mm

3.10.0533 LED Driver CV Powerbox 100W 24V 0,96 IP20 207mm 76mm 35mm

3.10.0801 LED Driver CV Powerbox 150W 24V 0,96 IP20 207mm 76mm 35mm

3.10.0802 LED Driver CV Powerbox 200W 24V 0,96 IP20 207mm 76mm 35mm

3.10.0804 LED Driver CV Tunable White 2 kanaals 100W 24V 0,96 IP20 207mm 76mm 35mm

3.10.0733 LED Driver CV Idis ELG 75W 24V 0,95 IP67 180mm 63mm 35,5mm

3.10.0796 LED Driver CV Idis ELG 100W 24V 0,95 IP67 199mm 63mm 35,5mm

3.10.0542 LED Driver CV Idis ELG 150W 24V 0,95 IP67 219mm 35,5mm 63mm

3.10.0543 LED Driver CV Idis ELG 240W 24V 0,95 IP67 244mm 71mm 37,5mm

Casambi
Constant voltage

Input Voltage 230V AC

Output Voltage 24V

Output Current -

Output Power 60-320W

Power Factor >0,9

Cooling Passive

LED Connection Parallel connection

Article No. Power Voltage Power factor IP value Length Width Height

3.10.0806 Casambi Dim Interface C-3100 1 Channel 230V 0W 12/24V 0,93 IP20 56mm 22mm 36mm

3.10.0807 Casambi Dim Interface C-4027 4 Channels 12/24V 144W 12/24V 0,93 IP20 73mm 18mm 30mm

3.10.0808 LED Driver CV RGBOX 24V 100W RGB+W DALI 100W 24V 0,96 IP20 207mm 76mm 35mm

3.10.0804 LED Driver CV TW 24V DC 100W 2 Channels, DALI 100W 24V 0,9 IP20 207mm 76mm 35mm

DRIVERS &
CONTROLS
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RF single color/RGB
Constant voltage

Input Voltage 12-36V DC

Output Voltage 12-36V DC

Output Current -

Output Power 480W

Power Factor >0,9

Cooling Passive

LED Connection Parallel Connection

Dimmable with RF

Article No. Length Width Height

3.10.0422 ModuLED Control, RF 12/24V 4 channel controller 46mm 178mm 18mm

3.10.0423 Remote control RF ModuLED DIM Control 5 zones 136,3mm 38,9mm 10,7mm

3.10.0424 Remote control RF ModuLED DIM Control 8 zones 131,4mm 43,8mm 24,3mm

3.10.0425 Turn wall control RF ModuLED DIM Control 1 zone 86mm 86mm 29,1mm

3.10.0427 Touch wall control RF ModuLED DIM Control 1 zone 86mm 86mm 41mm

3.10.0428 Touch wall control RF ModuLED RGB Control 1 zone 86mm 86mm 41mm

3.10.0810 Remote control RF Slide ModuLED DIM Control 1 zone 141mm 35mm 141mm

3.10.0811 Remote control RF Slide ModuLED DIM Control 1 zone Tunable White 141mm 35mm 141mm

3.10.0812 Remote control RF ModuLED Control 4 zone Tunable White 120mm 55mm 120mm

3.10.0809 Touch wall control RF ModuLED DIM CCT Control 86mm 86mm 29,1mm

3.10.0809 -  

Triac dimmable
Constant voltage

Article No. Power Voltage Power factor IP value Length Width Height

3.10.0797 LED Driver 24V DC 30W MDE60 phase cut dimmable 30W 24V 0,96 IP20 165mm 41mm 38mm

3.10.0748 LED Driver 24V DC 60W MDE60 phase cut dimmable 60W 24V 0,96 IP20 206mm 51mm 36mm

Input Voltage 230V AC

Output Voltage 24V

Output Current -

Output Power 60-320W

Power Factor >0,9

Cooling Passive

Dimmable with Triac

LED Connection Parallel connection

On-off drivers
Constant voltage

Article No. Power Voltage Power factor IP value Length Width Height

3.10.0284 LED Driver CV Idis LPV 35W 24V >0,9 IP67 148mm 40mm 30mm

3.10.0304 LED Driver CV Idis LPV 60W 24V >0,9 IP67 162,5mm 42,5mm 32mm

3.10.0305 LED Driver CV Idis LPV 100W 24V >0,9 IP67 190mm 52mm 37mm

3.10.0505 LED Driver CV Idis LPV 150W 24V >0,9 IP67 191mm 63mm 37,5mm

3.01.0296 LED Driver CV Idis 240W 24V >0,9 IP65 244mm 71mm 37,5mm

3.10.0454 LED Driver CV Idis HLG 320W 24V >0,9 IP67 252mm 90mm 43,8mm

3.10.0127 LED Driver PDV24 19W 24V >0,96 IP20 138mm 40mm 28,5mm

3.10.0163 LED Driver FB30 30W 24V >0,96 IP20 117mm 75mm 20mm

3.10.0165 LED Driver DC MD60 60W 24V >0,96 IP20 206mm 51mm 36mm

3.10.0206 LED Driver DC MD70 70W 24V >0,96 IP20 206mm 51mm 36mm

3.10.0587 LED Driver CV Powerbox Maxi DC 100W 24V >0,96 IP20 207mm 76mm 35mm

3.10.0323 LED Driver CV Powerbox Maxi DC 150W 24V >0,96 IP20 207mm 76mm 35mm

Input Voltage 230V AC

Output Voltage 24V

Output Current -

Output Power 60-320W

Power Factor >0,9

Cooling Passive

LED Connection Parallel connection 3.10.0305 - LED Driver CV Idis LPV 
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1-10V
Constant voltage

Article No. Power Voltage Power factor IP value Length Width Height

3.10.0527 DALI/0-10V/1-10V/Push Dim Interface 0W 12/24V 0,93 IP20 138mm 40mm 28,5mm

3.10.0798 LED Driver MDR45 45W 24V 0,96 IP20 206mm 51mm 36mm

3.10.0233 LED Driver MDR60 60W 24V 0,96 IP20 206mm 51mm 36mm

3.10.0533 LED Driver CV Powerbox 100W 24V 0,96 IP20 207mm 76mm 35mm

3.10.0507 LED Driver CV Idis ELG 100W 24V 0,96 IP67 199mm 63mm 35mm

3.10.0508 LED Driver CV Idis HLG 240W 24V 0,96 IP67 244mm 71mm 37mm

3.10.0527 - DALI/0-10V/1-10V/Push Dim Interface 

Input Voltage 230V AC

Output Voltage 24V

Output Current -

Output Power 60-320W

Power Factor >0,9

Cooling Passive

LED Connection Parallel connection
ACCESSORIES
OVERVIEW
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5.01.03495.01.0248 5.01.0350

Lupa-con T-Splitter
EPCOM/3

Article No.  Product Name Type Color Ends

5.01.0248 Lupa-con T-Splitter 3-fold Black 1 x Male 2 x Female

5.01.0349 Lupa-con T-Splitter 4-fold Black 1 x Male 3 x Female

5.01.0350 Lupa-con T-Splitter 6-fold Black 1 x Male 5 x Female

Lupa-con Connector
EPCOM/3 

Article No. Product Name Color Ends

5.01.0301 Lupa-con EPCOM/3 Connector Flat Black Female

5.01.0302 Lupa-con EPCOM/3 Connector Flat Black Male

MaleFemale

Lupa-con Connector
EPCOM/2

Article No. Product Name Color Ends

5.01.0383 Lupa-con EPCOM/2 Connector Flat Black Female

5.01.0384 Lupa-con EPCOM/2 Connector Flat Black Male

Female Male

Lupa-con Connection Cable
EPCOM/2

Article No. Product Name Wire Size Lenght Color Ends

5.03.0494 Lupa-con Connection Cable EPCOM/2 2x 0.5mm² 0.2m Black Faston EPCOM/2 Female

5.03.0495 Lupa-con Connection Cable EPCOM/2 2x 0.5mm² 0.4m Black Solder EPCOM/2 Male

Female Male

Strain Relief
Lupa-con

Article No. Product Name Color

5.01.0365 Lupa-con Strain Relief Black

3-fold2-fold

Connection Block
Lupa-con

Quik Connector

Article No. Product Name Color

3.01.0087 Quick Connector for LED spots with 3-pole connector. Black

Cable in/out not included.

Lupa-con Connection Cable
EPCOM/3

Female Male

Article No. Product Name Wire Size Lenght Color Ends

5.03.0336 Lupa-con Connection cable EPCOM/3 3x 1.5mm2 1m Black EPCOM/3 Male EPCOM/3 Female

5.03.0338 Lupa-con Connection cable EPCOM/3 3x 1.5mm2 2m Black EPCOM/3 Male EPCOM/3 Female

5.03.0340 Lupa-con Connection cable EPCOM/3 3x 1.5mm2 3m Black EPCOM/3 Male EPCOM/3 Female

5.03.0342 Lupa-con Connection cable EPCOM/3 3x 1.5mm2 5m Black EPCOM/3 Male EPCOM/3 Female

5.01.0365
Lupa-con Strain Relief

(not included)

Article No.  Product Name Type Color

5.01.0351 Lupa-con Connection Block 2-fold Black

5.01.0352 Lupa-con Connection Block 3-fold Black

5.01.0353 Lupa-con Connection Block 4-fold Black

Connection Cable
Miniplug
Male & Female

FemaleMale

Article No. Product Name Wire Size Lenght Color Ends

5.03.0473 Miniplug Connection cable 0.34mm2 2m Black Male Female

5.03.0474 Miniplug Connection cable 0.34mm2 5m Black Male Female

5.03.0475 Miniplug Connection cable 0.34mm2 6m Black Male Female

Distributor
Miniplug

2-fold 4-fold Miniplug Bridge6-fold

Article No. Product Name Cable Length Connections Bridge Number Ends

3.01.0078 Miniplug Distributor 2m 2-fold 1x bridge miniplug

3.01.0079 Miniplug Distributor 2m 2-fold 1x bridge stripped cable

3.01.0080 Miniplug Distributor 4m 2-fold 1x bridge miniplug

3.01.0081 Miniplug Distributor 2m 4-fold 2x bridge miniplug

3.01.0082 Miniplug Distributor 2m 4-fold 2x bridge stripped cable

3.01.0083 Miniplug Distributor 2m 6-fold 3x bridge miniplug

3.01.0084 Miniplug Distributor 2m 6-fold 3x bridge stripped cable
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Lupa-con Power Cable
EPCOM/3 with Schukoplug

Article No. Product Name Wire Size Lenght Color Ends

5.03.0354 Lupa-con Power Cable with Schukoplug 3x 1.5mm2 2m Black EPCOM/3 Female Schukoplug

5.03.0356 Lupa-con Power Cable with Schukoplug 3x 1.5mm2 3m Black EPCOM/3 Female Schukoplug

5.03.0358 Lupa-con Power Cable with Schukoplug 3x 1.5mm2 5m Black EPCOM/3 Female Schukoplug

SchukoplugFemale

Power Cable
Flat Europlug 
Ultrasonic

Article No. Product Name Wire Size Lenght Color

5.03.0033 Power Cable Europlug flat with Ultrasonic end 2x 0.75mm2 2m Black

5.03.0036 Power Cable Europlug flat with Ultrasonic end 2x 0.75mm2 3m Black

Flat Europlug Utlrasonic

Power Cable
Schukoplug

Article No. Product Name Wire Size Lenght Color

5.03.0004 Power Cable Angled Schukoplug 3x 0.75mm2 2m Black

5.03.0006 Power Cable Angled Schukoplug 3x 0.75mm2 3m Black

5.03.3000 Power Cable Angled Schukoplug 3x 0.75mm2 5m Black

Ultrasonic Schukoplug

Lupa-con Power Cable
EPCOM/3
Male & Female

Article No. Product Name Wire Size Lenght Color Ends

5.03.0318 Lupa-con Power Cable EPCOM/3 3x 1.5mm2 0.5m Black Ultrasonic EPCOM/3 Male

5.03.0320 Lupa-con Power Cable EPCOM/3 3x 1.5mm2 1m Black Ultrasonic EPCOM/3 Male

5.03.0322 Lupa-con Power Cable EPCOM/3 3x 1.5mm2 2m Black Ultrasonic EPCOM/3 Male

5.03.0493 Lupa-con Power Cable EPCOM/3 2x 1mm2 0.5m Black Ultrasonic EPCOM/3 Male

5.03.0302 Lupa-con Power Cable EPCOM/3 3x 1.5mm2 0.5m Black Ultrasonic EPCOM/3 Female

5.03.0304 Lupa-con Power Cable EPCOM/3 3x 1.5mm2 1m Black Ultrasonic EPCOM/3 Female

5.03.0306 Lupa-con Power Cable EPCOM/3 3x 1.5mm2 2m Black Ultrasonic EPCOM/3 Female

Male Ultrasonic

5.01.0365

Female Ultrasonic

Mounting Set
with Cable Blocker

5.02.0804 5.02.00025.02.0001 5.02.0002 5.02.00515.02.0348

Article Number Product Name Finishing

5.02.0001 Mounting part for cable blocker Chrome

5.02.0804 Mounting part for cable blocker with side hole for steel cable Chrome

5.02.0002 Cable blocker for quick mounting system for steel wire 1.5mm maximum load 12kg Chrome

5.02.0348 Cable blocker for quick mounting system with groove Nickel

5.02.0051 Nut M10 galvanized h: 3mm Galvanized

5.02.0386 5.02.0390 5.02.03505.01.0076

Article Number Product Name Finishing

5.02.0386 Steel cable top adjuster Nickel Matt

5.02.0390 Mounting threaded rod for top adjuster -

5.01.0076 Inside of terminal block with screw -

5.02.0350 Mounting for steel wire (y-split) Nickel Matt

Article Number Product Name

5.03.0107 Steel cable 2250mm d:1.5mm with end stop

5.02.0825 Steel cable 5000mm d:1.5mm with end stop

5.02.0329 Steel cable d:1.5mm per 100m role

Mounting Set

Steel Cable
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Beyond just creating the perfect lighting image and ensuring an 
optimal experience, we prioritize comfort in all aspects. This in-
cludes considerations for integration, demo boxes, and ease of 
installation. To further streamline the project process, we’ve made 
sure that our nuudo. luminaires are equipped with 3D and LDT 
files. With these files, you can effortlessly integrate the luminai-
res into popular lighting design programs like Dialux and others.





The Pandion range radiates elegance and minimalism. This nuudo. luminaire 
is enriched with impressive colour rendering and provides the highest level of 
comfort, fully reflecting the minimalist design of the Pandion.  

The design of the Pandion can be put together as desired by means of the 
various colour options. The fittings from the Pandion range are available in black 
or white and these can be combined with a gold, silver, black or white reflector.  
The various sizes make the Pandion suitable for general lighting or accent 
lighting. The Pandion is available with 3, 5 or 10 light points, which makes it 
possible to combine these variants and create an unforgettable, artistic light 
creation. 

With its elegant and minimalist design, the Pandion forms a unique eye-catcher 
and was especially designed to be used in luxury hotels, restaurants or homes.

Pandion
MINIMALISTIC ELEGANCE

02

“The comfort that these fixtures provide is top notch. We wanted to give 
our visitors the feeling of coming home, and the lighting certainly con-
tributes to this. It’s also handy and user-friendly that the fixtures can be 
controlled by multiple users via the Casambi app. This way, we can adjust 

the light to suit every occasion.” - Delighted client



Product information

Dimensions

Pandion
IN

45mm

60mm

290mm

45mm

60mm

152mm

45mm

60mm

98mm

45mm

60mm

290mm

45mm

60mm

152mm

45mm

60mm

98mm

45mm

60mm

290mm

45mm

60mm

152mm

45mm

60mm

98mm

Article No. With * indicates that the luminaire is DALI Dimmable. 

Adjustable Accessories
Article No. Product Name

5.14.0303 Reflector 24° for LED spotlight Pandion 3-lights

5.14.0305 Reflector 24° for LED spotlight Pandion 5-lights

Product  

Name  

Housing  

Color

Reflector  

Gold

Reflector  

Matt

Reflector  

White

Reflector  

Black
CCT CRI

System  

Lumen

Syste 

power

System 

Efficacy
Lens

Pandion In S White
2.11.7305 
2.11.7369*

2.11.7307 
2.11.7371*

2.11.7309 
2.11.7373*

2.11.7311 
2.11.7375*

2700K CRI90 565lm 8,5W 66lm/W 40°

Pandion In S Black
2.11.7313 
2.11.7377*

2.11.7315 
2.11.7379*

2.11.7317 
2.11.7381*

2.11.7319 
2.11.7383*

2700K CRI90 565lm 8,5W 66lm/W 40°

Pandion In S White
2.11.7321 
2.11.7385*

2.11.7323 
2.11.7387*

2.11.7325 
2.11.7389*

2.11.7327 
2.11.7391*

3000K CRI90 614lm 8,7W 70lm/W 40°

Pandion In S Black
2.11.7329 
2.11.7393*

2.11.7331 
2.11.7395*

2.11.7333 
2.11.7397*

2.11.7335 
2.11.7399*

3000K CRI90 614lm 8,7W 70lm/W 40°

Pandion In M White
2.11.7433 
2.11.7497*

2.11.7435 
2.11.7499*

2.11.7437 
2.11.7501*

2.11.7439 
2.11.7503*

2700K CRI90 921lm 12,7W 72lm/W 40°

Pandion In M Black
2.11.7441 
2.11.7505*

2.11.7443 
2.11.7507*

2.11.7445 
2.11.7509*

2.11.7447 
2.11.7511*

2700K CRI90 921lm 12,7W 72lm/W 40°

Pandion In M White
2.11.7449 
2.11.7513*

2.11.7451 
2.11.7515*

2.11.7453 
2.11.7517*

2.11.7455 
2.11.7519*

3000K CRI90 986lm 12,7W 78lm/W 40°

Pandion In M Black
2.11.7457 
2.11.7521*

2.11.7459 
2.11.7523*

2.11.7461 
2.11.7525*

2.11.7463 
2.11.7527*

3000K CRI90 986lm 12,7W 78lm/W 40°

Pandion In L White
2.11.7817 
2.11.7881*

2.11.7819 
2.11.7883*

2.11.7821 
2.11.7885*

2.11.7823 
2.11.7887*

2700K CRI90 1688lm 20,8W 81lm/W 40°

Pandion In L Black
2.11.7825 
2.11.7889*

2.11.7827 
2.11.7891*

2.11.7829 
2.11.7893*

2.11.7831 
2.11.7895*

2700K CRI90 1688lm 20,8W 81lm/W 40°

Pandion In L White
2.11.7833 
2.11.7897*

2.11.7835 
2.11.7899*

2.11.7837 
2.11.7901*

2.11.7839 
2.11.7903*

3000K CRI90 1783lm 20,8W 86lm/W 40°

Pandion In L Black
2.11.7841 
2.11.7905*

2.11.7843 
2.11.7907*

2.11.7845 
2.11.7909*

2.11.7847 
2.11.7911*

3000K CRI90 1783lm 20,8W 86lm/W 40°

Input voltage 230V

Power up to 20,8W

Lumen output up to 1783lm

Efficacy up to 86lm/W

CRI >90Ra

Lens 40° included also avalable as 24°

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS





Product information

Dimensions

Pandion
IN TILTABLE

70mm

60mm

171mm

70mm

60mm

309mm

70mm

60mm

171mm

70mm

60mm

309mm

Article No. With * indicates that the luminaire is DALI Dimmable. 

Adjustable Accessories
Article No. Product Name

5.14.0303 Reflector 24° for LED spotlight Pandion 3-lights

5.14.0305 Reflector 24° for LED spotlight Pandion 5-lights

Input voltage 230V

Power up to 20,8W

Lumen output up to 1783lm

Efficacy up to 86lm/W

CRI >90Ra

Lens 40° included also avalable as 24°

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS

Product  

Name  

Housing  

Color

Reflector  

Gold

Reflector  

Matt

Reflector  

White

Reflector  

Black
CCT CRI

System  

Lumen

System 

Power

System 

Efficacy
Lens

Pandion In M 
Tiltable White

2.11.7561 
2.11.7625*

2.11.7563 
2.11.7627*

2.11.7565 
2.11.7629*

2.11.7567 
2.11.7631*

2700K CRI90 921lm 12,7W 72lm/W 40°

Pandion In M 
Tiltable Black

2.11.7569 
2.11.7633*

2.11.7571 
2.11.7635*

2.11.7573 
2.11.7637*

2.11.7575 
2.11.7639*

2700K CRI90 921lm 12,7W 72lm/W 40°

Pandion In M 
Tiltable White

2.11.7577 
2.11.7641*

2.11.7579 
2.11.7643*

2.11.7581 
2.11.7645*

2.11.7583 
2.11.7647*

3000K CRI90 986lm 12,7W 78lm/W 40°

Pandion In M 
Tiltable Black

2.11.7585 
2.11.7649*

2.11.7587 
2.11.7651*

2.11.7589 
2.11.7653*

2.11.7591 
2.11.7655*

3000K CRI90 986lm 12,7W 78lm/W 40°

Pandion In L 
Tiltable White

2.11.7945 
2.11.8009*

2.11.7947 
2.11.8011*

2.11.7949 
2.11.8013*

2.11.7951 
2.11.8015*

2700K CRI90 1688lm 20,8W 81lm/W 40°

Pandion In L 
Tiltable Black

2.11.7953 
2.11.8017*

2.11.7955 
2.11.8019*

2.11.7957 
2.11.8021*

2.11.7959 
2.11.8023*

2700K CRI90 1688lm 20,8W 81lm/W 40°

Pandion In L 
Tiltable White

2.11.7961 
2.11.8025*

2.11.7963 
2.11.8027*

2.11.7965 
2.11.8029*

2.11.7967 
2.11.8031*

3000K CRI90 1783lm 20,8W 86lm/W 40°

Pandion In L 
Tiltable Black

2.11.7969 
2.11.8033*

2.11.7971 
2.11.8035*

2.11.7973 
2.11.8037*

2.11.7975 
2.11.8039*

3000K CRI90 1783lm 20,8W 86lm/W 40°





Pandion
IN TRIMLESS

Product information

Dimensions

41mm

62.5mm

150mm

152X44

41mm

62.5mm

286.5mm

290X44

41mm

62.5mm

150mm

152X44

41mm

62.5mm

286.5mm

290X44

Article No. With * indicates that the luminaire is DALI Dimmable. 

Adjustable Accessories
Article No. Product Name

5.14.0303 Reflector 24° for LED spotlight Pandion 3-lights

5.14.0305 Reflector 24° for LED spotlight Pandion 5-lights

*Plaser frame included

Product  

Name  

Housing  

Color

Reflector  

Gold

Reflector  

Matt

Reflector  

White

Reflector  

Black
CCT CRI

System  

Lumen

System 

Power

System 

Efficacy
Lens

Pandion In M 
Trimless White

2.11.7689 
2.11.7753*

2.11.7691 
2.11.7755*

2.11.7693 
2.11.7757*

2.11.7695 
2.11.7759*

2700K CRI90 921lm 12,7W 72lm/W 40°

Pandion In M 
Trimless Black

2.11.7697 
2.11.7761*

2.11.7699 
2.11.7763*

2.11.7701 
2.11.7765*

2.11.7703 
2.11.7767*

2700K CRI90 921lm 12,7W 72lm/W 40°

Pandion In M 
Trimless White

2.11.7705 
2.11.7769*

2.11.7707 
2.11.7771*

2.11.7709 
2.11.7773*

2.11.7711 
2.11.7775*

3000K CRI90 986lm 12,7W 78lm/W 40°

Pandion In M 
Trimless Black

2.11.7713 
2.11.7777*

2.11.7715 
2.11.7779*

2.11.7717 
2.11.7781*

2.11.7719 
2.11.7783*

3000K CRI90 986lm 12,7W 78lm/W 40°

Pandion In L 
Trimless White

2.11.8073 
2.11.8137*

2.11.8075 
2.11.8139*

2.11.8077 
2.11.8141*

2.11.8079 
2.11.8143*

2700K CRI90 1688lm 20,8W 81lm/W 40°

Pandion In L 
Trimless Black

2.11.8081 
2.11.8145*

2.11.8083 
2.11.8147*

2.11.8085 
2.11.8149*

2.11.8087 
2.11.8151*

2700K CRI90 1688lm 20,8W 81lm/W 40°

Pandion In L 
Trimless White

2.11.8089 
2.11.8153*

2.11.8091 
2.11.8155*

2.11.8093 
2.11.8157*

2.11.8095 
2.11.8159*

3000K CRI90 1783lm 20,8W 86lm/W 40°

Pandion In L 
Trimless Black

2.11.8097 
2.11.8161*

2.11.8099 
2.11.8163*

2.11.8101 
2.11.8165*

2.11.8103 
2.11.8167*

3000K CRI90 1783lm 20,8W 86lm/W 40°

Input voltage 230V

Power 20,8W

Lumen output up to 1783lm

Efficacy up to 86lm/W

CRI >90Ra

Lens 40° included also avalable as 24°

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS
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Neo Modern Simplicity - a luminaire series that exudes luxurious elegance through 
its sleek design. Meticulously crafted with high-quality finishes and a keen eye for 
detail, Neo brings a touch of sophistication to any space.

Designed with versatility in mind, Neo offers recessed, surface-mounted, and 
pendant luminaires in the same style, promoting a sense of peace and unity 
throughout different areas. Its clean design, coupled with high light quality (CRI 
92), ensures a captivating illumination experience.

Neo provides utmost convenience with its compatibility with Dali-, Casambi, 
and Triac dimmable systems. Installation is a breeze, and you can choose from 
gold, white, and black inner rings to match your aesthetic preferences. With its 
adaptability, Neo proves to be the ideal choice for various applications.

Unleash the potential of your projects with Neo’s timeless appeal.

Neo
MODULAR SIMPLICITY

03
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Product information

Dimensions

Neo
POINT

Adjustable Accessories
Article No. Product Name Article No. Product Name

2.01.1086 Inner ring for Neo M/L - Gold 5.14.0246 50° reflector for Neo S

2.01.1288 Inner ring for Neo M/L - White 5.14.0247 15° reflector for Neo M/L

2.01.1088 Inner ring for Neo XL - Gold 5.14.0249 50° reflector for Neo M/L

2.01.1289 Inner ring for Neo XL - White 5.14.0250 15° reflector for Neo XL

2.01.1152 Honeycomb for Neo M/L 5.14.0252 50° reflector for Neo XL

2.01.1153 Honeycomb for Neo XL

Article No. With * indicates that the luminaire is DALI Dimmable.
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Neo Point
Article No. Product Name  Housing Color CCT CRI Lumen Power Efficacy Diameter Lens

2.11.7155 / 2.11.7163* Neo Point S White 2700K >90Ra 467lm 12,4W 38lm/W Ø30mm 30°

2.11.7156 / 2.11.7164* Neo Point S Black 2700K >90Ra 467lm 12,4W 38lm/W Ø30mm 30°

2.11.7157 / 2.11.7165* Neo Point S White 3000K >90Ra 508lm 12,5W 41lm/W Ø30mm 30°

2.11.7158 / 2.11.7166* Neo Point S Black 3000K >90Ra 508lm 12,5W 41lm/W Ø30mm 30°

2.11.7171 / 2.11.7179* Neo Point M White 2700K >90Ra 1256lm 15,5W 81lm/W Ø52mm 30°

2.11.7172 / 2.11.7180* Neo Point M Black 2700K >90Ra 1256lm 15,5W 81lm/W Ø52mm 30°

2.11.7173 / 2.11.7181* Neo Point M White 3000K >90Ra 1322lm 15,7W 84lm/W Ø52mm 30°

2.11.7174 / 2.11.7182* Neo Point M Black 3000K >90Ra 1322lm 15,7W 84lm/W Ø52mm 30°

2.11.7187 / 2.11.7199* Neo Point L White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7188 / 2.11.7200* Neo Point L Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7189 / 2.11.7201* Neo Point L White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7190 / 2.11.7202* Neo Point L Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7207 / 2.11.7219* Neo Point XL White 2700K >90Ra 2278lm 29,2W 78lm/W Ø75mm 30°

2.11.7208 / 2.11.7220* Neo Point XL Black 2700K >90Ra 2278lm 29,2W 78lm/W Ø75mm 30°

2.11.7209 / 2.11.7221* Neo Point XL White 3000K >90Ra 2347lm 29W 81lm/W Ø75mm 30°

2.11.7210 / 2.11.7222* Neo Point XL Black 3000K >90Ra 2347lm 29W 81lm/W Ø75mm 30°

Input voltage 230V

System Power up to 29,2W

System Lumen up to 2347lm

Efficacy up to 84lm/W

CRI >90Ra

Lens 30° included

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS
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Product information

Dimensions

Article No. With * indicates that the luminaire is DALI Dimmable. 
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Adjustable Accessories
Article No. Product Name Article No. Product Name

2.01.1086 Inner ring for Neo M/L - Gold 5.14.0247 15° reflector for Neo M/L

2.01.1288 Inner ring for Neo M/L - White 5.14.0249 50° reflector for Neo M/L

2.01.1088 Inner ring for Neo XL - Gold 5.14.0250 15° reflector for Neo XL

2.01.1289 Inner ring for Neo XL - White 5.14.0252 50° reflector for Neo XL

2.01.1152 Honeycomb for Neo M/L

2.01.1153 Honeycomb for Neo XL

All articles in this sheet are fitted With an external driver.

Driver

Input voltage 230V

Power up to 29,2W

Lumen output up to 2347lm

Efficacy up to 84lm/W

CRI >90Ra

Lens 30° included

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS

Neo On Aim
Article No. Product Name  Housing Color CCT CRI Lumen Power Efficacy Diameter Lens

2.17.4105 / 2.17.4113* Neo On Aim M White 2700K >90Ra 1256lm 15,5W 81lm/W Ø52 mm 30°

2.17.4106 / 2.17.4114* Neo On Aim M Black 2700K >90Ra 1256lm 15,5W 81lm/W Ø52 mm 30°

2.17.4107 / 2.17.4115* Neo On Aim M White 3000K >90Ra 1322lm 15,7W 84lm/W Ø52 mm 30°

2.17.4108 / 2.17.4116* Neo On Aim M Black 3000K >90Ra 1322lm 15,7W 84lm/W Ø52 mm 30°

2.17.4121 / 2.17.4133* Neo On Aim L White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52 mm 30°

2.17.4122 / 2.17.4134* Neo On Aim L Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52 mm 30°

2.17.4123 / 2.17.4135* Neo On Aim L White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52 mm 30°

2.17.4124 / 2.17.4136* Neo On Aim L Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52 mm 30°

2.17.4141 / 2.17.4153* Neo On Aim XL White 2700K >90Ra 2278lm 29,2W 78lm/W Ø75mm 30°

2.17.4142 / 2.17.4154* Neo On Aim XL Black 2700K >90Ra 2278lm 29,2W 78lm/W Ø75mm 30°

2.17.4143 / 2.17.4155* Neo On Aim XL White 3000K >90Ra 2347lm 29W 81lm/W Ø75mm 30°

2.17.4144 / 2.17.4156* Neo On Aim XL Black 3000K >90Ra 2347lm 29W 81lm/W Ø75mm 30°
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Neo
IN

Article No. With * indicates that the luminaire is DALI Dimmable.

Product information

Dimensions

 100 
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Adjustable Accessories
Article No. Product Name Article No. Product Name

2.01.1086 Inner ring for Neo M/L - Gold 5.14.0247 15° reflector for Neo M/L

2.01.1288 Inner ring for Neo M/L - White 5.14.0249 50° reflector for Neo M/L

2.01.1152 Honeycomb for Neo M/L

Neo In

Article No. Product Name  
Housing 

Color

Inner Ring

Color

Outer Ring

Color
CCT CRI

System 

Lumen

System 

Power

System 

Efficacy
Diameter Lens

2.11.7027 / 2.11.7059* Neo In M White White White 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7028 / 2.11.7060* Neo In M White White Black 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7029 / 2.11.7061* Neo In M White Black White 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7030 / 2.11.7062* Neo In M White Black Black 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7031 / 2.11.7063* Neo In M Black White White 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7032 / 2.11.7064* Neo In M Black White Black 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7033 / 2.11.7065* Neo In M Black Black White 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7034 / 2.11.7066* Neo In M Black Black Black 2700K >90Ra 1256lm 16,8W 81lm/W Ø52mm 30°

2.11.7035 / 2.11.7067* Neo In M White White White 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7036 / 2.11.7068* Neo In M White White Black 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7037 / 2.11.7069* Neo In M White Black White 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7038 / 2.11.7070* Neo In M White Black Black 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7039 / 2.11.7071* Neo In M Black White White 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7040 / 2.11.7072* Neo In M Black White Black 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7041 / 2.11.7073* Neo In M Black Black White 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7042 / 2.11.7074* Neo In M Black Black Black 3000K >90Ra 1322lm 17W 84lm/W Ø52mm 30°

2.11.7091 / 2.11.7123* Neo In L White White White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7092 / 2.11.7124* Neo In L White Black Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7093 / 2.11.7125* Neo In L Black White White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7094 / 2.11.7126* Neo In L Black Black Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7095 / 2.11.7127* Neo In L White White White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7096 / 2.11.7128* Neo In L White Black Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7097 / 2.11.7129* Neo In L Black White White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7098 / 2.11.7130* Neo In L Black Black Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.7099 / 2.11.7131* Neo In L White White White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7100 / 2.11.7132* Neo In L White Black Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7101 / 2.11.7133* Neo In L Black White White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7102 / 2.11.7134* Neo In L Black Black Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7103 / 2.11.7135* Neo In L White White White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7104 / 2.11.7136* Neo In L White Black Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7105 / 2.11.7137* Neo In L Black White White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7106 / 2.11.7138* Neo In L Black Black Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

Input voltage 230V

Power 20,3W

Lumen output up to 1753lm

Efficacy up to 84lm/W

CRI >90Ra

Lens 30° included

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS



273 274

Neo
IN - TRIMLESS

Article No. With * indicates that the luminaire is DALI Dimmable.

Product information

Dimensions
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Adjustable Accessories
Article No. Product Name Article No. Product Name

2.01.1086 Inner ring for Neo M/L - Gold 5.14.0247 15° reflector for Neo M/L

2.01.1288 Inner ring for Neo M/L - White 5.14.0249 50° reflector for Neo M/L

2.01.1152 Honeycomb for Neo M/L

*Plaser frame included

Input voltage 230V

Power 21,4W

Lumen output up to 1753lm

Efficacy up to 84lm/W

CRI >90Ra

Lens 30° included

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS

Neo In Trimless

Article No. Product Name  
Housing 

Color

Inner Ring

Color
CCT CRI Lumen Power

System 

Efficacy
Diameter Lens

2.11.6963 / 2.11.6979* Neo In M Trimless White White 2700K >90Ra 1256lm 15,5W 81lm/W Ø52mm 30°

2.11.6964 / 2.11.6980* Neo In M Trimless White Black 2700K >90Ra 1256lm 15,5W 81lm/W Ø52mm 30°

2.11.6965 / 2.11.6981* Neo In M Trimless Black White 2700K >90Ra 1256lm 15,5W 81lm/W Ø52mm 30°

2.11.6966 / 2.11.6982* Neo In M Trimless Black Black 2700K >90Ra 1256lm 15,5W 81lm/W Ø52mm 30°

2.11.6967 / 2.11.6983* Neo In M Trimless White White 3000K >90Ra 1322lm 15,7W 84lm/W Ø52mm 30°

2.11.6968 / 2.11.6984* Neo In M Trimless White Black 3000K >90Ra 1322lm 15,7W 84lm/W Ø52mm 30°

2.11.6969 / 2.11.6985* Neo In M Trimless Black White 3000K >90Ra 1322lm 15,7W 84lm/W Ø52mm 30°

2.11.6970 / 2.11.6986* Neo In M Trimless Black Black 3000K >90Ra 1322lm 15,7W 84lm/W Ø52mm 30°

2.11.6995 / 2.11.7011* Neo In L Trimless White White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.6996 / 2.11.7012* Neo In L Trimless White Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.6997 / 2.11.7013* Neo In L Trimless Black White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.6998 / 2.11.7014* Neo In L Trimless Black Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52mm 30°

2.11.6999 / 2.11.7015* Neo In L Trimless White White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7000 / 2.11.7016* Neo In L Trimless White Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7001 / 2.11.7017* Neo In L Trimless Black White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°

2.11.7002 / 2.11.7018* Neo In L Trimless Black Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52mm 30°
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Neo
TRACK

Product information

Max. dimensions

Article No. With * indicates that the luminaire is DALI Dimmable.
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Adjustable Accessories
Article No. Product Name Article No. Product Name

2.01.1086 Inner ring for Neo M/L - Gold 5.14.0247 15° reflector for Neo M/L

2.01.1288 Inner ring for Neo M/L - White 5.14.0249 50° reflector for Neo M/L

2.01.1088 Inner ring for Neo XL - Gold 5.14.0250 15° reflector for Neo XL

2.01.1289 Inner ring for Neo XL - White 5.14.0252 50° reflector for Neo XL

2.01.1152 Honeycomb for Neo M/L

2.01.1153 Honeycomb for Neo XL

Neo Track

Article No. Product Name  
Housing 

Color

Inner Ring

Color
CCT CRI Lumen Power Efficacy Diameter Lens

2.17.3348 / 2.17.3420* Neo Track M Black Black 2700K >90Ra 1010lm 11,8W 85lm/W Ø52mm 30°

2.17.3349 / 2.17.3421* Neo Track M Black Gold 2700K >90Ra 1010lm 11,8W 85lm/W Ø52mm 30°

2.17.3350 / 2.17.3422* Neo Track M White Black 2700K >90Ra 1010lm 11,8W 85lm/W Ø52mm 30°

2.17.3351 / 2.17.3423* Neo Track M White Gold 2700K >90Ra 1010lm 11,8W 85lm/W Ø52mm 30°

2.17.3360 / 2.17.3432* Neo Track M Black Black 3000K >90Ra 1098lm 11,9W 92lm/W Ø52mm 30°

2.17.3361 / 2.17.3433* Neo Track M Black Gold 3000K >90Ra 1098lm 11,9W 92lm/W Ø52mm 30°

2.17.3362 / 2.17.3434* Neo Track M White Black 3000K >90Ra 1098lm 11,9W 92lm/W Ø52mm 30°

2.17.3363 / 2.17.3435* Neo Track M White Gold 3000K >90Ra 1098lm 11,9W 92lm/W Ø52mm 30°

2.17.3372 / 2.17.3444* Neo Track L Black Black 2700K >90Ra 1385lm 15,5W 89lm/W Ø52mm 30°

2.17.3373 / 2.17.3445* Neo Track L Black Gold 2700K >90Ra 1385lm 15,5W 89lm/W Ø52mm 30°

2.17.3374 / 2.17.3446* Neo Track L White Black 2700K >90Ra 1385lm 15,5W 89lm/W Ø52mm 30°

2.17.3375 / 2.17.3447* Neo Track L White Gold 2700K >90Ra 1385lm 15,5W 89lm/W Ø52mm 30°

2.17.3384 / 2.17.3456* Neo Track L Black Black 3000K >90Ra 1505lm 15,4W 98lm/W Ø52mm 30°

2.17.3385 / 2.17.3457* Neo Track L Black Gold 3000K >90Ra 1505lm 15,4W 98lm/W Ø52mm 30°

2.17.3386 / 2.17.3458* Neo Track L White Black 3000K >90Ra 1505lm 15,4W 98lm/W Ø52mm 30°

2.17.3387 / 2.17.3459* Neo Track L White Gold 3000K >90Ra 1505lm 15,4W 98lm/W Ø52mm 30°

2.17.3396 / 2.17.3468* Neo Track XL Black Black 2700K >90Ra 2845lm 34,5 82lm/W Ø75mm 30°

2.17.3397 / 2.17.3469* Neo Track XL Black Gold 2700K >90Ra 2845lm 34,5 82lm/W Ø75mm 30°

2.17.3398 / 2.17.3470* Neo Track XL White Black 2700K >90Ra 2845lm 34,5 82lm/W Ø75mm 30°

2.17.3399 / 2.17.3471* Neo Track XL White Gold 2700K >90Ra 2845lm 34,5 82lm/W Ø75mm 30°

2.17.3408 / 2.17.3480* Neo Track XL Black Black 3000K >90Ra 3092lm 35W 88lm/W Ø75mm 30°

2.17.3409 / 2.17.3481* Neo Track XL Black Gold 3000K >90Ra 3092lm 35W 88lm/W Ø75mm 30°

2.17.3410 / 2.17.3482* Neo Track XL White Black 3000K >90Ra 3092lm 35W 88lm/W Ø75mm 30°

2.17.3411 / 2.17.3483* Neo Track XL White Gold 3000K >90Ra 3092lm 35W 88lm/W Ø75mm 30°

Input voltage 230V

Power 35W

Lumen output up to 3092lm

Efficacy up to 98lm/W

CRI >90Ra

Lens 30° included

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS
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Product information

Dimensions

Neo
ON

Article No. With * indicates that the luminaire is DALI Dimmable.
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Adjustable Accessories
Article No. Product Name Article No. Product Name

2.01.1086 Inner ring for Neo M/L - Gold 5.14.0247 15° reflector for Neo M/L

2.01.1288 Inner ring for Neo M/L - White 5.14.0249 50° reflector for Neo M/L

2.01.1088 Inner ring for Neo XL - Gold 5.14.0250 15° reflector for Neo XL

2.01.1289 Inner ring for Neo XL - White 5.14.0252 50° reflector for Neo XL

2.01.1152 Honeycomb for Neo M/L

2.01.1153 Honeycomb for Neo XL

All articles in this sheet are fitted With an external driver.

Driver

Input voltage 230V

Power up to 29,2W

Lumen output up to 2347lm

Efficacy up to 84lm/W

CRI >90Ra

Lens 30° included

CCT 2700K | 3000K

Available housing color White | Black

Certification CE/ROHS

Neo On
Article No. Product Name  Housing Color CCT CRI Lumen Power Efficacy Diameter Lens

2.17.4049 / 2.17.4057* Neo On M White 2700K >90Ra 1256lm 15,5W 81lm/W Ø52 mm 30°

2.17.4050 / 2.17.4058* Neo On M Black 2700K >90Ra 1256lm 15,5W 81lm/W Ø52 mm 30°

2.17.4051 / 2.17.4059* Neo On M White 3000K >90Ra 1322lm 15,7W 84lm/W Ø52 mm 30°

2.17.4052 / 2.17.4060* Neo On M Black 3000K >90Ra 1322lm 15,7W 84lm/W Ø52 mm 30°

2.17.4065 / 2.17.4077* Neo On L White 2700K >90Ra 1629lm 21,3W 76lm/W Ø52 mm 30°

2.17.4066 / 2.17.4078* Neo On L Black 2700K >90Ra 1629lm 21,3W 76lm/W Ø52 mm 30°

2.17.4067 / 2.17.4079* Neo On L White 3000K >90Ra 1753lm 21,4W 82lm/W Ø52 mm 30°

2.17.4068 / 2.17.4080* Neo On L Black 3000K >90Ra 1753lm 21,4W 82lm/W Ø52 mm 30°

2.17.4085 / 2.17.4097* Neo On XL White 2700K >90Ra 2278lm 29,2W 78lm/W Ø75 mm 30°

2.17.4086 / 2.17.4098* Neo On XL Black 2700K >90Ra 2278lm 29,2W 78lm/W Ø75 mm 30°

2.17.4087 / 2.17.4099* Neo On XL White 3000K >90Ra 2347lm 29W 81lm/W Ø75 mm 30°

2.17.4088 / 2.17.4100* Neo On XL Black 3000K >90Ra 2347lm 29W 81lm/W Ø75 mm 30°
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Neo 
AIR AND BALL

Pendant Lights Accessories | Available for Ø30 / Ø52 Pendant Lights

50° Lens
for Ø30 

Golden Inner Ring
for Ø30 / Ø52  

15° / 50° Lens
for Ø52 

 2.01.1084 Inner ring gold for Arcano Spotty mini 30 / Neo

 2.01.1086 Inner ring gold for Arcano medium / Neo M en L

 5.14.0246 Reflector 50° for track spotlight Arcano Spotty

 5.14.0247 Reflector 15° for Arcano medium / Neo M en L

 5.14.0249 Reflector 50° for Arcano medium / Neo M en L

Pendant Lights Accessories
Article No. Product Name

Article No. Product Name  Housing Color CCT CRI Lumen Power Efficacy Diameter Lens

 2.06.0823 / 2.06.0839* Neo Air S White 2700K >90Ra 581lm 8W 72lm / W Ø30 mm 30°

 2.06.0824 / 2.06.0840* Neo Air S Black 2700K >90Ra 581lm 8W 72lm / W Ø30 mm 30°

 2.06.0825 / 2.06.0841* Neo Air S White 3000K >90Ra 617lm 8W 77lm / W Ø30 mm 30°

 2.06.0826 / 2.06.0842* Neo Air S Black 3000K >90Ra 617lm 8W 77lm / W Ø30 mm 30°

 2.06.0827 / 2.06.0843* Neo Air M White 2700K >90Ra 1763lm 20,8W 85lm / W Ø52 mm 30°

 2.06.0828 / 2.06.0844* Neo Air M Black 2700K >90Ra 1763lm 20,8W 85lm / W Ø52 mm 30°

 2.06.0829 / 2.06.0845* Neo Air M White 3000K >90Ra 1850m 20,6W 90lm / W Ø52 mm 30°

 2.06.0830 / 2.06.0846* Neo Air M Black 3000K >90Ra 1850m 20,6W 90lm / W Ø52 mm 30°

 2.06.0804 / 2.06.0812* Neo Ball Black 2700K >90Ra 2425lm 31,7W 76lm / W Ø180 mm Opal

 2.06.0806 / 2.06.0814* Neo Ball Black 3000K >90Ra 2691lm 31,7W 86lm / W Ø180 mm Opal

Article No. With * indicates that the luminaire is DALI Dimmable.

Dimensions

Ø130
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For DALI Dimmable version: 
Ø130mm ceiling cap

Cable: 2.5m
Cable can be shortened 
to desired length.

Product information Product information

Input voltage 230V AC

Power up to 20,8W

Lumen output up to 1850lm

Efficacy up to 90lm / W

CRI >90Ra

Lens 30° for Ø30 (included) 
30° for Ø52 (included)

CCT 2700K / 3000K

Available color White / Black

Certification CE / ROHS

Input voltage 230V AC

Power 31,7W

Lumen output up to 2691lm

Efficacy up to 86lm / W

CRI >90Ra

Cover Opal

CCT 2700K / 3000K

Available color Black

Certification CE / ROHS

Pendant Lights



285 286

Modular Perfection. Meet Arcano, the epitome of refinement, in a sleek black and 
white modular 48V DC track system. Choose from the built-in, surface-mounted, or 
suspended version, and unlock a world of possibilities. With Arcano, the entire track 
becomes a canvas for creativity, allowing for the placement of various impeccable 
products.

Experience the power of directional spotlights, available in a variety of sizes and 
light outputs, offering unparalleled versatility. And for a touch of grandeur, our pen-
dant luminaires come in the shape of both a tube and a sphere, with the sphere ver-
sion thoughtfully designed to be tilted, allowing you to create the perfect lighting 
atmosphere.

The Arcano track system gracefully adapts to any environment, whether it be retail, 
hospitality, or residential and office spaces, emanating a sense of homely warmth 
and hospitality. Embrace the art of impeccable lighting with Arcano - where beauty, 
flexibility, and functionality harmoniously converge.

Arcano 48V
MODULAR PERFECTION

04
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Arcano
SURFACE MOUNTED TRACK

Product information

Input voltage DC48V

Max. load up to 450W

Max. track lenght up to 20m

Track sections 1m / 2m / 3m

Available color White / Black

Certification CE / ROHS

Dimensions

Track Cover6

27

54

30

Surface Mounted Track

54

30

1500

Ø15 Surface Mounted Track
(With Suspension Kit)

Track
Article No. Product Name               Color           Voltage            Length

Track Accessories
Article No.  Product Name                       Color               Length

Track Accessories | Available for surface mounted track 

L-joint 90°
(connection plates included)

Wall/Wall Connector (out)
(connection plates included)

End Cap

Wall/Wall Connector (in)
(connection plates included)

Live End / Track Connector
(connection plate included)

Live End With cable
(3 meter)

Flexible Track Connector

 1.09.0032 Arcano Surface Mounted Track White DC48V 1 meter

 1.09.0033 Arcano Surface Mounted Track Black DC48V 1 meter

 1.09.0034 Arcano Surface Mounted Track White DC48V 2 meter

 1.09.0035 Arcano Surface Mounted Track Black DC48V 2 meter

 1.09.0036 Arcano Surface Mounted Track White DC48V 3 meter

 1.09.0037 Arcano Surface Mounted Track Black DC48V 3 meter

 1.01.0262 Live end / Track Connector (connection plate included) Black

 1.01.0263 Live end With cable Black 3 meter

 1.01.0256 L-joint 90° for Arcano Surface Mounted Track White

 1.01.0257 L-joint 90° for Arcano Surface Mounted Track Black

 1.01.0258 Wall/Wall Connector (in) for Arcano Surface Mounted Track (connection plates included) White

 1.01.0259 Wall/Wall Connector (in) for Arcano Surface Mounted Track (connection plates included) Black

 1.01.0260 Wall/Wall Connector (out) for Arcano Surface Mounted Track (connection plates included) White

 1.01.0261 Wall/Wall Connector (out) for Arcano Surface Mounted Track (connection plates included) Black

 1.01.0272 Flexible Track Connector White

 1.01.0273 Flexible Track Connector Black

 1.01.0270 End Cap White

 1.01.0271 End Cap Black

 1.01.0274 Suspension Kit for Arcano Surface Mounted Track (set of 2) Nickel 1.5 meter

 1.01.0275 Suspension Kit for Arcano Surface Mounted Track (set of 2) Black 1.5 meter

 1.01.0264 Track Cover White 1 meter

 1.01.0265 Track Cover Black 1 meter

 1.01.0266 Track Cover White 2 meter

 1.01.0267 Track Cover Black 2 meter

 1.01.0268 Track Cover White 3 meter

 1.01.0269 Track Cover Black 3 meter

Suspension Kit
(set of 2, 1.5 meter cable)

Track Cover

Live End / 
Track Connector

75

24
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Arcano
SURFACE MOUNTED TRACK INSTALLATION

Hexagonal installation

Square installation L-joint 90° T-splitter
(left / right)

X-jointConnector

Track Parts | Suitable for square installation

Track Parts
Article No.               Product Name                            Color                                         Article No.               Product Name                            Color

 1.01.0289 L-joint 90° White  1.01.0303 T-splitter (right) White

 1.01.0290 L-joint 90° Black  1.01.0304 T-splitter (right) Black

 1.01.0295 Connector White  1.01.0297 X-joint White

 1.01.0296 Connector Black  1.01.0298 X-joint Black

 1.01.0301 T-splitter (left) White

 1.01.0302 T-splitter (left) Black

Corner Piece 2-fold Corner Piece 3-fold Center PieceConnector

Track Parts | Suitable for hexagonal installation

 1.01.0291 Corner Piece 2-fold White 1.01.0293 Corner Piece 3-fold White

 1.01.0292 Corner Piece 2-fold Black 1.01.0294 Corner Piece 3-fold Black

 1.01.0295 Connector White 1.01.0299 Center Piece White

 1.01.0296 Connector Black 1.01.0300 Center Piece Black

Track Parts
Article No.               Product Name                            Color                                         Article No.               Product Name                            Color

116

60

116

85

100 134

128

Dimensions

Dimensions

70

70 100

70

100 110

110
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Input voltage DC48V

Max. load up to 450W

Max. track lenght up to 20m

Track sections 1m / 3m

Available color White / Black

Certification CE / ROHS

54

76

1013

Recessed Track Track Cover6

27

Arcano
RECESSED TRACK

Product information

 1.09.0038 Arcano Recessed Track White DC48V 1 meter

 1.09.0039 Arcano Recessed Track Black DC48V 1 meter

 1.09.0040 Arcano Recessed Track White DC48V 2 meter

 1.09.0041 Arcano Recessed Track Black DC48V 2 meter

 1.09.0042 Arcano Recessed Track White DC48V 3 meter

 1.09.0043 Arcano Recessed Track Black DC48V 3 meter

Track accessories | Available for recessed track

 1.01.0262 Live End / Track Connector (connection plate included) Black

 1.01.0263 Live End With cable Black 3 meter

 1.01.0277 L-joint 90° for Arcano Recessed Track White

 1.01.0278 L-joint 90° for Arcano Recessed Track Black

 1.01.0279 Wall/Wall Connector (in) for Arcano Recessed Track (connection plates included) White

 1.01.0280 Wall/Wall Connector (in) for Arcano Recessed  Track (connection plates included) Black

 1.01.0281 Wall/Wall Connector (out) for Arcano Recessed Track (connection plates included) White

 1.01.0282 Wall/Wall Connector (out) for Arcano Recessed  Track (connection plates included) Black

 1.01.0272 Flexible Track Connector White

 1.01.0273 Flexible Track Connector Black

 1.01.0270 End Cap White

 1.01.0271 End Cap Black

 1.01.0264 Track Cover White 1 meter

 1.01.0265 Track Cover Black 1 meter

 1.01.0266 Track Cover White 2 meter

 1.01.0267 Track Cover Black 2 meter

 1.01.0268 Track Cover White 3 meter

 1.01.0269 Track Cover Black 3 meter

Track
Article No. Product Name        Color            Voltage  Length

Track Accessories
Article No.  Product Name                        Color  Length

Dimensions

End Cap

Live End / Track Connector
(connection plate included)

L-joint 90°
(connection plates included)

Wall/Wall Connector (in)
(connection plates included)

Wall/Wall Connector (out)
(connection plates included)

Live End With cable
(3 meter)

Flexible Track Connector Track Cover

75

24 Live End / 
Track Connector
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Ø30

112

15W

Ø30

30W

Ø75

207

14W

Ø52

147
197

20W

Ø52

112

Ø30

8W

157 211

157

157 157

Product information

Dimensions

Arcano
ADJUSTABLE TRACK LIGHTS

 2.01.1084 Golden Inner Ring for Spotty Mini Ø30 mm 5.14.0246 Lens 50° for Spotty Mini Ø30 mm

 2.01.1086 Golden Inner Ring for Spotty Medium Ø52 mm 5.14.0247 Lens 15° for Spotty Medium Ø52 mm

 2.01.1088 Golden Inner Ring for Spotty Maxi Ø75 mm 5.14.0249 Lens 50° for Spotty Medium Ø52 mm

 2.01.1152 Honeycomb Louvre for Spotty Medium Ø52 mm 5.14.0250 Lens 15° for Spotty Maxi Ø75 mm

 2.01.1153 Honeycomb Louvre for Spotty Maxi Ø75 mm 5.14.0252 Lens 50° for Spotty Maxi Ø75 mm

Adjustable Track Lights Accessories
Article No.        Product Name                                                                                                Article No.            Product Name

Track Lights Accessories 

Available for Ø30 / Ø52 / Ø75 mm tracklights.

50° Lens
for Ø30 

Golden Inner Ring
for Ø30 / Ø52 / Ø75 

15° / 50° Lens
for Ø52 / Ø75 

Honeycomb
for Ø52 / Ø75 

Article No. With * indicates that the luminaire is DALI Dimmable. Please use the DALI driver on page 35.

 2.17.3015 / 2.17.3039* Spotty Mini White 2700K >90Ra 406lm 8.6W 47lm/W Ø30 mm 30°

 2.17.3016 / 2.17.3040* Spotty Mini Black 2700K >90Ra 406lm 8.6W 47lm/W Ø30 mm 30°

 2.17.3017 / 2.17.3041* Spotty Mini White 3000K >90Ra 441lm 8.8W 50lm/W Ø30 mm 30°

 2.17.3018 / 2.17.3042* Spotty Mini Black 3000K >90Ra 441lm 8.8W 50lm/W Ø30 mm 30°

 2.17.3031 / 2.17.3055* Spotty Mini 2-Lights White 2700K >90Ra 2x 406lm 14W 2x 58lm/W Ø30 mm 30°

 2.17.3032 / 2.17.3056* Spotty Mini 2-Lights Black 2700K >90Ra 2x 406lm 14W 2x 58lm/W Ø30 mm 30°

 2.17.3033 / 2.17.3057* Spotty Mini 2-Lights White 3000K >90Ra 2x 441lm 14W 2x 63lm/W Ø30 mm 30°

 2.17.3034 / 2.17.3058* Spotty Mini 2-Lights Black 3000K >90Ra 2x 441lm 14W 2x 63lm/W Ø30 mm 30°

 2.17.3019 / 2.17.3043* Spotty Medium White 2700K >90Ra 1256lm 16.8W 78lm/W Ø52 mm 30°

 2.17.3020 / 2.17.3044* Spotty Medium Black 2700K >90Ra 1256lm 16.8W 78lm/W Ø52 mm 30°

 2.17.3021 / 2.17.3045* Spotty Medium White 3000K >90Ra 1322lm 17W 78lm/W Ø52 mm 30°

 2.17.3022 / 2.17.3046* Spotty Medium Black 3000K >90Ra 1322lm 17W 78lm/W Ø52 mm 30°

 2.17.3023 / 2.17.3047* Spotty Medium LH White 2700K >90Ra 1629lm 20.6W 79lm/W Ø52 mm 30°

 2.17.3024 / 2.17.3048* Spotty Medium LH Black 2700K >90Ra 1629lm 20.6W 79lm/W Ø52 mm 30°

 2.17.3025 / 2.17.3049* Spotty Medium LH White 3000K >90Ra 1753lm 20.6W 85lm/W Ø52 mm 30°

 2.17.3026 / 2.17.3050* Spotty Medium LH Black 3000K >90Ra 1753lm 20.6W 85lm/W Ø52 mm 30°

 2.17.3029 / 2.17.3053* Spotty Maxi White 3000K >90Ra 2347lm 29W 81lm/W Ø75 mm 30°

 2.17.3030 / 2.17.3054* Spotty Maxi Black 3000K >90Ra 2347lm 29W 81lm/W Ø75 mm 30°

Adjustable Track Lights
Article No.                     Product Name                           Color              CCT                  CRI                  Lumen            Power       Efficacy           Diameter       Lens

Input voltage DC48V

Power up to 30W

Lumen output up to 2250lm

Efficacy up to 64lm / W

CRI >90Ra

Lens 30° for Ø30 (included) 
30° for Ø52 / Ø75 (included)

CCT 2700K / 3000K

Available color White / Black

Certification CE / ROHS
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Arcano
FIXED TRACK LIGHTS

Dimensions

Product information

Ø22

50

Ø22

211

Fixed Track Lights
Article No.                    Product Name                 Housing Color         CCT              CRI             Lumen        Power         Efficacy         Diameter        Lens

 2.17.3035 / 2.17.3059* Tuby Mini 2-Lights White 2700K >90Ra 195lm 4W 50lm/W Ø22 mm 30°

 2.17.3036 / 2.17.3060* Tuby Mini 2-Lights Black 2700K >90Ra 195lm 4W 50lm/W Ø22 mm 30°

 2.17.3037 / 2.17.3061* Tuby Mini 2-Lights White 3000K >90Ra 226lm 4W 58lm/W Ø22 mm 30°

 2.17.3038 / 2.17.3062* Tuby Mini 2-Lights Black 3000K >90Ra 226lm 4W 58lm/W Ø22 mm 30°

Article No. with * indicates that the luminaire is DALI Dimmable. Please use the DALI driver on page 35.

Input voltage DC48V

System Power 4W

System Lumen up to 226m

Efficacy up to 58lm / W

CRI >90Ra

Lens 30° for Ø22 (included)

CCT 2700K / 3000K

Available color White / Black

Certification CE / ROHS
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Arcano
LINEAR LIGHT

Linear Light| 12W                                                               Dimensions

4.3W 48

69

7.6W

137

48

12W

205

48

Product information

Input voltage DC48V

Power 12W

Lumen output up to 1047lm

Efficacy up to 87lm / W

CRI >90Ra

Lens 24°

CCT 2700K / 3000K

Available color White / Black

Certification CE / ROHS

Linear Light (Lens Cover) | 12W
Article No.                    Product Name             Housing Color         CCT                      CRI              Lumen          Power      Efficacy          Lens

 2.17.3003 / 2.17.3009* Arcano Linear Light 9-LED Black 2700K >90Ra 1070lm 11.4W 94lm/W 24°

 2.17.3004 / 2.17.3010* Arcano Linear Light 9-LED Black 3000K >90Ra 1181lm 11.4W 103lm/W 24°

Article No. with * indicates that the luminaire is DALI Dimmable. Please use the DALI driver on page 35.
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Arcano
TILTABLE LINEAR LIGHT

Tiltable Linear Light | 11W                                                                         Dimensions

205

107 71

60 135°

 2.17.3005 / 2.17.3011* Arcano Linear Light 9-LED Tiltable White 2700K >90Ra 1070lm 11.4W 94lm/W 24°

 2.17.3006 / 2.17.3012* Arcano Linear Light 9-LED Tiltable Black 2700K >90Ra 1070lm 11.4W 94lm/W 24°

 2.17.3007 / 2.17.3013* Arcano Linear Light 9-LED Tiltable White 3000K >90Ra 1181lm 11.4W 103lm/W 24°

 2.17.3008 / 2.17.3014* Arcano Linear Light 9-LED Tiltable Black 3000K >90Ra 1181lm 11.4W 103lm/W 24°

Article No. with * indicates that the luminaire is DALI Dimmable. Please use the DALI driver on page 35.

Tiltable Linear Light (Lens Cover) | 11W
Article No.                     Product Name                          Housing Color       CCT                CRI                  Lumen          Power       Efficacy   Lens

Input voltage DC48V

Power 11W

Lumen output up to 1047lm

Efficacy up to 87lm / W

CRI >90Ra

Lens 24°

CCT 2700K / 3000K

Available color White / Black

Certification CE / ROHS

Product information
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Arcano
LINEAR LIGHT OPAL

Linear Light Opal| 6W / 11W / 18W                                                  Dimensions

6W 48

205

11W

407

48

18W 48

800

Product information

Input voltage DC48V

System Power up to 20,6W

System Lumen up to 1853lm

Efficacy up to 91lm / W

CRI >80Ra

Beam angle 110°

CCT 2700K / 3000K

Available color Black

Certification CE / ROHS

Linear Light (Opal Cover)
Article No.                     Product Name              Housing Color               CCT                 CRI                  Lumen              Power                  Efficacy     

 2.17.2991 / 2.17.2997* Arcano Linear Light Black 2700K >80Ra 447lm 7W 64lm / W

 2.17.2992 / 2.17.2998* Arcano Linear Light Black 3000K >80Ra 489lm 7W 70lm / W

 2.17.2993 / 2.17.2999* Arcano Linear Light Black 2700K >80Ra 943lm 11,7W 80lm / W

 2.17.2994 / 2.17.3000* Arcano Linear Light Black 3000K >80Ra 1092lm 11,8W 93lm / W

 2.17.2995 / 2.17.3001* Arcano Linear Light Black 2700K >80Ra 1686lm 20,6W 82lm / W

 2.17.2996 / 2.17.3002* Arcano Linear Light Black 3000K >80Ra 1853lm 20,4W 91lm / W

Article No. with * indicates that the luminaire is DALI Dimmable. Please use the DALI driver on page 35.
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Product information

8W 19W

Ø30

300

Ø52

200

Cable: 2.5m included
Cable can be shortened 
to desired length.

Arcano
PENDANT TRACK LIGHTS

 2.01.1084 Golden Inner Ring for Arcano Pendant Track Mini LH Ø30 mm

 2.01.1086 Golden Inner Ring for Arcano Pendant Track Medium Ø52 mm

 5.14.0246 Lens 50° for Arcano Pendant Track Mini LH Ø30 mm

 5.14.0247 Lens 15° for Arcano Pendant Track Medium Ø52 mm

 5.14.0249 Lens 50° for Arcano Pendant Track Medium Ø52 mm

Pendant Track Lights Accessories
Article No. Product Name

Pendant Track Lights Accessories | Available for Ø30 / Ø52 Pendant Track Lights

50° Lens
for Ø30 

Golden inner ring
for Ø30 / Ø52 

15° / 50° Lens
for Ø52 

Dimensions

Article No. With * indicates that the luminaire is DALI Dimmable. Please use the DALI driver on page 35.

 2.06.0815 / 2.06.0831* Arcano Pendant Track Mini LH White 2700K >90Ra 581lm 8W 72lm/W Ø30 mm 30°

 2.06.0816 / 2.06.0832* Arcano Pendant Track Mini LH Black 2700K >90Ra 581lm 8W 72lm/W Ø30 mm 30°

 2.06.0817 / 2.06.0833* Arcano Pendant Track Mini LH White 3000K >90Ra 617lm 8W 77lm/W Ø30 mm 30°

 2.06.0818 / 2.06.0834* Arcano Pendant Track Mini LH Black 3000K >90Ra 617lm 8W 77lm/W Ø30 mm 30°

 2.06.0819 / 2.06.0835* Arcano Pendant Track Medium White 2700K >90Ra 1763lm 20,8W 85lm/W Ø52 mm 30°

 2.06.0820 / 2.06.0836* Arcano Pendant Track Medium Black 2700K >90Ra 1763lm 20,8W 85lm/W Ø52 mm 30°

 2.06.0821 / 2.06.0837* Arcano Pendant Track Medium White 3000K >90Ra 1850m 20,6W 90lm/W Ø52 mm 30°

 2.06.0822 / 2.06.0838* Arcano Pendant Track Medium Black 3000K >90Ra 1850m 20,6W 90lm/W Ø52 mm 30°

Pendant Track Lights
Article No.                     Product Name                                  Housing Color        CCT             CRI        Lumen         Power          Efficacy            Diameter    Lens

Input voltage DC48V

System  Power up to 19W

System Lumen up to 1850lm

Efficacy up to 90lm / W

CRI >90Ra

Lens 30° for Ø30 (included) 
30° for Ø52 (included)

CCT 2700K / 3000K

Available color White / Black

Certification CE / ROHS
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Product information

Ø180

Cable: 2.5m
Cable can be shortened 
to desired length.

TiltableArcano
PENDANT BALL TRACK LIGHT

Dimensions

Pendant Ball Track Light
Article No.                                     Product Name                     Housing Color     CCT             CRI                     Lumen        Power            Diameter        Cover

 2.06.0800 / 2.06.0808* Arcano Pendant Ball Track Light Black 2700K >90Ra 2492lm 31,7W Ø180 mm Opal

 2.06.0802 / 2.06.0810* Arcano Pendant Ball Track Light Black 3000K >90Ra 2691lm 31,7W Ø180 mm Opal

Article No. with * indicates that the luminaire is DALI Dimmable. Please use the DALI driver on page 35.

Input voltage DC48V

Power 31,7W

Lumen output up to 2691lm

Efficacy up to 86lm / W

CRI >90Ra

Cover Opal

CCT 2700K / 3000K

Available color Black

Certification CE / ROHS
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Arcano
IN-TRACK & REMOTE DRIVERS

Input voltage 230V AC

Output voltage 48V DC

Power Max. 450W (DALI max. 150W)

Available color Black / Aluminium

Certification CE / ROHS

Product information

 3.10.0608 LED Driver CV Arcano 48V DC 75W Cable 30cm 230 AC 48V DC Max. 75W Aluminium

 3.10.0609 LED Driver CV Arcano 48V DC 100W Cable 30cm 230 AC 48V DC Max. 100W Aluminium

 3.10.0610 LED Driver CV Arcano 48V DC 150W Cable 30cm 230 AC 48V DC Max. 150W Aluminium

 3.10.0612 LED Driver CV Arcano 48V DC 300W Cable 30cm 230 AC 48V DC Max. 300W Aluminium

 3.10.0613 LED Driver CV Arcano 48V DC 480W Cable 30cm 230 AC 48V DC Max. 480W Aluminium

Remote Drivers (30cm cable included) | up to 450W        Dimensions

A

B

C
     A  B      C
75W   180 36    63 
100W   199 36    63
150W   219 36    63
300W   246 40    77
480W   262 44    125
600W   280 49    144

Arcano Remote-Drivers 
Article No. Product Name  Input Voltage     Output Voltage  Output Power    Housing Color

235

100

31

360

40

21

 3.10.0687 LED Driver CV Arcano LCU 48V DC 75W 230 AC 48V DC Max. 75W 2mA White

 3.10.0688 LED Driver CV Arcano LCU 48V DC 150W 230 AC 48V DC Max. 150W 2mA White

 3.10.0689* LED Driver CV Arcano LCU Linear 48V DC 75W 230 AC 48V DC Max. 75W 2mA White

 3.10.0690* LED Driver CV Arcano LCU Linear 48V DC 150W 230 AC 48V DC Max. 150W 2mA White

DALI Dimmable Drivers | up to 150W                       Dimensions

Arcano DALI Dimmable -Drivers 
Article No. Product Name                                                                                  Input Voltage     Output Voltage  Output Power    DALI Current Draw   Housing Color

 3.10.0708 DALI Control Unit With intergrated DALI Power Supply 230 AC Max. 52mA

 3.10.0707* DALI Control Unit 230 AC -

DALI Control Unit

DALI Control Unit 
Article No. Product Name               Input Voltage     Output Current

 3.10.0607 LED Driver CV Arcano 48V DC 100W Cable 300cm 230 AC 48V DC Max. 100W Black

 3.10.0638 LED Driver In-track CV Arcano 48V DC 100W White 230 AC 48V DC Max. 100W White

In-Track Driver (300 cm cable included) | 100W              Dimensions

150W

222

45

Arcano In-Track-Driver 
Article No. Product Name  Input Voltage  Output Voltage Output Power  Housing Color

Article No. With * in combination With 3.10.0708 as second control unit

 
• Rated voltage AC 230 V ~

• DALI Output current max. 52mA
 
• Number of DALI subscribers max. 26
 
• Max. number of DALI Control Units is 
  1 x 3.10.0708 and 3 x 3.10.0707

 
• DALI current draw 2mA 

• Max. number of DALI Control Units is 
  1 x 3.10.0708 and 3 x 3.10.0707

Article No. With * indicates an “open frame” Without strain relief

 3.10.0779   LED Driver In-track CV Arcano DALI 230 AC 48V DC Max. 150W White

 3.10.0783           LED Driver In-track CV Arcano CASAMBI 230 AC 48V DC Max. 150W White

 3.10.0830 LED Driver In-track CV Arcano 230 AC 48V DC Max. 150W White

 3.10.0780 LED Driver In-track CV Arcano DALI 230 AC 48V DC Max. 150W Black

 3.10.0784 LED Driver In-track CV Arcano CASAMBI 230 AC 48V DC Max. 150W Black

 3.10.0831 LED Driver In-track CV Arcano 230 AC 48V DC Max. 150W Black

 3.10.0777 LED Driver In-track CV Arcano DALI 230 AC 48V DC Max. 75W White

 3.10.0781 LED Driver In-track CV Arcano CASAMBI 230 AC 48V DC Max. 75W White

 3.10.0828 LED Driver In-track CV Arcano 230 AC 48V DC Max. 75W White

 3.10.0778 LED Driver In-track CV Arcano DALI 230 AC 48V DC Max. 75W Black

 3.10.0782 LED Driver In-track CV Arcano CASAMBI 230 AC 48V DC Max. 75W Black

 3.10.0829 LED Driver In-track CV Arcano 230 AC 48V DC Max. 75W Black

In-Track Driver (300 cm cable included) | 75-150W              Dimensions

Arcano In-Track-Driver 
Article No. Product Name  Input Voltage  Output Voltage Output Power  Housing Color

585mm25mm

55
m

m
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Versa
MODULAR FLEXIBILITY

Create a truly unique lighting experience with our extensive range of inset opti-
ons, including the sleek and modern wall washer model. Our customizable opti-
ons allow you to change insets and lighting direction even after installation, so you 
can achieve the perfect atmosphere and light image for your space.

The modularity of the Versa series makes for versatile application. Various shapes 
and sizes combined with a broad color palette create unity in the interior.

The series enables you to create ambiance in a flexible way; the assembly is also 
characterized by convenience. Even after assembly, the system allows you to eas-
ily change the atmosphere.

05
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Flexibility to create  
atmosphere
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Versa
LED DOWNLIGHT | ADJUSTABLE

Product information

Dimensions

LED Power 11W

System Power 13W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 775lm / 800lm / 850lm 

System Efficiency up to 65lm / W

Certification CE / ROHS

Ø78

98

Accessory

Trim

Primary

Reflectors

Ø 65mmØ 68mm

Round trim
Black / White

Trimless
White

Anti-glare accessory
Honeycomb mesh

Primary Lens 
Available for Ø68 downlight.

24° / 40° 55°

Primary Reflector 
Available for Ø68 downlight.

Secondary Reflector (round adjustable)
Available for Ø68 downlight.

Black Black Chrome Dark Specular

Gold Alu Matt White
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Product information

Dimensions

LED Power 11W

System Power 13W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 775lm / 800lm / 850lm 

System Efficiency up to 65lm / W

Certification CE / ROHS

78 x 78

98

Versa
LED DOWNLIGHT | ADJUSTABLE

Accessory

Trim

Square trim
Black / White

Trimless
White

Anti-glare accessory
Honeycomb mesh

Primary Lens 
Available for Ø68 downlight.

24° / 40° 55°

Primary Reflector 
Available for Ø68 downlight.

Secondary Reflector (square adjustable)
Available for Ø68 downlight.

Black Black Chrome Dark Specular

Gold Alu Matt White

65*65mm68 x 68mm

Primary

Reflectors
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Product information

Dimensions

LED Power 2 x 11W / 3 x 11W

System Power 2 x 13W / 3 x 13W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen (double) 1550lm / 1600lm / 1700lm

System Lumen (triple) 2325lm / 2400lm / 2550lm

System Efficiency up to 65lm / W

Certification CE / ROHS

142

98

78

207

98

78

Versa
LED DOWNLIGHT | ADJUSTABLE 
DOUBLE AND TRIPLE FRAME

Accessory

Trimless

Anti-glare accessory
Honeycomb mesh

Primary Lens 
Available for Ø68 downlight.

24° / 40° 55°

Primary Reflector 
Available for Ø68 downlight.

Secondary Reflector (square adjustable)
Available for Ø68 downlight.

Black Black Chrome Dark Specular

Gold Alu Matt White

65*65mm134 x 68mm

65*65mm198 x 68mm

Trimless
White

Primary

Reflectors
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Product information

Dimensions

LED Power 18W

System Power 22W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 1050lm / 1100lm / 1200lm

System Efficiency up to 57lm / W

Certification CE / ROHS

Versa
LED DOWNLIGHT | ADJUSTABLE

Ø110

128

Accessory

Trim

Round trim
Black / White

Trimless
White

Anti-glare accessory
Honeycomb mesh

Anti-glare ring
Included

20° / 40° / 50°

Primary Reflector 
Available for Ø100 downlight.

Secondary Reflector (round adjustable)
Available for Ø100 downlight.

Anti-glare ring             Primary Reflector

Reflectors

Ø 65mmØ 100mm

Black Black Chrome Dark Specular

Gold Alu Matt White
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Product information

Dimensions

LED Power 18W

System Power 22W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 1050lm / 1100lm / 1200lm

System Efficiency up to 57lm / W

Certification CE / ROHS

Ø110

128

Versa
LED DOWNLIGHT | FIXED

Accessory

Trim

Anti-glare ring             Primary Reflector

Trimless
White

Anti-glare accessory
Honeycomb mesh

Secondary refector (round fixed)
Available for Ø100 downlight.

Ø 65mmØ 100mm

Round trim
Black / White

Black Black Chrome Dark Specular

Gold Alu Matt White

Anti-glare ring
Included

20° / 40° / 50°

Primary Reflector 
Available for Ø100 downlight.

Reflectors
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Product information

Dimensions

LED Power 18W

System Power 22W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 1050lm / 1100lm / 1200lm

System Efficiency up to 57lm / W

Certification CE / ROHS

107 x 107

129

Versa
LED DOWNLIGHT | ADJUSTABLE

Trimless
White

Anti-glare accessory
Honeycomb mesh

Secondary Reflector (square adjustable)
Available for Ø100 downlight.

Square trim
Black / White

65*65mm
96 x 96mm

Black Black Chrome Dark Specular

Gold Alu Matt White

Anti-glare ring             Primary Reflector

Anti-glare ring
Included

20° / 40° / 50°

Primary Reflector 
Available for Ø100 downlight.

Reflectors

Accessory

Trim
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Product information

Dimensions

LED Power 18W

System Power 22W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 1150lm / 1200lm / 1300lm

System Efficiency up to 62lm / W

Certification CE / ROHS

107 x 107

129

Versa
LED DOWNLIGHT | FIXED

Anti-glare accessory
Honeycomb mesh

Anti-glare ring
Included

Primary Reflector 
Available for Ø100 downlight.

Secondary Reflector (square adjustable)
Available for Ø100 downlight.

20° / 40° / 50° 

65*65mm
96 x 96mm

Black Black Chrome Dark Specular

Gold Alu Matt White

Square trim
Black / White

Trimless
White

Accessory

Trim

Anti-glare ring             Primary Reflector

Reflectors
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Product information

Dimensions

LED Power 18W

System Power 22W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 625lm / 650lm / 700lm

System Efficiency up to 33lm / W

Certification CE / ROHS

107 x 107

129

Versa
LED DOWNLIGHT | WALL WASHER

Reflectors

Trim

Square trim
Black / White

Trimless
White

65*65mm96 x 96mm

Asymmetric Reflector (matt)
Available for Ø100 downlight.

Wall Washer



343 344

Product information

Dimensions

LED Power 18W

System Power 22W

CRI >90Ra

CCT 2700K / 3000K / 4000K

System Lumen 625lm / 650lm / 700lm

System Efficiency up to 33lm / W

Certification CE / ROHS

107 x 107

129

Versa
LED DOWNLIGHT | WALL WASHER

Reflector

Trim

Asymmetric Reflector
Available for Ø100 downlight.

Round trim
Black / White

Trimless
White

Ø 65mmØ 100mm

Wall Washer
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Versa
BUILD YOUR OWN

Shape

Size

Reflector Color

Honeycomb

Beam Angle

Trim

Lights

Color Temperature

LED Driver

Medium Ø100

3000K2700K 4000K

Phase CutNon-dimmable 1-10V Dali

40°20° 50° Asymmetrical

Small Ø68

3000K2700K 4000K

Phase CutNon-dimmable 1-10V Dali

Build your own Versa: www.nuudo.com/products/versa

40°24° 55°
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Versa
BUILD YOUR OWN - EXAMPLE

Base Code VR

Size S M

Shape RT ST

Lights 1 2 3

Trim T X

Trim Color W B

Beam Angle 2 4 5

Reflector Color B W G D M C

Honeycomb H X

CRI 9

CCT 27 30 40

LED Driver N P V D

Configuration example

Product code: VRSRT1TW2BH927N

Product image:

VR

Small / Medium

Round Tiltable / Square Tiltable

1-light / 2-light / 3-light

Trim / No Trim

White / Black

24° / 40°/ 55°

Black / White / Gold / Dark Specular / Alu Matt / Black Chrome

Honeycomb / No Honeycomb

90

2700K / 3000K / 4000K

Non-Dimmable / Phase Cut / 1-10V / Dali

Small Ø68

3000K2700K 4000K

Phase CutNon-dimmable 1-10V Dali

40°24° 55°
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Create emotions with the decorative spotlight series from nuudo. Specially 
designed for spaces where a welcoming feeling and a warm light image are desired. 
With its modular design and high-quality light image, this series responds to 
relaxation and comfort. The result is an oasis of calm upon entrance. These 
series like to contribute to special occasions by accentuating them, making 
them unforgettable. The combination of all this ensures satisfaction and note 
in places where relaxation and comfort are key, such as hotels, restaurants and 
residential projects. 

Decorative 
Spotlights

Comfort & Relaxation

06
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Product information

Dimensions

Fondo
ROUND FIXED & TILTABLE

System Power 12w

CRI >90Ra

CCT 2700K | 3000K | 4000K

System Lumen 688lm | 749lm | 865lm

System Efficacy 56lm/W | 61lm/W | 70lm/W

LOR Up to 81%

Driver 500mA Non-Dimmable or Dimmable Driver (included)

IP 44

Fondo Fixed

Article No. Product Name  Color CCT CRI System Lumen System Power Reflector Cutout size

2.11.1849 / 2.11.1850* Fondo Fixed Grey 2700K >90Ra 688lm 12W 38° Ø 70mm

2.11.1855 / 2.11.1856* Fondo Fixed White 2700K >90Ra 688lm 12W 38° Ø 70mm

2.11.1861 / 2.11.1862* Fondo Fixed Black 2700K >90Ra 688lm 12W 38° Ø 70mm

2.11.1851 / 2.11.1852* Fondo Fixed Grey 3000K >90Ra 749lm 12W 38° Ø 70mm

2.11.1857 / 2.11.1858* Fondo Fixed White 3000K >90Ra 749lm 12W 38° Ø 70mm

2.11.1863 / 2.11.1864* Fondo Fixed Black 3000K >90Ra 749lm 12W 38° Ø 70mm

2.11.1853 / 2.11.1854* Fondo Fixed Grey 4000K >90Ra 865lm 12W 38° Ø 70mm

2.11.1859 / 2.11.1860* Fondo Fixed White 4000K >90Ra 865lm 12W 38° Ø 70mm

2.11.1865 / 2.11.1866* Fondo Fixed Black 4000K >90Ra 865lm 12W 38° Ø 70mm
Article No. with * indicates that the luminaire is DALI Dimmable.

Cutout Size
Fixed
Ø 70mmØ 65mm

Cutout Size
Adjustable
Ø 70mmØ 65mm

Fondo Adjustable
Article No. Product Name  Color CCT CRI System Lumen System Power Reflector Cutout size

2.11.1831 / 2.11.1832* Fondo Adjustable Grey 2700K >90Ra 650lm 12W 24° Ø 70mm

2.11.1837 / 2.11.1838* Fondo Adjustable White 2700K >90Ra 650lm 12W 24° Ø 70mm

2.11.1843 / 2.11.1844* Fondo Adjustable Black 2700K >90Ra 650lm 12W 24° Ø 70mm

2.11.1833 / 2.11.1834* Fondo Adjustable Grey 3000K >90Ra 753lm 12W 24° Ø 70mm

2.11.1839 / 2.11.1840* Fondo Adjustable White 3000K >90Ra 753lm 12W 24° Ø 70mm

2.11.1845 / 2.11.1846* Fondo Adjustable Black 3000K >90Ra 753lm 12W 24° Ø 70mm

2.11.1835 / 2.11.1836* Fondo Adjustable Grey 4000K >90Ra 890lm 12W 24° Ø 70mm

2.11.1841 / 2.11.1842* Fondo Adjustable White 4000K >90Ra 890lm 12W 24° Ø 70mm

2.11.1847 / 2.11.1848* Fondo Adjustable Black 4000K >90Ra 890lm 12W 24° Ø 70mm

Article No. with * indicates that the luminaire is DALI Dimmable.
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Vela
ROUND FIXED

Product information

Dimensions

System Power 12w

CRI >90Ra

CCT 2700K | 3000K | 4000K

System Lumen 688lm | 749lm | 865lm

System Efficacy 56lm/W | 61lm/W | 70lm/W

LOR Up to 81%

Driver 500mA Non-Dimmable or Dimmable Driver (included)

IP IP44

Cutout Size
Round
Ø 75mmØ 65mm

Vela Round Fixed
Article No. Product Name  Color CCT CRI System Lumen System Power Reflector Cutout size

2.11.1957 / 2.11.1958* Vela Grey 2700K >90Ra 688lm 12W 38° Ø 75mm

2.11.1963 / 2.11.1964* Vela White 2700K >90Ra 688lm 12W 38° Ø 75mm

2.11.1969 / 2.11.1970* Vela Black 2700K >90Ra 688lm 12W 38° Ø 75mm

2.11.1959 / 2.11.1960* Vela Grey 3000K >90Ra 749lm 12W 38° Ø 75mm

2.11.1965 / 2.11.1966* Vela White 3000K >90Ra 749lm 12W 38° Ø 75mm

2.11.1971 / 2.11.1972* Vela Black 3000K >90Ra 749lm 12W 38° Ø 75mm

2.11.1961 / 2.11.1962* Vela Grey 4000K >90Ra 865lm 12W 38° Ø 75mm

2.11.1967 / 2.11.1968* Vela White 4000K >90Ra 865lm 12W 38° Ø 75mm

2.11.1973 / 2.11.1974* Vela Black 4000K >90Ra 865lm 12W 38° Ø 75mm

Article No. with * indicates that the luminaire is DALI Dimmable.
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Product information

Dimensions

Etage
SQUARE AND ROUND

Article No. with * indicates that the luminaire is DALI Dimmable.

Etage Round
Article No. Product Name  Color CCT CRI System Lumen System Power Reflector Cutout size

2.11.2011 / 2.11.2012* Etage Round Grey 2700K >90Ra 700lm 12.3W 38° Ø 83mm

2.11.2017 / 2.11.2018* Etage Round White 2700K >90Ra 700lm 12.3W 38° Ø 83mm

2.11.2023 / 2.11.2024* Etage Round Black 2700K >90Ra 700lm 12.3W 38° Ø 83mm

2.11.2013 / 2.11.2014* Etage Round Grey 3000K >90Ra 740lm 12.3W 38° Ø 83mm

2.11.2019 / 2.11.2020* Etage Round White 3000K >90Ra 740lm 12.3W 38° Ø 83mm

2.11.2025 / 2.11.2026* Etage Round Black 3000K >90Ra 740lm 12.3W 38° Ø 83mm

2.11.2015 / 2.11.2016* Etage Round Grey 4000K >90Ra 790lm 12.3W 38° Ø 83mm

2.11.2021 / 2.11.2022* Etage Round White 4000K >90Ra 790lm 12.3W 38° Ø 83mm

2.11.2027 / 2.11.2028* Etage Round Black 4000K >90Ra 790lm 12.3W 38° Ø 83mm

Etage Square
Article No. Product Name  Color CCT CRI System Lumen System Power Reflector Cutout size

2.11.2029 / 2.11.2030* Etage Square Grey 2700K >90Ra 700lm 12.3W 38° Ø 83mm

2.11.2035 / 2.11.2036* Etage Square White 2700K >90Ra 700lm 12.3W 38° Ø 83mm

2.11.2041 / 2.11.2042* Etage Square Black 2700K >90Ra 700lm 12.3W 38° Ø 83mm

2.11.2031 / 2.11.2032* Etage Square Grey 3000K >90Ra 740lm 12.3W 38° Ø 83mm

2.11.2037 / 2.11.2038* Etage Square White 3000K >90Ra 740lm 12.3W 38° Ø 83mm

2.11.2043 / 2.11.2044* Etage Square Black 3000K >90Ra 740lm 12.3W 38° Ø 83mm

2.11.2033 / 2.11.2034* Etage Square Grey 4000K >90Ra 790lm 12.3W 38° Ø 83mm

2.11.2039 / 2.11.2040* Etage Square White 4000K >90Ra 790lm 12.3W 38° Ø 83mm

2.11.2045 / 2.11.2046* Etage Square Black 4000K >90Ra 790lm 12.3W 38° Ø 83mm

Article No. with * indicates that the luminaire is DALI Dimmable.

54

Ø95

2

30°

RoundØ 
83mm

Ø 65mm

Cutout Size
Square
Ø 83mmØ 65mm

54

95 x 95

2

30°

System Power 12.3W

CRI >90Ra

CCT 2700K | 3000K | 4000K

System Lumen 700lm | 740lm | 790lm

System Efficacy 58lm/W | 63lm/W | 74lm/W

LOR Up to 81%

Driver 500mA Non-Dimmable or Dimmable Driver (included)

IP 20
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Product information

Dimensions

Dark
TILTABLE

Dark
Article No. Product Name  Color CCT CRI System Lumen System Power Cutout size

2.11.1795 /  2.11.1796* Dark Round Grey 2700K >90Ra 72lm 9W Ø75mm

2.11.1801 /  2.11.1802* Dark Round Wit 2700K >90Ra 72lm 9W Ø75mm

2.11.1807 /  2.11.1808* Dark Round Black 2700K >90Ra 72lm 9W Ø75mm

2.11.1797 /  2.11.1798* Dark Round Grey 3000K >90Ra 80lm 9W Ø75mm

2.11.1803 /  2.11.1804* Dark Round Wit 3000K >90Ra 80lm 9W Ø75mm

2.11.1809 /  2.11.1810* Dark Round Black 3000K >90Ra 80lm 9W Ø75mm

2.11.1799 /  2.11.1800* Dark Round Grey 4000K >90Ra 88lm 9W Ø75mm

2.11.1805 /  2.11.1806* Dark Round Wit 4000K >90Ra 88lm 9W Ø75mm

2.11.1811 /  2.11.1812* Dark Round Black 4000K >90Ra 88lm 9W Ø75mm

2.11.1813 /  2.11.1814* Dark Oval Grey 2700K >90Ra 100lm 9W Ø75mm

2.11.1819 /  2.11.1820* Dark Oval Wit 2700K >90Ra 100lm 9W Ø75mm

2.11.1825 /  2.11.1826* Dark Oval Black 2700K >90Ra 100lm 9W Ø75mm

2.11.1815 /  2.11.1816* Dark Oval Grey 3000K >90Ra 112lm 9W Ø75mm

2.11.1821 /  2.11.1822* Dark Oval Wit 3000K >90Ra 112lm 9W Ø75mm

2.11.1827 /  2.11.1828* Dark Oval Black 3000K >90Ra 112lm 9W Ø75mm

2.11.1817 /  2.11.1818* Dark Oval Grey 4000K >90Ra 120lm 9W Ø75mm

2.11.1823 /  2.11.1824* Dark Oval Wit 4000K >90Ra 120lm 9W Ø75mm

2.11.1829 /  2.11.1830* Dark Oval Black 4000K >90Ra 120lm 9W Ø75mm

Article No. with * indicates that the luminaire is DALI Dimmable.

System Power 9W

CRI >90Ra

CCT 2700K | 3000K | 4000K

System Lumen 72lm | 80lm | 88lm

System Efficacy 8lm/W | 9lm/W | 10lm/W

LOR Up to 40%

Driver 500mA Non-Dimmable or Dimmable Driver (included)

IP 20

Cutout Size
Ø 75mm

Ø 65mm
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Credits 
VISUALS imore.
GRAPHIC DESIGN Studio Anouk Stoffels

Nijverheidsweg 2

2421LR Nieuwkoop

+31 (0)172 574500

info@nuudo.com 

www.nuudo.com  
nuudo. is part of the Lumiparts Group 

Create emotions
with lighting
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